
Avance® Solo
Avance® Solo Adapt

Veileder for bruk av undertrykksbehandling av kirurgiske snitt, 
åpne sår og trykksår

Lommeguide



Engangspumpe for 
undertrykksbehandling av sår  

Ytterligere hjelp
Besøk Avance Solos nettsted for fullstendig 
produktinformasjon, anbefalinger, pasienteksempler, 
instruksjonsvideoer og mer.

Beholder på 50 ml

 Leverer -125 mmHg  
undertrykk i 14 dager

Visuelle signaler og lydalarmer

Avance® Solo bandasjer 
med heftekant og 
Safetac® teknologi

Controlled Fluid 
Management (CFM) 

teknologi™

Beholderslange

Avance® Solo pumpe

Avance® Solo  
skumfyller

Beholder på 50 ml
• Overflødig væske overføres  

til beholderen1.

• Reduserer risikoen for at 
bandasjen blir helt mettet1.

• Kan føre til færre 
bandasjeskift.

• Beholderen kan byttes av 
helsepersonell, lekperson 
eller pasienten selv3,5–6.

CFM-teknologi™
• Kontrollert luftinntak sikrer 

kontinuerlig negativt trykk 
i såret ved å transportere 
overflødig væske til 
beholderen1–3.

• Den regelmessige syklusen 
til Avance Solo-pumpen 
sikrer at væsken kontinuerlig 
transporteres til beholderen,  
og at vakuumet opprettholdes 
på målnivåene1,4.

Avance Solo pumpe
• Regulerer trykket for å levere  

et kontinuerlig undertrykk  
på -125 mmHg i 14 dager7.

• Visuelle alarmer og lydalarmer  
for lekkasje, blokkering og  
lavt batterinivå informerer  
om problemer umiddelbart4,7.

• Bærbar og lett6–9.

Safetac® teknologi
• Sårkontaktlag med mykt 

silikonheftemiddel4.

• Gjør det mulig å løfte og justere 
bandasjen under applisering4.

• Minimerer skade på såret og 
huden ved fjerning10–15.

• Avance Solo Adapt NPWT-
systemet kan brukes  
i kombinasjon med Mepitel 
sårkontaktlag med Mölnlyckes 
produsenteide teknologi med  
myk silikon, Safetac3,5–7.

Avance® Solo Adapt film 
med Safetac® teknologi

Avance® Solo 
Adapt skum 

Avance® Solo Adapt
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Bruksanvisning for Avance® Solo 

Fest beholderen til pumpen ved å trykke  
på beholderen til den klikker på begge sider.  
Fest beholderslangen i klemmen på baksiden.  

1

Før bandasjen settes på, må såret og  
den omkringliggende huden rengjøres  
og klappes tørr. 

Bruk et sårkontaktlag for å beskytte  
underliggende organer og blodkar ved 
undertrykksbehandling. Dokumenter  
bruken av sårkontaktlag i pasientjournalen.

3 

Fjern det midterste releasepapiret og legg 
bandasjen på såret. Når bandasjen er lagt  
på, fjerner du de to gjenværende delene av 
releasepapiret. Pass på å glatte ut bretter  
eller rynker.

5 

Sett inn batteriene i pumpens batterirom. 
Kontroller at den positive polen (merket +)  
og den negative polen (merket -) på hvert  
batteri samsvarer med +/- i batterirommet.  
Lukk batterirommet ved å skyve dekselet  
tilbake på plass.

Når batteriene er satt riktig inn, utfører  
pumpen en automatisk selvsjekk.

2 

Ved behandling av dypere sår kan det være 
nødvendig å bruke Avance Solo skum som 
fyllmateriale. Skummet skal klippes til slik  
at det passer inn i hulrommet uten å overlappe 
huden rundt såret. Pass på at skummet klippes  
et stykke vekk fra såret, slik at ingen rester  
faller ned i sårhulen.

4 



For fullstendige instruksjoner, advarsler og forholdsregler, se brukerhåndboken 
(bruksanvisning for helsepersonell) som følger med i esken til produktet.

For å starte behandlingen skal du først koble til de 
to grønne koblingene. De passer bare i én retning. 
Kontroller at slangene ikke er klemt. 

6 

Hold deretter inne den grønne startknappen på 
pumpen og slipp den etter to (2) sekunder, slik at 
pumpen aktiveres og den grønne startknappen 
blinker. Undertrykk skal oppnås innen to (2) 
minutter etter pumpestart. 

7 

Du vil nå høre at pumpen er aktiv, og du kan se  
at bandasjen trekker seg sammen, ettersom 
undertrykket oppnås og opprettholdes.  
Hvis det er vanskelig å oppnå undertrykk,  
juster bandasjen eller trykk rundt  
bandasjen for å forbedre kontakten med  
huden. Pass på å unngå rynker og hulrom  
i bandasjekanten.

Når undertrykk er oppnådd, påføres 
fikseringsstripsene som følger med bandasjen,  
for å bidra til å beskytte mot lekkasjer.  
Under behandlingen må du være oppmerksom  
på eventuelle hørbare eller visuelle signaler  
som gis av pumpen. Liste over alle signaler  
og hva de betyr finner du senere i dette heftet.

8 

9 



Bruksanvisning for Avance® Solo Adapt 

Når skummet er på plass, vurderes såret og  
den omkringliggende anatomien for å avgjøre  
om Avance Solo Adapt-filmen må klippes til.  
Foreta eventuelle justeringer ved å klippe til  
filmen (>4 cm margin til omkringliggende hud)  
før releasepapiret fjernes og filmen påføres  
såret. Sørg for å glatte ut bretter  eller rynker.

Før overføringsporten festes, klipp et hull i filmen 
rett over midten av såret ved å løfte en liten del av 
bandasjen og klipp rett under klypepunktet. Hullet 
skal ikke være mer enn 2 cm. i diameter.

For å starte behandlingen skal du først koble til de 
to grønne ko. De passer bare i én retning. 
Kontroller at slangen ikke er klemt.

Fjern releasepapiret fra overføringsporten  
og legg den over hullet du har klippet i filmen.  
Sørg for god tetning ved å glatte rundt kantene  
på overføringsporten. 

Hold deretter inne den grønne startknappen på 
pumpen og slipp den etter to (2) sekunder, slik at 
pumpen aktiveres og den grønne startknappen 
blinker. Undertrykk skal oppnås innen to (2) 
minutter etter pumpestart. 

Så snart det opprettes undertrykk, vil bandasjen 
trekke seg sammen og være fast å ta på. Et rynkete 
utseende på bandasjen indikerer at undertrykk  
er oppnådd og opprettholdt.

Hvis det er vanskelig å oppnå undertrykk,  
juster filmen eller trykk rundt kantene  
for å forbedre kontakten med huden. Vær forsiktig 
for å minimere rynker og åpninger. Vurder å bruke 
ytterligere Avance Solo Adapt film, eller begynn  
på nytt og forsegl igjen om nødvendig.

10 

Klipp til Avance Solo Adapt skum til sårets form 
slik at det passer inn i hulrommet uten å overlappe 
den omkringliggende huden, før det påføres såret. 
Pass på at skummet klippes et stykke vekk fra 
såret, slik at ingen rester faller ned i sårhulen.

For trinn 1, 2 og 3, følger du bruksanvisningen for Avance Solo. 
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Det kan være nødvendig å skifte beholderen  
med jevne mellomrom. Dette gjøres ved å sette 
pumpen på pause ved å trykke ned den grønne 
startknappen og slippe den igjen etter to (2) 
sekunder. Pumpen avgir to pipesignaler for  
å bekrefte at den er i pausemodus.

A 

Skyv slangeklemmene tett inntil de grønne 
kontaktene, og skyv begge klemmene over  
slangen for å sikre at det ikke lekker væske  
når du kobler fra. Koble beholderslangen fra 
bandasjeslangen ved å klemme på koblingen  
fra begge sider og trekk den fra hverandre.

B

Fjern beholderen ved å trykke på fjærknappene  
på begge sider og trekk den ut. Skift ut den 
frakoblede beholderen med en ny ved å skyve 
beholderen inn til den klikker på begge sider  
og låses på plass. 

C 

For å fortsette behandlingen må du koble 
beholderslangen til bandasjeslangen,  
løsne klemmen på bandasjeslangen og starte 
pumpen på nytt ved å trykke ned den grønne 
startknappen og slippe den etter to (2) sekunder.

D 

Skifte beholder 

Notat: Hvis du vil involvere pasienten i behandlingen og 
skifte av beholder, må du passe på at du demonstrerer 
teknikken og at de har tilstrekkelig fingerferdighet til å 
utføre denne oppgaven.



Visuelt display  
med lyd

Bruk Beskrivelse Merknader

Automatisk 
selvsjekk

1. Pumpen aktiveres  
en kort stund

2. Alle lysindikatorene på 
pumpen blinker etter tur

3. Pumpen sender ut 
lydvarslinger: Middels 
frekvens etterfulgt av  
høy frekvens

Automatisk selvsjekk utføres  
når batteriene er satt riktig  
inn i pumpen, og bekrefter  
at pumpen er klar til bruk.

Behandlings-
modus

1. Ved oppstart av pumpen 
blinker den grønne 
startknappen én gang  
i sekundet i 15 minutter

2. Under normal drift blinker 
den grønne startknappen  
to ganger i minuttet

1. For å bekrefte at riktig 
undertrykk er nådd

2. For å bekrefte at pumpen 
fungerer som den skal, og at 
behandlingen opprettholdes

Pausemodus 1. Pumpen sender ut to korte 
lydvarslinger

2. Lydsignalene gjentas  
hvert 15. minutt så lenge 
behandlingen er satt  
på pause

For å bekrefte at pumpen og 
behandlingen er satt på pause. 
Etter 60 minutter starter pumpen 
automatisk behandlingen på nytt.

Behandlings-
slutt

1. Alle lysindikatorene blinker 
med høy intensitet

2. Pumpen avgir tre lydvarslinger: 
Ett høyt, ett middels høyt 
etterfulgt av én tone med  
lav frekvens

Behandlingstiden på 14 dager 
er fullført.

Ugyldig 
knappetrykk

Pumpen avgir en kort lydvarsling. I tilfelle ugyldig knappetrykk.

Avance Solo NPWT System is intended to be used by healthcare 
professionals by directions of these instructions for use. 
Information for patient or lay person is provided in a separate 
patient user manual provided by Mölnlycke Health Care.  
The healthcare professional shall ensure that the patient user 
manual is handed to the patient or lay person as appropriate. 
For prescription of therapy to home care, the prescribing 
healthcare professional should confirm that the patient or lay 
caregiver understands how the pump and canister works and 
how to operate on a daily basis. The prescribing healthcare 
professional should ensure that the patient or lay caregiver 
is able to perceive audible and visual notifications and alarms 
from the pump and to trouble shoot by guidance in Patient User 
Manual. The patient or lay person should be advised to contact 
prescribing healthcare professional if any concern on safe use 
of Avance Solo NPWT System.

1. Product description
Avance Solo Negative Pressure Wound Therapy (NPWT) 
System consists of Avance Solo Pump, Avance Solo Canister 
50 ml, Avance Solo Border Dressing and Avance Solo Foam 
which together form a system for wound management via the 
application of negative pressure. 
 Avance Solo Pump, a battery powered single patient use 

pump with a 14 day lifespan, single button operated with 
visual and audible alarms and notifications

 Avance Solo Canister 50 ml, a single use canister attached  
to the pump for collection of wound fluid and exudate

 Avance Solo Border Dressing, a single use breathable soft 
silicone absorbent dressing with acrylic fixation strips

 Avance Solo Foam, a single use polyurethane foam wound 
filler for cavity wounds

Avance Solo NPWT System maintains negative pressure 
nominally at -125 mmHg to the wound and enables  
exudate management by absorption and evaporation in  
Avance Solo Border Dressing. Excess exudate is collected  
in Avance Solo Canister 50 ml. 
Avance Solo NPWT System is applicable on wound sizes 
(surface area x depth) of up to 400 cm3/24 in3 on low and 
moderately exuding wounds. 
Avance Solo NPWT System is intended for use by healthcare 
professionals for therapy on patients in healthcare facilities  
and home care settings.
Avance Solo NPWT System is intended for adults. 

Material content
Dressing, fixation strips: polyethylene, polyurethane, polyester, 
super-absorbent particles, viscose fiber, soft silicone, 
polyacrylate adhesive
Foam: polyurethane
Canister: polycarbonate, polyurethane
Pump: polycarbonate, acrylonitrile butadiene styrene, 
thermoplastic elastomer
Tubing with clamp: polyolefin based thermoplastic elastomer, 
polyethylene 
Connectors: acrylonitrile butadiene styrene, thermoplastic 
olefin, polyethylene

2. Indications for use 
Avance Solo NPWT System is indicated for patients who would 
benefit from wound management via the application of negative 
pressure, particularly as the device may promote wound healing 
through the removal of exudate, infectious material.
Avance Solo NPWT System is indicated for removal of low to 
moderate amounts of exudates from chronic, acute, traumatic, 
subacute and dehisced wounds, ulcers (such as diabetic, venous 
or pressure), surgically closed incisions, flaps, and grafts.

3. Contraindications
Avance Solo NPWT System is contraindicated for patients with 
the following conditions:
• Malignancy in the wound or margins of the wound
• Untreated and previously confirmed osteomyelitis
• Non-enteric and unexplored fistulas
• Necrotic tissue with eschar present
• Exposed nerves, arteries, veins or organs 
• Exposed anastomotic site

4. Warnings
• Application of NPWT may increase the risk of bleeding. If 

sudden or increased bleeding is observed, immediately take 
appropriate action to stop bleeding and seek emergency 
medical attention.

• Patients at high risk of bleeding, such as patients receiving 
anticoagulant therapy or with altered haemostasis, must 
be monitored closely during therapy. Ensure to establish 
haemostasis before applying therapy.

• Patients at risk of bleeding complications due to e.g. a history 
of vascular anastomosis or friable, irradiated, sutured or 
infected blood vessels, should be monitored carefully during 
therapy.

• Patients undergoing NPWT need frequent supervision. 
Routinely check that the negative pressure therapy is active, 
the dressing should be contracted and firm to the touch. 
If it is necessary to discontinue therapy, the time elapsed 
without negative pressure must comply with instructions from 
healthcare professional.

• During therapy, make sure that the pump and tubings  
from the dressing and canister are positioned to eliminate 
the risk of
- imprints
- contamination
- entrapment or strangulation 
- kinking or blocking of tubing
- being exposed to sources of heat

• Cover or remove sharp edges or bones in the wound prior to 
the application of the dressing due to the risk of puncturing of 
organs and blood vessels.

• If defibrillation is required, disconnect the pump and remove 
the dressing if dressing positioning interferes.

• Avance Solo Pump is Magnetic Resonance (MR) unsafe, do not 
take into a Magnetic Resonance Imaging (MRI) environment. 
Avance Solo Border Dressings and Avance Solo Foam are 
MR safe. The impact of the dressing and foam on Magnetic 
Resonance Tomography (MRT)/Magnetic Resonance Imaging 
(MRI) imaging artifacts is unknown.

• Avance Solo Pump shall not be used in oxygen rich 
environments where there is a danger of explosion e.g.  
a hyperbaric oxygen unit or in therapy/investigations  
involving microwaves. For the dressing, static electricity  
may be created when removing the release liner from the 
strips. Consider if the dressing needs to be removed for  
safety reasons.

• Avance Solo Pump is not suitable for use in the presence  
of flammable anesthetics. 

• If the patient experiences sudden elevation in blood pressure 
or heart rate in response to stimulation of the sympathetic 
nervous system, immediately stop the therapy to help 
minimize sensory stimulation and seek emergency medical 
attention.

• To minimize the risk of bradycardia, do not place the dressing 
close to the vagus nerve.

• Do not use oxidizing agents such as hypochlorite solutions or 
hydrogen peroxide prior to use of the Avance Solo Foam.

• Products in Avance Solo NPWT System contain small parts 
which could be a potential choking hazard. Keep this device 
out of the reach of children.

• Keep this device out of the reach of pets.
• If canister or pump is broken, pause the pump, replace with 

new product and restart therapy.

5. Precautions
• Before starting therapy, evaluate the patient’s nutritional 

status and address severe malnutrition.
• Signs of possible infection or complications must be 

addressed immediately. Monitor the device, wound, 
surrounding skin, and patient status accordingly to ensure 
effective and safe treatment and patient comfort.

• For patients with ischemic condition or at application of a 
circumferential dressing, extra monitoring of wound status  
is required to avoid risk of compromised circulation.

• Avance Solo Pump is equipped with visual and audible 
notifications and alarms. Ensure that carrying or placement 
of the pump allows the user to detect audible and visual 
notifications and alarms.

• When Avance Solo Pump battery low alarm is triggered, 
replace the batteries in the pump. Only use the type and 
model of lithium batteries specified for this product by 
Mölnlycke Health Care, see section 8. 

• Fixation strips provided with the dressing shall only be 
applied on dressing borders. Do not apply fixation strips, or 
other occlusive dressings, across the dressing wound pad  
due to the risk of low breathability leading to maceration.

• Application of certain skin protection products or using 
cleansing products prior to the application of the dressing, 
can affect the ability of the dressing and fixation strips to 
adhere securely and create sufficient sealing.

• Do not use the products on patient and/or user with known 
hypersensitivity to the ingoing materials/components of the 
products.

• Ingrowth of tissue may occur if the dressing or wound filler 
is not changed in accordance with recommendations or as 
appropriate for the wound condition of the individual patient 
(See Section 6.6).

• Consider use of non-adherent wound contact layer (Mepitel) 
to protect fragile tissue.

• Do not place the pump with canister in water or other liquids. 
Disconnect the pump and canister if the ingress of water is 
observed.

• For daily hygiene routines do not expose the pump with 
canister or dressing to extensive contact with water. 

• Avance Solo Border Dressing should only be applied and 
changed by healthcare professional.

• No modification of this device (pump, canister, tubing, 
dressing, foam) is allowed as modifications may significantly 
compromise the ability of the system to deliver therapy.

• Do not disassemble the pump. 
• Products in Avance Solo NPWT System should not be used 

with products from other NPWT systems. 
• Do not cut the tubing or detach tubing from the canister.
• Do not cut the dressing.
• For CT scans and X-ray investigations, keep the pump out 

of the X-ray or scanner range. In the event that the pump is 
within a CT-scan or X-ray range, ensure to check that the 
pump functions correctly after the procedure.

• Avance Solo Pump is not intended for use aboard aircraft. 
Remove batteries during air travel.

• Avance Solo NPWT System products are provided sterile. Do 
not use if the sterile barrier is damaged or has been opened 
prior to use. Do not re-sterilize. 

• Avance Solo Pump is for single patient use.
• Avance Solo Border Dressing, Avance Solo Foam and Avance 

Solo Canister 50 ml are single use.
• Do not reuse Avance Solo NPWT System products. If 

reused, performance of the product may deteriorate, cross 
contamination may occur.

• Ensure that the battery lid on the Avance Solo Pump is closed 
during therapy.

6.  Instructions for use
6.1.  To consider before use
Avance Solo NPWT System is indicated for removal of low to 
moderate amounts of exudates. 
As a guidance: 
Low exuding wounds are considered to be up to 0.6 g/cm2 
wound area/24 hours (0.6 g/0.16 in2 wound area/24 hours). 
Moderate exuding wounds are considered to be up to 1.1 g/cm2 
wound area/24 hours (1.1 g/0.16 in2 wound area/24 hours).  
1 g exudate is considered equal to 1 ml.
When Avance Solo NPWT System is applied on moderately 
exuding wounds, the size of the wound should not be more than 
25% of the dressing wound pad area. Ensure that the wound pad 
overlaps the edges of the wound by at least 1.5 cm (0.6 inches).
Select Avance Solo Border Dressing to ensure that the wound 
is sufficiently covered by the wound pad. Depending on the 
patient’s primary position the transfer port on the dressing shall 
be placed upmost from the wound. The tubing should be laid to 
prevent bends and kinks of the tubing and to avoid discomfort 
to the patient. 
Wounds deeper than 0.5 cm (0.2 inches) are likely to require 
Avance Solo Foam as wound filler, to ensure dressing to 
establish intimate contact with all areas of the wound bed. 
For dressing applications with the larger sizes of dressing, the 
wound should not generally be deeper than 2 cm (0.8 inches).
If excessive exudate is present, consider the use of traditional 
NPWT until the level of exudate is low to moderate and then 
transition the patient to Avance Solo NPWT System.
Avance Solo NPWT System may be applied in conjunction with 
compression therapy. Make sure not to cover the transfer port 
on the dressing to reduce to risk of imprints.

6.2. Pump Set up
1. Attach the canister to the pump by pushing the canister until 

it clicks on both sides.
2. Fit the canister tubing into the holder on the back of the 

pump.
3. Insert the batteries into the pump battery compartment. 

Ensure that the positive terminal (marked +) and negative 
terminal (marked -) of each battery matches the +/- label in 
the battery compartment. Close the battery compartment by 
sliding the lid back in place.

4. When the batteries are correctly inserted, the pump 
performs automatic self-check.

5. After completed self-check, the pump will remain paused 
until started. Audible notification is repeated every 15 
minutes as long as the therapy is paused. To start therapy 
press and hold the green pump start button, release after 
two (2) seconds. 

If not started directly, the pump will start automatically after 
60 min.
When batteries are inserted into the pump for the first time, 
an internal timer starts. Document date and time for start of 
therapy in the patient’s notes. Avance Solo Pump has a lifetime 
of 14 days from the first insertion of the batteries. It is not 
possible to restart the pump after therapy time has ended.

6.3. Dressing Application Procedure
To apply, use clean/aseptic or sterile techniques in accordance 
with local protocol. 
6. Cleanse and debride the wound bed as instructed by 

healthcare professional. 
7. Cleanse the peri wound skin and pat dry.
8. Eliminate or cover sharp edges and bone fragments with 

non-adherent wound contact layer due to risk of puncturing 
organs or blood vessels while under negative pressure. 
Document the use of wound contact layer in the patient’s 
notes.

9. If a wound filler is used, see Section 6.5 Application with 
wound filler.

10. Decide in which direction the dressing should be placed to 
avoid bends and kinks of the tubing and to avoid discomfort 
to the patient. Depending on the patient’s primary position 
the transfer port on the dressing shall be placed upmost 
from the wound.

11. Grip the center part of the release film of the dressing and 
pull to expose the adhesive surface.

12. Without stretching, position the dressing centrally over the 
wound and ensure that dressing borders are placed on intact 
skin. 

13. Gently remove the remaining release films of the dressing. 
Start with the longer portion of the release film, away from 
the tubing. Do not stretch the product during application. 
Smooth down the dressing to remove any creases and press 
gently to ensure contact between the dressing and wound 
bed. 

14. Connect the canister tubing to the dressing tubing using 
the connectors on the end of each tubing. Ensure that the 
tubings are not clamped.

15. To start therapy, press and hold the green pump start button, 
release after two (2) seconds so that the pump activates and 
the green start button flashes. Negative pressure shall be 
achieved within two (2) minutes after pump start. 

16. Once the negative pressure is applied, the dressing will 
contract and be firm to the touch. A wrinkled appearance 
of the dressing indicates that negative pressure has been 
achieved and maintained.

17. If negative pressure is hard to achieve, adjust dressing or 
press around the dressing edges to improve contact with the 
skin. Take care to avoid wrinkles and gaps in the dressing 
border. 

6.4. Fixation strips
18. Start to apply fixations strips once negative pressure has 

been achieved. Fixation Strips are provided in two different 
widths to be applied based on dressing requirements. 
Separate the strips and apply one at the time to secure and 
maintain a tight seal.

19. For each fixation strip, grip the center part of the release 
film (marked “1”) and pull to expose the adhesive surface.

20. Without stretching, position the fixation strip along the 
dressing border overlapping the skin to fixate the dressing 
borders. Gently remove the remaining release films while 
avoiding wrinkles. Smooth down the fixation strips to remove 
any creases. 

21. Remove the support film (marked “2”). 
If the dressing does not appear contracted and firm to the 
touch, inspect the dressing and reseal if necessary. 

6.5. Application with wound filler
22. Cut the foam into an appropriate size corresponding to the 

dimensions of the wound cavity. 
23. Do not cut the foam above the wound site as fragments may 

fall into the wound. Make sure that no fragments are left in 
the wound or on wound edges when the dressing is applied. 

24. Sufficiently fill the wound cavity without overpacking, as 
this could damage tissue, affect exudate removal, or affect 
delivery of negative pressure. Ensure contact between all 
pieces of foam placed in the wound. Consider use of a non-
adherent wound contact layer (Mepitel) to protect fragile 
tissue.

25. Do not place wound filler onto intact skin or non-protected 
superficial or retention sutures. 

26. Document the number of pieces of wound filler material 
used in the patient’s notes.

Proceed with the application of Avance Solo Border Dressing 
as instructed in Section 6.3 Dressing Application Procedure. 
Ensure that the dressing is in contact with the foam.

6.6. Frequency of dressing change 
Avance Border Dressing may be left in place for up to 7 days 
depending on the condition of the wound and the surrounding 
skin, or as indicated by accepted clinical practice.
If Avance Solo Foam is used as a complement to the dressing, 
the dressing and foam should be changed every 48 to 72 hours, 
but no less than 3 times a week, or as instructed by healthcare 
professional. 
NOTE: Ingrowth of tissue may occur if the dressing or wound 
filler is not changed in accordance with recommendations or as 
appropriate for the wound condition of the individual patient.

6.7. Dressing removal procedure
To remove the dressing, perform the following steps:
27. If the pump is active, pause therapy by pressing down the 

green start button, release after two (2) seconds.
28. Block both the canister tubing and dressing tubing by 

positioning the slide clamps next to the connector and slide 
across the tubings until secured.

29. Disconnect the canister tubing from the dressing tubing by 
squeezing the connector from both sides and pull apart.

30. Gently peel back one corner of the film of fixation strips 
and dressing and stretch to facilitate breakage of the seal. 
Proceed with this technique (in the direction of hair growth) 
until the film is completely removed.

31. Remove the dressing by pulling it in the direction of 
the wound, not across the wound. Pull off the dressing 
following the surface all the way, without lifting the dressing 
perpendicular to the wound.

32. If wound filler is used, remove the wound filler gently. If 
adherence of wound filler to wound bed is observed, consider 
moistening the filler material. Make sure no fragments are 
left in the wound when the dressing is changed. 

If the patient experiences pain during dressing removal, 
consider the use of pain relief medication, as instructed by 
healthcare professional, when changing dressings. Consult 
patient’s notes to ensure that all materials used have been 
removed.

6.8. Changing the Canister
The need to change canister is detected either by visual 
inspection of canister fill level through the transparent window 
on the back of the canister or by pump blockage alarm. 
To replace the canister, perform the following steps:
33. If the pump is active, pause therapy by pressing down the 

green start button, release after (2) seconds.
34. Clamp the canister tubing and dressing tubing by positioning 

the slide clamps next to the connector and slide across the 
tubings until secured. Blocking the tubings minimizes fluid 
leakage when disconnecting the dressing from the canister. 

35. Disconnect the canister tubing from the dressing tubing by 
squeezing the connector from both sides and pull apart.

36. Remove the canister by pushing the spring buttons on both 
sides and pull.

37. Attach a new canister to the pump by pushing the canister 
until it clicks on both sides. To continue therapy, connect the 
canister tubing to the dressing tubing, release the clamp on 
the dressing tubing and restart the pump by pressing down 
the green start button, release after two (2) seconds.

6.9. Changing the batteries
The pump indicates when the batteries are low, as described 
in Section 7. Avance Solo NPWT System Indicators, Alarms and 
Trouble shooting. Batteries shall be replaced once pump alarms 
for Low battery or after 7 days. Only use the type and model of 
lithium batteries specified for this product by Mölnlycke Health 
Care, see section 8.
To replace the batteries, perform the following steps:
38. If pump is still active, pause the pump by pressing down the 

green start button, release after two (2) seconds.
39. Open the battery compartment by sliding the lid. Remove 

the batteries. Insert new batteries, ensuring that the 
positive terminal (marked +) and negative terminal (marked 
-) of each battery matches the +/- label in the battery 
compartment. Close the battery compartment lid. 

6.10. Daily use 
To pause therapy, press and hold the green start button, 
release after two (2) seconds. When paused, the pump will 
automatically start after 60 min.
To restart therapy, press and hold the green start button, 
release after two (2) seconds until the pump activates and the 
start button flash. 
Regularly check that negative pressure is active by monitoring 
visual and audible notifications and alarms from the pump.  
The dressing should be contracted and firm to the touch.
If skin is at risk of imprints from tubings and quick connectors, 
place a soft silicone dressing between skin and tubing for 
protection.
Place the pump in a safe position and ensure to take notice of 
visual and audible notifications and alarms from the pump.
For daily hygiene routines, do not expose the dressing or pump 
with canister and tubing to jets of water. For light showering, 
pause therapy by pressing and holding the green start button, 
release after two (2) seconds, clamp the canister tubing and 
dressing tubing and disconnect the pump with canister from 
the dressing. Ensure that the dressing tubing is not submerged 
into water.
Occasional cleaning of the pump can be performed by wiping 
with a damp cloth or with a non-abrasive detergent. Do not put 
the pump under running water.
Avance Solo Pump is intended for single patient use during a 
14-day continuous period. 

6.11. Disposal
Avance Solo Pump is for single patient use and battery powered. 
After use, the batteries should be detached from the pump. 
Dispose the pump and batteries according to local regulations, 
relevant state laws and in accordance with the Waste Electrical 
and Electronic Equipment Directive (WEEE). Consider wiping 
the pump with non-abrasive detergent if decontamination would 
be required.
Avance Solo Border Dressing, Avance Solo Canister 50 ml and 
Avance Solo Foam are single use products. After use, dispose 
of the products as clinical waste in accordance with local 
regulations.
For more information about safe disposal, see www.molnlycke.
com/wastehandling or contact your local Mölnlycke Health Care 
representative.

7.  Avance Solo NPWT System Indicators, Alarms and  
Trouble shooting

Avance Solo Pump has auditory and visual notifications and 
alarms to provide information to the user. Position Avance Solo 
Pump to ensure that visual and audible alarms are perceivable 
to the patient and healthcare professional.

7.1.  Avance Solo NPWT System Indicators

DISPLAY  LIGHT INDICATOR

 Leakage

 Blockage

 Low Battery

7.2.  Avance Solo NPWT System – Normal use
Avance Solo Pump displays the following visual and audible signals to inform the user that the Avance Solo NPWT system is 
performing under normal operation. 

Avance® Solo NPWT System

HEALTHCARE PROFESSIONAL INSTRUCTIONS FOR USE

Manufacturer 
Mölnlycke Health Care AB
Gamlestadsvägen 3C, Box 13080, SE-402 52 Göteborg, Sweden www.molnlycke.com

Caution: Federal [US] Law restricts this  
device to sale by or on the order of a physician  
[or properly licensed practitioner].

AUDIBLE AND  
VISUAL DISPLAY DESCRIPTION OPERATION COMMENT

1. The pump activates for a short 
period.

2. All light indicators on the pump 
flash in turn.

3. The pump emits audible 
notifications: medium 
frequency followed by high 
frequency

Automatic self-check

Automatic self-check is performed 
when the batteries are correctly 
inserted in the pump and confirms 
that the pump is ready for use.

1. At start-up of the pump, the 
green start button flashes once 
every second for 15 minutes. 

2. During normal operation the 
green start button flashes two 
times every minute.

Therapy mode

1. To confirm that correct negative 
pressure is reached.

2. To confirm that the pump is 
operating correctly, and that 
therapy is maintained.

1. The pump emits two short 
audible notifications 

2. The audible notifications are 
repeated every 15 minutes as 
long as the therapy is paused. Pause mode

To confirm that the pump and 
therapy have been paused. 
After 60 minutes the pump 
automatically restarts therapy.

1. All light indicators flash with 
high intensity.

2. The pump emits three audible 
notifications: one high, one 
medium followed by one low 
frequency tone. 

End of therapy

The therapy time of 14 days is 
complete.

The pump emits short audible 
notification 

Invalid button press

In case of an invalid button press

7.3. Avance Solo NPWT System – Alarms and trouble shooting
Avance Solo Pump displays the following visual signals and audible alarms to inform the user if risk for loss of therapy. 

AUDIBLE  
AND VISUAL DISPLAY DESCRIPTION POSSIBLE CAUSE COMMENTS  

TROUBLE SHOOTING

1. The indication light for leakage 
flashes once per second.

2. If negative pressure is not 
maintained:
• The light indicator for air 

leakage stays active, flashing 
once every second

• The pump repeatedly emits an 
audible alarm 

• The pump pauses therapy

Leakage Alarm 
Negative pressure is not 
being established due to 
an air leak in the system

To correct a leak, perform one or 
more of the following actions:
Press around the dressing border 
to improve contact with the skin or 
if required add additional fixation 
strips around dressing borders.
Ensure canister is securely attached 
to the pump.
Ensure tubing is securely attached 
to the canister.
Ensure that the dressing tubing is 
securely connected to the canister 
tubing.

1.  The indication light for blockage 
flashes once every second. 

2. If the blockage condition persists 
• the light indicator for blockage 

stays active, flashing once 
every second 

• the pump repeatedly emits an 
audible alarm 

• the pump pauses therapy

Blockage Alarm
Negative pressure is not 
being established due to 

blockage

To correct a blockage, perform one 
or more of the following actions:
Ensure that the tubing is not 
clamped.
Ensure that tubing is not kinked. 
If the canister is full perform a 
canister change according to 
instructions for canister change.

1. The indication light for battery 
flashes once every five (5) 
seconds when up to 24 hours of 
battery time remain. 

2. When less than 4 hours of 
battery time remain 
• the light indicator for battery 

stays active, flashing once 
every second 

• the pump repeatedly emits an 
audible alarm

Low Battery Alarm

To correct a low battery alarm: 
Change the batteries according to 
instructions for battery change. 
Only use the type and model of 
lithium batteries specified for this 
product by Mölnlycke Health Care, 
see section 8. 

1. The indication lights for leakage, 
battery and blockage flash 
simultaneously once every 
second. 

2. The pump repeatedly emits an 
audible alarm.

Internal Failure Alarm 

The pump has an internal fault and 
cannot be started. 
Contact your healthcare 
professional or  
Mölnlycke Health Care.

8.  Specifications Avance Solo Pump

Nominal negative pressure -125 mmHg

Maximum negative pressure -150 mmHg

Mode of Operation Continuous

Dimensions Avance Solo Pump and Canister 50 ml 125x68x30 mm

Weight Avance Solo Pump and Canister 50 ml < 130 g

Applied Part Dressing, type BF

Battery 2x AA 1,5V GP15LF

IP22
Ingress protection effective against fingers and similar objects. 
Protected against dripping water when tilted at 15°. Classification 
only valid when battery lid is closed.

Storage Temperature 5°C/41 F to 25°C/77F, ambient humidity 10% to 75% 
non-condensing, ambient pressure 700 hPa to 1060 hPa

Transport Temperature -35°C/-31 F to 63°C/145 F, ambient humidity 10% to 
90% non-condensing, ambient pressure 700 hPa to 1060 hPa

Operation Temperature 5°C/41 F to 40°C/104 F, ambient humidity 15% to 90%, 
non-condensing, ambient pressure 700 hPa to 1060 hPa

Low priority alarm signal, Alarm Volume 60 dBA Leakage Alarm, Blockage Alarm, Low Battery Alarm, Internal 
Failure Alarm.

Information signals with lower priority than alarm 
signals

Pause mode, Therapy mode, Invalid button press, Pump Self-check, 
End of therapy, Leakage, Blockage, Low Battery.

Essential Performance
Activation of low priority alarms within two hours if degradation 
of Nominal negative pressure. Negative pressure not exceeding 
Maximum negative pressure longer than five minutes.

9.  Safety
Avance Solo NPWT System complies with the General Requirements for Safety of Medical Electrical Equipment (IEC 60601-1). 
Avance Solo NPWT System is intended for home care use (IEC 60601-1-11).

10.  Electromagnetic compatibility
Avance Solo Pump is tested in accordance with the requirements of IEC 60601-1-2. Exceeding test levels can cause failure to 
maintain Essential Performance.
WARNING: Use of this equipment adjacent to or stacked with other equipment should be avoided because it could result in 
improper operation. If such use is necessary, this equipment and the other equipment should be observed to verify that they  
are operating normally.
WARNING: Portable RF communications equipment (including peripherals such as antenna cables and external antennas)  
should be used no closer than 30 cm (12 inches) to Avance Solo Pump. Otherwise, degradation of the performance of this 
equipment could result.

36 37 39

1 2 3 4 5

Electromagnetic Emissions 
Avance Solo Pump is intended for use in the electromagnetic environment specified below.

EMISSION TESTS COMPLIANCE ELECTROMAGNETIC ENVIRONMENT - GUIDANCE

RF emissions CISPR 11 Group 1 Avance Solo Pump uses RF energy only for its internal function

RF emissions CISPR 11 Class B

Battery operated device
Harmonic emissions  
IEC 61000-3-2 Not applicable

Voltage fluctuations /  
flicker emissions IEC 61000-3-3 Not applicable

Electromagnetic Immunity 
Avance Solo Pump is intended for use in the electromagnetic environment specified below.

IMMUNITY TESTS
BASIC EMC 
STANDARD OR  
TEST METHOD

IMMUNITY TEST LEVELS

Professional healthcare facility 
environment Home healthcare environment

Electrostatic Discharge 61000-4-2 ± 8 kV contact 
± 2 kV, ± 4 kV, ± 8 kV, ± 15 kV air

Radiated RF EM fields 61000-4-3 3 V/m 
80 MHz - 2.7 GHz
80 % AM at 1 kHz

10 V/m 
80 MHz - 2.7 GHz
80 % AM at 1 kHz

Proximity fields from RF wireless 
communications equipment

61000-4-3 30 cm minimum separation distance from radio transmitter

Rated power frequency magnetic 
fields

61000-4-8 30 A/m
50 Hz or 60 Hz

11.  Caution
Avance Solo NPWT System must be used in accordance with these Instructions for Use. Read these instructions before using the 
system and have them available during use. Failure to read and understand these instructions may lead to misuse of the system 
and improper performance. These instructions are a general guide for the use of the product. Specific medical situations must be 
addressed by a clinician.

12.  Other information
If any serious incident has occurred in relation to Avance Solo NPWT System, it should be reported to Mölnlycke Health Care.
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Toll free number:
USA 1-800-882-4582 
Canada 1-800-494-5134

Australian sponsor address :
Mölnlycke Health Care Pty. Ltd 
12 Narabang Way, Belrose, NSW 2085, AUSTRALIA

Do not reuse

MRI unsafe

ETL Listed Marking

Follow instructions for use

Do not use if package is damaged

The device is sterilized using ethylene 
oxide

Caution, see instructions for use

Keep dry
Keep away from rain

Temperature limitation

Humidity limitation

Atmospheric pressure limitation

Keep away from sunlight
Keep away from heat

Ingress Protection

Applied part type BF

System lasts up to 14 days

Separate collection of Waste Electrical and 
Electronic Equipment (WEEE) 

Manufacturer

Medical Device

Only use the type and model of lithium 
batteries specified for this product by 
Mölnlycke Health Care, see section 8.

Use by date / Expiry date

Batch code

Catalogue number

Serial number Low battery

Leakage

Blockage

www.molnlycke.com/symbols

Issued 2020-02 40669-01
Master PD-557909 rev. 09  PD-565591 rev. 01

Avance Solo NPWT System is intended to be used by healthcare 
professionals by directions of these instructions for use. 
Information for patient or lay person is provided in a separate 
patient user manual provided by Mölnlycke Health Care.  
The healthcare professional shall ensure that the patient user 
manual is handed to the patient or lay person as appropriate. 
For prescription of therapy to home care, the prescribing 
healthcare professional should confirm that the patient or lay 
caregiver understands how the pump and canister works and 
how to operate on a daily basis. The prescribing healthcare 
professional should ensure that the patient or lay caregiver 
is able to perceive audible and visual notifications and alarms 
from the pump and to trouble shoot by guidance in Patient User 
Manual. The patient or lay person should be advised to contact 
prescribing healthcare professional if any concern on safe use 
of Avance Solo NPWT System.

1. Product description
Avance Solo Negative Pressure Wound Therapy (NPWT) 
System consists of Avance Solo Pump, Avance Solo Canister 
50 ml, Avance Solo Border Dressing and Avance Solo Foam 
which together form a system for wound management via the 
application of negative pressure. 
 Avance Solo Pump, a battery powered single patient use 

pump with a 14 day lifespan, single button operated with 
visual and audible alarms and notifications

 Avance Solo Canister 50 ml, a single use canister attached  
to the pump for collection of wound fluid and exudate

 Avance Solo Border Dressing, a single use breathable soft 
silicone absorbent dressing with acrylic fixation strips

 Avance Solo Foam, a single use polyurethane foam wound 
filler for cavity wounds

Avance Solo NPWT System maintains negative pressure 
nominally at -125 mmHg to the wound and enables  
exudate management by absorption and evaporation in  
Avance Solo Border Dressing. Excess exudate is collected  
in Avance Solo Canister 50 ml. 
Avance Solo NPWT System is applicable on wound sizes 
(surface area x depth) of up to 400 cm3/24 in3 on low and 
moderately exuding wounds. 
Avance Solo NPWT System is intended for use by healthcare 
professionals for therapy on patients in healthcare facilities  
and home care settings.
Avance Solo NPWT System is intended for adults. 

Material content
Dressing, fixation strips: polyethylene, polyurethane, polyester, 
super-absorbent particles, viscose fiber, soft silicone, 
polyacrylate adhesive
Foam: polyurethane
Canister: polycarbonate, polyurethane
Pump: polycarbonate, acrylonitrile butadiene styrene, 
thermoplastic elastomer
Tubing with clamp: polyolefin based thermoplastic elastomer, 
polyethylene 
Connectors: acrylonitrile butadiene styrene, thermoplastic 
olefin, polyethylene

2. Indications for use 
Avance Solo NPWT System is indicated for patients who would 
benefit from wound management via the application of negative 
pressure, particularly as the device may promote wound healing 
through the removal of exudate, infectious material.
Avance Solo NPWT System is indicated for removal of low to 
moderate amounts of exudates from chronic, acute, traumatic, 
subacute and dehisced wounds, ulcers (such as diabetic, venous 
or pressure), surgically closed incisions, flaps, and grafts.

3. Contraindications
Avance Solo NPWT System is contraindicated for patients with 
the following conditions:
• Malignancy in the wound or margins of the wound
• Untreated and previously confirmed osteomyelitis
• Non-enteric and unexplored fistulas
• Necrotic tissue with eschar present
• Exposed nerves, arteries, veins or organs 
• Exposed anastomotic site

4. Warnings
• Application of NPWT may increase the risk of bleeding. If 

sudden or increased bleeding is observed, immediately take 
appropriate action to stop bleeding and seek emergency 
medical attention.

• Patients at high risk of bleeding, such as patients receiving 
anticoagulant therapy or with altered haemostasis, must 
be monitored closely during therapy. Ensure to establish 
haemostasis before applying therapy.

• Patients at risk of bleeding complications due to e.g. a history 
of vascular anastomosis or friable, irradiated, sutured or 
infected blood vessels, should be monitored carefully during 
therapy.

• Patients undergoing NPWT need frequent supervision. 
Routinely check that the negative pressure therapy is active, 
the dressing should be contracted and firm to the touch. 
If it is necessary to discontinue therapy, the time elapsed 
without negative pressure must comply with instructions from 
healthcare professional.

• During therapy, make sure that the pump and tubings  
from the dressing and canister are positioned to eliminate 
the risk of
- imprints
- contamination
- entrapment or strangulation 
- kinking or blocking of tubing
- being exposed to sources of heat

• Cover or remove sharp edges or bones in the wound prior to 
the application of the dressing due to the risk of puncturing of 
organs and blood vessels.

• If defibrillation is required, disconnect the pump and remove 
the dressing if dressing positioning interferes.

• Avance Solo Pump is Magnetic Resonance (MR) unsafe, do not 
take into a Magnetic Resonance Imaging (MRI) environment. 
Avance Solo Border Dressings and Avance Solo Foam are 
MR safe. The impact of the dressing and foam on Magnetic 
Resonance Tomography (MRT)/Magnetic Resonance Imaging 
(MRI) imaging artifacts is unknown.

• Avance Solo Pump shall not be used in oxygen rich 
environments where there is a danger of explosion e.g.  
a hyperbaric oxygen unit or in therapy/investigations  
involving microwaves. For the dressing, static electricity  
may be created when removing the release liner from the 
strips. Consider if the dressing needs to be removed for  
safety reasons.

• Avance Solo Pump is not suitable for use in the presence  
of flammable anesthetics. 

• If the patient experiences sudden elevation in blood pressure 
or heart rate in response to stimulation of the sympathetic 
nervous system, immediately stop the therapy to help 
minimize sensory stimulation and seek emergency medical 
attention.

• To minimize the risk of bradycardia, do not place the dressing 
close to the vagus nerve.

• Do not use oxidizing agents such as hypochlorite solutions or 
hydrogen peroxide prior to use of the Avance Solo Foam.

• Products in Avance Solo NPWT System contain small parts 
which could be a potential choking hazard. Keep this device 
out of the reach of children.

• Keep this device out of the reach of pets.
• If canister or pump is broken, pause the pump, replace with 

new product and restart therapy.

5. Precautions
• Before starting therapy, evaluate the patient’s nutritional 

status and address severe malnutrition.
• Signs of possible infection or complications must be 

addressed immediately. Monitor the device, wound, 
surrounding skin, and patient status accordingly to ensure 
effective and safe treatment and patient comfort.

• For patients with ischemic condition or at application of a 
circumferential dressing, extra monitoring of wound status  
is required to avoid risk of compromised circulation.

• Avance Solo Pump is equipped with visual and audible 
notifications and alarms. Ensure that carrying or placement 
of the pump allows the user to detect audible and visual 
notifications and alarms.

• When Avance Solo Pump battery low alarm is triggered, 
replace the batteries in the pump. Only use the type and 
model of lithium batteries specified for this product by 
Mölnlycke Health Care, see section 8. 

• Fixation strips provided with the dressing shall only be 
applied on dressing borders. Do not apply fixation strips, or 
other occlusive dressings, across the dressing wound pad  
due to the risk of low breathability leading to maceration.

• Application of certain skin protection products or using 
cleansing products prior to the application of the dressing, 
can affect the ability of the dressing and fixation strips to 
adhere securely and create sufficient sealing.

• Do not use the products on patient and/or user with known 
hypersensitivity to the ingoing materials/components of the 
products.

• Ingrowth of tissue may occur if the dressing or wound filler 
is not changed in accordance with recommendations or as 
appropriate for the wound condition of the individual patient 
(See Section 6.6).

• Consider use of non-adherent wound contact layer (Mepitel) 
to protect fragile tissue.

• Do not place the pump with canister in water or other liquids. 
Disconnect the pump and canister if the ingress of water is 
observed.

• For daily hygiene routines do not expose the pump with 
canister or dressing to extensive contact with water. 

• Avance Solo Border Dressing should only be applied and 
changed by healthcare professional.

• No modification of this device (pump, canister, tubing, 
dressing, foam) is allowed as modifications may significantly 
compromise the ability of the system to deliver therapy.

• Do not disassemble the pump. 
• Products in Avance Solo NPWT System should not be used 

with products from other NPWT systems. 
• Do not cut the tubing or detach tubing from the canister.
• Do not cut the dressing.
• For CT scans and X-ray investigations, keep the pump out 

of the X-ray or scanner range. In the event that the pump is 
within a CT-scan or X-ray range, ensure to check that the 
pump functions correctly after the procedure.

• Avance Solo Pump is not intended for use aboard aircraft. 
Remove batteries during air travel.

• Avance Solo NPWT System products are provided sterile. Do 
not use if the sterile barrier is damaged or has been opened 
prior to use. Do not re-sterilize. 

• Avance Solo Pump is for single patient use.
• Avance Solo Border Dressing, Avance Solo Foam and Avance 

Solo Canister 50 ml are single use.
• Do not reuse Avance Solo NPWT System products. If 

reused, performance of the product may deteriorate, cross 
contamination may occur.

• Ensure that the battery lid on the Avance Solo Pump is closed 
during therapy.

6.  Instructions for use
6.1.  To consider before use
Avance Solo NPWT System is indicated for removal of low to 
moderate amounts of exudates. 
As a guidance: 
Low exuding wounds are considered to be up to 0.6 g/cm2 
wound area/24 hours (0.6 g/0.16 in2 wound area/24 hours). 
Moderate exuding wounds are considered to be up to 1.1 g/cm2 
wound area/24 hours (1.1 g/0.16 in2 wound area/24 hours).  
1 g exudate is considered equal to 1 ml.
When Avance Solo NPWT System is applied on moderately 
exuding wounds, the size of the wound should not be more than 
25% of the dressing wound pad area. Ensure that the wound pad 
overlaps the edges of the wound by at least 1.5 cm (0.6 inches).
Select Avance Solo Border Dressing to ensure that the wound 
is sufficiently covered by the wound pad. Depending on the 
patient’s primary position the transfer port on the dressing shall 
be placed upmost from the wound. The tubing should be laid to 
prevent bends and kinks of the tubing and to avoid discomfort 
to the patient. 
Wounds deeper than 0.5 cm (0.2 inches) are likely to require 
Avance Solo Foam as wound filler, to ensure dressing to 
establish intimate contact with all areas of the wound bed. 
For dressing applications with the larger sizes of dressing, the 
wound should not generally be deeper than 2 cm (0.8 inches).
If excessive exudate is present, consider the use of traditional 
NPWT until the level of exudate is low to moderate and then 
transition the patient to Avance Solo NPWT System.
Avance Solo NPWT System may be applied in conjunction with 
compression therapy. Make sure not to cover the transfer port 
on the dressing to reduce to risk of imprints.

6.2. Pump Set up
1. Attach the canister to the pump by pushing the canister until 

it clicks on both sides.
2. Fit the canister tubing into the holder on the back of the 

pump.
3. Insert the batteries into the pump battery compartment. 

Ensure that the positive terminal (marked +) and negative 
terminal (marked -) of each battery matches the +/- label in 
the battery compartment. Close the battery compartment by 
sliding the lid back in place.

4. When the batteries are correctly inserted, the pump 
performs automatic self-check.

5. After completed self-check, the pump will remain paused 
until started. Audible notification is repeated every 15 
minutes as long as the therapy is paused. To start therapy 
press and hold the green pump start button, release after 
two (2) seconds. 

If not started directly, the pump will start automatically after 
60 min.
When batteries are inserted into the pump for the first time, 
an internal timer starts. Document date and time for start of 
therapy in the patient’s notes. Avance Solo Pump has a lifetime 
of 14 days from the first insertion of the batteries. It is not 
possible to restart the pump after therapy time has ended.

6.3. Dressing Application Procedure
To apply, use clean/aseptic or sterile techniques in accordance 
with local protocol. 
6. Cleanse and debride the wound bed as instructed by 

healthcare professional. 
7. Cleanse the peri wound skin and pat dry.
8. Eliminate or cover sharp edges and bone fragments with 

non-adherent wound contact layer due to risk of puncturing 
organs or blood vessels while under negative pressure. 
Document the use of wound contact layer in the patient’s 
notes.

9. If a wound filler is used, see Section 6.5 Application with 
wound filler.

10. Decide in which direction the dressing should be placed to 
avoid bends and kinks of the tubing and to avoid discomfort 
to the patient. Depending on the patient’s primary position 
the transfer port on the dressing shall be placed upmost 
from the wound.

11. Grip the center part of the release film of the dressing and 
pull to expose the adhesive surface.

12. Without stretching, position the dressing centrally over the 
wound and ensure that dressing borders are placed on intact 
skin. 

13. Gently remove the remaining release films of the dressing. 
Start with the longer portion of the release film, away from 
the tubing. Do not stretch the product during application. 
Smooth down the dressing to remove any creases and press 
gently to ensure contact between the dressing and wound 
bed. 

14. Connect the canister tubing to the dressing tubing using 
the connectors on the end of each tubing. Ensure that the 
tubings are not clamped.

15. To start therapy, press and hold the green pump start button, 
release after two (2) seconds so that the pump activates and 
the green start button flashes. Negative pressure shall be 
achieved within two (2) minutes after pump start. 

16. Once the negative pressure is applied, the dressing will 
contract and be firm to the touch. A wrinkled appearance 
of the dressing indicates that negative pressure has been 
achieved and maintained.

17. If negative pressure is hard to achieve, adjust dressing or 
press around the dressing edges to improve contact with the 
skin. Take care to avoid wrinkles and gaps in the dressing 
border. 

6.4. Fixation strips
18. Start to apply fixations strips once negative pressure has 

been achieved. Fixation Strips are provided in two different 
widths to be applied based on dressing requirements. 
Separate the strips and apply one at the time to secure and 
maintain a tight seal.

19. For each fixation strip, grip the center part of the release 
film (marked “1”) and pull to expose the adhesive surface.

20. Without stretching, position the fixation strip along the 
dressing border overlapping the skin to fixate the dressing 
borders. Gently remove the remaining release films while 
avoiding wrinkles. Smooth down the fixation strips to remove 
any creases. 

21. Remove the support film (marked “2”). 
If the dressing does not appear contracted and firm to the 
touch, inspect the dressing and reseal if necessary. 

6.5. Application with wound filler
22. Cut the foam into an appropriate size corresponding to the 

dimensions of the wound cavity. 
23. Do not cut the foam above the wound site as fragments may 

fall into the wound. Make sure that no fragments are left in 
the wound or on wound edges when the dressing is applied. 

24. Sufficiently fill the wound cavity without overpacking, as 
this could damage tissue, affect exudate removal, or affect 
delivery of negative pressure. Ensure contact between all 
pieces of foam placed in the wound. Consider use of a non-
adherent wound contact layer (Mepitel) to protect fragile 
tissue.

25. Do not place wound filler onto intact skin or non-protected 
superficial or retention sutures. 

26. Document the number of pieces of wound filler material 
used in the patient’s notes.

Proceed with the application of Avance Solo Border Dressing 
as instructed in Section 6.3 Dressing Application Procedure. 
Ensure that the dressing is in contact with the foam.

6.6. Frequency of dressing change 
Avance Border Dressing may be left in place for up to 7 days 
depending on the condition of the wound and the surrounding 
skin, or as indicated by accepted clinical practice.
If Avance Solo Foam is used as a complement to the dressing, 
the dressing and foam should be changed every 48 to 72 hours, 
but no less than 3 times a week, or as instructed by healthcare 
professional. 
NOTE: Ingrowth of tissue may occur if the dressing or wound 
filler is not changed in accordance with recommendations or as 
appropriate for the wound condition of the individual patient.

6.7. Dressing removal procedure
To remove the dressing, perform the following steps:
27. If the pump is active, pause therapy by pressing down the 

green start button, release after two (2) seconds.
28. Block both the canister tubing and dressing tubing by 

positioning the slide clamps next to the connector and slide 
across the tubings until secured.

29. Disconnect the canister tubing from the dressing tubing by 
squeezing the connector from both sides and pull apart.

30. Gently peel back one corner of the film of fixation strips 
and dressing and stretch to facilitate breakage of the seal. 
Proceed with this technique (in the direction of hair growth) 
until the film is completely removed.

31. Remove the dressing by pulling it in the direction of 
the wound, not across the wound. Pull off the dressing 
following the surface all the way, without lifting the dressing 
perpendicular to the wound.

32. If wound filler is used, remove the wound filler gently. If 
adherence of wound filler to wound bed is observed, consider 
moistening the filler material. Make sure no fragments are 
left in the wound when the dressing is changed. 

If the patient experiences pain during dressing removal, 
consider the use of pain relief medication, as instructed by 
healthcare professional, when changing dressings. Consult 
patient’s notes to ensure that all materials used have been 
removed.

6.8. Changing the Canister
The need to change canister is detected either by visual 
inspection of canister fill level through the transparent window 
on the back of the canister or by pump blockage alarm. 
To replace the canister, perform the following steps:
33. If the pump is active, pause therapy by pressing down the 

green start button, release after (2) seconds.
34. Clamp the canister tubing and dressing tubing by positioning 

the slide clamps next to the connector and slide across the 
tubings until secured. Blocking the tubings minimizes fluid 
leakage when disconnecting the dressing from the canister. 

35. Disconnect the canister tubing from the dressing tubing by 
squeezing the connector from both sides and pull apart.

36. Remove the canister by pushing the spring buttons on both 
sides and pull.

37. Attach a new canister to the pump by pushing the canister 
until it clicks on both sides. To continue therapy, connect the 
canister tubing to the dressing tubing, release the clamp on 
the dressing tubing and restart the pump by pressing down 
the green start button, release after two (2) seconds.

6.9. Changing the batteries
The pump indicates when the batteries are low, as described 
in Section 7. Avance Solo NPWT System Indicators, Alarms and 
Trouble shooting. Batteries shall be replaced once pump alarms 
for Low battery or after 7 days. Only use the type and model of 
lithium batteries specified for this product by Mölnlycke Health 
Care, see section 8.
To replace the batteries, perform the following steps:
38. If pump is still active, pause the pump by pressing down the 

green start button, release after two (2) seconds.
39. Open the battery compartment by sliding the lid. Remove 

the batteries. Insert new batteries, ensuring that the 
positive terminal (marked +) and negative terminal (marked 
-) of each battery matches the +/- label in the battery 
compartment. Close the battery compartment lid. 

6.10. Daily use 
To pause therapy, press and hold the green start button, 
release after two (2) seconds. When paused, the pump will 
automatically start after 60 min.
To restart therapy, press and hold the green start button, 
release after two (2) seconds until the pump activates and the 
start button flash. 
Regularly check that negative pressure is active by monitoring 
visual and audible notifications and alarms from the pump.  
The dressing should be contracted and firm to the touch.
If skin is at risk of imprints from tubings and quick connectors, 
place a soft silicone dressing between skin and tubing for 
protection.
Place the pump in a safe position and ensure to take notice of 
visual and audible notifications and alarms from the pump.
For daily hygiene routines, do not expose the dressing or pump 
with canister and tubing to jets of water. For light showering, 
pause therapy by pressing and holding the green start button, 
release after two (2) seconds, clamp the canister tubing and 
dressing tubing and disconnect the pump with canister from 
the dressing. Ensure that the dressing tubing is not submerged 
into water.
Occasional cleaning of the pump can be performed by wiping 
with a damp cloth or with a non-abrasive detergent. Do not put 
the pump under running water.
Avance Solo Pump is intended for single patient use during a 
14-day continuous period. 

6.11. Disposal
Avance Solo Pump is for single patient use and battery powered. 
After use, the batteries should be detached from the pump. 
Dispose the pump and batteries according to local regulations, 
relevant state laws and in accordance with the Waste Electrical 
and Electronic Equipment Directive (WEEE). Consider wiping 
the pump with non-abrasive detergent if decontamination would 
be required.
Avance Solo Border Dressing, Avance Solo Canister 50 ml and 
Avance Solo Foam are single use products. After use, dispose 
of the products as clinical waste in accordance with local 
regulations.
For more information about safe disposal, see www.molnlycke.
com/wastehandling or contact your local Mölnlycke Health Care 
representative.

7.  Avance Solo NPWT System Indicators, Alarms and  
Trouble shooting

Avance Solo Pump has auditory and visual notifications and 
alarms to provide information to the user. Position Avance Solo 
Pump to ensure that visual and audible alarms are perceivable 
to the patient and healthcare professional.

7.1.  Avance Solo NPWT System Indicators

DISPLAY  LIGHT INDICATOR

 Leakage

 Blockage

 Low Battery

7.2.  Avance Solo NPWT System – Normal use
Avance Solo Pump displays the following visual and audible signals to inform the user that the Avance Solo NPWT system is 
performing under normal operation. 

Avance® Solo NPWT System

HEALTHCARE PROFESSIONAL INSTRUCTIONS FOR USE

Manufacturer 
Mölnlycke Health Care AB
Gamlestadsvägen 3C, Box 13080, SE-402 52 Göteborg, Sweden www.molnlycke.com

Caution: Federal [US] Law restricts this  
device to sale by or on the order of a physician  
[or properly licensed practitioner].

AUDIBLE AND  
VISUAL DISPLAY DESCRIPTION OPERATION COMMENT

1. The pump activates for a short 
period.

2. All light indicators on the pump 
flash in turn.

3. The pump emits audible 
notifications: medium 
frequency followed by high 
frequency

Automatic self-check

Automatic self-check is performed 
when the batteries are correctly 
inserted in the pump and confirms 
that the pump is ready for use.

1. At start-up of the pump, the 
green start button flashes once 
every second for 15 minutes. 

2. During normal operation the 
green start button flashes two 
times every minute.

Therapy mode

1. To confirm that correct negative 
pressure is reached.

2. To confirm that the pump is 
operating correctly, and that 
therapy is maintained.

1. The pump emits two short 
audible notifications 

2. The audible notifications are 
repeated every 15 minutes as 
long as the therapy is paused. Pause mode

To confirm that the pump and 
therapy have been paused. 
After 60 minutes the pump 
automatically restarts therapy.

1. All light indicators flash with 
high intensity.

2. The pump emits three audible 
notifications: one high, one 
medium followed by one low 
frequency tone. 

End of therapy

The therapy time of 14 days is 
complete.

The pump emits short audible 
notification 

Invalid button press

In case of an invalid button press

7.3. Avance Solo NPWT System – Alarms and trouble shooting
Avance Solo Pump displays the following visual signals and audible alarms to inform the user if risk for loss of therapy. 

AUDIBLE  
AND VISUAL DISPLAY DESCRIPTION POSSIBLE CAUSE COMMENTS  

TROUBLE SHOOTING

1. The indication light for leakage 
flashes once per second.

2. If negative pressure is not 
maintained:
• The light indicator for air 

leakage stays active, flashing 
once every second

• The pump repeatedly emits an 
audible alarm 

• The pump pauses therapy

Leakage Alarm 
Negative pressure is not 
being established due to 
an air leak in the system

To correct a leak, perform one or 
more of the following actions:
Press around the dressing border 
to improve contact with the skin or 
if required add additional fixation 
strips around dressing borders.
Ensure canister is securely attached 
to the pump.
Ensure tubing is securely attached 
to the canister.
Ensure that the dressing tubing is 
securely connected to the canister 
tubing.

1.  The indication light for blockage 
flashes once every second. 

2. If the blockage condition persists 
• the light indicator for blockage 

stays active, flashing once 
every second 

• the pump repeatedly emits an 
audible alarm 

• the pump pauses therapy

Blockage Alarm
Negative pressure is not 
being established due to 

blockage

To correct a blockage, perform one 
or more of the following actions:
Ensure that the tubing is not 
clamped.
Ensure that tubing is not kinked. 
If the canister is full perform a 
canister change according to 
instructions for canister change.

1. The indication light for battery 
flashes once every five (5) 
seconds when up to 24 hours of 
battery time remain. 

2. When less than 4 hours of 
battery time remain 
• the light indicator for battery 

stays active, flashing once 
every second 

• the pump repeatedly emits an 
audible alarm

Low Battery Alarm

To correct a low battery alarm: 
Change the batteries according to 
instructions for battery change. 
Only use the type and model of 
lithium batteries specified for this 
product by Mölnlycke Health Care, 
see section 8. 

1. The indication lights for leakage, 
battery and blockage flash 
simultaneously once every 
second. 

2. The pump repeatedly emits an 
audible alarm.

Internal Failure Alarm 

The pump has an internal fault and 
cannot be started. 
Contact your healthcare 
professional or  
Mölnlycke Health Care.

8.  Specifications Avance Solo Pump

Nominal negative pressure -125 mmHg

Maximum negative pressure -150 mmHg

Mode of Operation Continuous

Dimensions Avance Solo Pump and Canister 50 ml 125x68x30 mm

Weight Avance Solo Pump and Canister 50 ml < 130 g

Applied Part Dressing, type BF

Battery 2x AA 1,5V GP15LF

IP22
Ingress protection effective against fingers and similar objects. 
Protected against dripping water when tilted at 15°. Classification 
only valid when battery lid is closed.

Storage Temperature 5°C/41 F to 25°C/77F, ambient humidity 10% to 75% 
non-condensing, ambient pressure 700 hPa to 1060 hPa

Transport Temperature -35°C/-31 F to 63°C/145 F, ambient humidity 10% to 
90% non-condensing, ambient pressure 700 hPa to 1060 hPa

Operation Temperature 5°C/41 F to 40°C/104 F, ambient humidity 15% to 90%, 
non-condensing, ambient pressure 700 hPa to 1060 hPa

Low priority alarm signal, Alarm Volume 60 dBA Leakage Alarm, Blockage Alarm, Low Battery Alarm, Internal 
Failure Alarm.

Information signals with lower priority than alarm 
signals

Pause mode, Therapy mode, Invalid button press, Pump Self-check, 
End of therapy, Leakage, Blockage, Low Battery.

Essential Performance
Activation of low priority alarms within two hours if degradation 
of Nominal negative pressure. Negative pressure not exceeding 
Maximum negative pressure longer than five minutes.

9.  Safety
Avance Solo NPWT System complies with the General Requirements for Safety of Medical Electrical Equipment (IEC 60601-1). 
Avance Solo NPWT System is intended for home care use (IEC 60601-1-11).

10.  Electromagnetic compatibility
Avance Solo Pump is tested in accordance with the requirements of IEC 60601-1-2. Exceeding test levels can cause failure to 
maintain Essential Performance.
WARNING: Use of this equipment adjacent to or stacked with other equipment should be avoided because it could result in 
improper operation. If such use is necessary, this equipment and the other equipment should be observed to verify that they  
are operating normally.
WARNING: Portable RF communications equipment (including peripherals such as antenna cables and external antennas)  
should be used no closer than 30 cm (12 inches) to Avance Solo Pump. Otherwise, degradation of the performance of this 
equipment could result.
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Electromagnetic Emissions 
Avance Solo Pump is intended for use in the electromagnetic environment specified below.

EMISSION TESTS COMPLIANCE ELECTROMAGNETIC ENVIRONMENT - GUIDANCE

RF emissions CISPR 11 Group 1 Avance Solo Pump uses RF energy only for its internal function

RF emissions CISPR 11 Class B

Battery operated device
Harmonic emissions  
IEC 61000-3-2 Not applicable

Voltage fluctuations /  
flicker emissions IEC 61000-3-3 Not applicable

Electromagnetic Immunity 
Avance Solo Pump is intended for use in the electromagnetic environment specified below.

IMMUNITY TESTS
BASIC EMC 
STANDARD OR  
TEST METHOD

IMMUNITY TEST LEVELS

Professional healthcare facility 
environment Home healthcare environment

Electrostatic Discharge 61000-4-2 ± 8 kV contact 
± 2 kV, ± 4 kV, ± 8 kV, ± 15 kV air

Radiated RF EM fields 61000-4-3 3 V/m 
80 MHz - 2.7 GHz
80 % AM at 1 kHz

10 V/m 
80 MHz - 2.7 GHz
80 % AM at 1 kHz

Proximity fields from RF wireless 
communications equipment

61000-4-3 30 cm minimum separation distance from radio transmitter

Rated power frequency magnetic 
fields

61000-4-8 30 A/m
50 Hz or 60 Hz

11.  Caution
Avance Solo NPWT System must be used in accordance with these Instructions for Use. Read these instructions before using the 
system and have them available during use. Failure to read and understand these instructions may lead to misuse of the system 
and improper performance. These instructions are a general guide for the use of the product. Specific medical situations must be 
addressed by a clinician.

12.  Other information
If any serious incident has occurred in relation to Avance Solo NPWT System, it should be reported to Mölnlycke Health Care.
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Toll free number:
USA 1-800-882-4582 
Canada 1-800-494-5134

Australian sponsor address :
Mölnlycke Health Care Pty. Ltd 
12 Narabang Way, Belrose, NSW 2085, AUSTRALIA

Do not reuse

MRI unsafe

ETL Listed Marking

Follow instructions for use

Do not use if package is damaged

The device is sterilized using ethylene 
oxide

Caution, see instructions for use

Keep dry
Keep away from rain

Temperature limitation

Humidity limitation

Atmospheric pressure limitation

Keep away from sunlight
Keep away from heat

Ingress Protection

Applied part type BF

System lasts up to 14 days

Separate collection of Waste Electrical and 
Electronic Equipment (WEEE) 

Manufacturer

Medical Device

Only use the type and model of lithium 
batteries specified for this product by 
Mölnlycke Health Care, see section 8.

Use by date / Expiry date

Batch code

Catalogue number

Serial number Low battery

Leakage

Blockage

www.molnlycke.com/symbols

Issued 2020-02 40669-01
Master PD-557909 rev. 09  PD-565591 rev. 01

Avance Solo NPWT System is intended to be used by healthcare 
professionals by directions of these instructions for use. 
Information for patient or lay person is provided in a separate 
patient user manual provided by Mölnlycke Health Care.  
The healthcare professional shall ensure that the patient user 
manual is handed to the patient or lay person as appropriate. 
For prescription of therapy to home care, the prescribing 
healthcare professional should confirm that the patient or lay 
caregiver understands how the pump and canister works and 
how to operate on a daily basis. The prescribing healthcare 
professional should ensure that the patient or lay caregiver 
is able to perceive audible and visual notifications and alarms 
from the pump and to trouble shoot by guidance in Patient User 
Manual. The patient or lay person should be advised to contact 
prescribing healthcare professional if any concern on safe use 
of Avance Solo NPWT System.

1. Product description
Avance Solo Negative Pressure Wound Therapy (NPWT) 
System consists of Avance Solo Pump, Avance Solo Canister 
50 ml, Avance Solo Border Dressing and Avance Solo Foam 
which together form a system for wound management via the 
application of negative pressure. 
 Avance Solo Pump, a battery powered single patient use 

pump with a 14 day lifespan, single button operated with 
visual and audible alarms and notifications

 Avance Solo Canister 50 ml, a single use canister attached  
to the pump for collection of wound fluid and exudate

 Avance Solo Border Dressing, a single use breathable soft 
silicone absorbent dressing with acrylic fixation strips

 Avance Solo Foam, a single use polyurethane foam wound 
filler for cavity wounds

Avance Solo NPWT System maintains negative pressure 
nominally at -125 mmHg to the wound and enables  
exudate management by absorption and evaporation in  
Avance Solo Border Dressing. Excess exudate is collected  
in Avance Solo Canister 50 ml. 
Avance Solo NPWT System is applicable on wound sizes 
(surface area x depth) of up to 400 cm3/24 in3 on low and 
moderately exuding wounds. 
Avance Solo NPWT System is intended for use by healthcare 
professionals for therapy on patients in healthcare facilities  
and home care settings.
Avance Solo NPWT System is intended for adults. 

Material content
Dressing, fixation strips: polyethylene, polyurethane, polyester, 
super-absorbent particles, viscose fiber, soft silicone, 
polyacrylate adhesive
Foam: polyurethane
Canister: polycarbonate, polyurethane
Pump: polycarbonate, acrylonitrile butadiene styrene, 
thermoplastic elastomer
Tubing with clamp: polyolefin based thermoplastic elastomer, 
polyethylene 
Connectors: acrylonitrile butadiene styrene, thermoplastic 
olefin, polyethylene

2. Indications for use 
Avance Solo NPWT System is indicated for patients who would 
benefit from wound management via the application of negative 
pressure, particularly as the device may promote wound healing 
through the removal of exudate, infectious material.
Avance Solo NPWT System is indicated for removal of low to 
moderate amounts of exudates from chronic, acute, traumatic, 
subacute and dehisced wounds, ulcers (such as diabetic, venous 
or pressure), surgically closed incisions, flaps, and grafts.

3. Contraindications
Avance Solo NPWT System is contraindicated for patients with 
the following conditions:
• Malignancy in the wound or margins of the wound
• Untreated and previously confirmed osteomyelitis
• Non-enteric and unexplored fistulas
• Necrotic tissue with eschar present
• Exposed nerves, arteries, veins or organs 
• Exposed anastomotic site

4. Warnings
• Application of NPWT may increase the risk of bleeding. If 

sudden or increased bleeding is observed, immediately take 
appropriate action to stop bleeding and seek emergency 
medical attention.

• Patients at high risk of bleeding, such as patients receiving 
anticoagulant therapy or with altered haemostasis, must 
be monitored closely during therapy. Ensure to establish 
haemostasis before applying therapy.

• Patients at risk of bleeding complications due to e.g. a history 
of vascular anastomosis or friable, irradiated, sutured or 
infected blood vessels, should be monitored carefully during 
therapy.

• Patients undergoing NPWT need frequent supervision. 
Routinely check that the negative pressure therapy is active, 
the dressing should be contracted and firm to the touch. 
If it is necessary to discontinue therapy, the time elapsed 
without negative pressure must comply with instructions from 
healthcare professional.

• During therapy, make sure that the pump and tubings  
from the dressing and canister are positioned to eliminate 
the risk of
- imprints
- contamination
- entrapment or strangulation 
- kinking or blocking of tubing
- being exposed to sources of heat

• Cover or remove sharp edges or bones in the wound prior to 
the application of the dressing due to the risk of puncturing of 
organs and blood vessels.

• If defibrillation is required, disconnect the pump and remove 
the dressing if dressing positioning interferes.

• Avance Solo Pump is Magnetic Resonance (MR) unsafe, do not 
take into a Magnetic Resonance Imaging (MRI) environment. 
Avance Solo Border Dressings and Avance Solo Foam are 
MR safe. The impact of the dressing and foam on Magnetic 
Resonance Tomography (MRT)/Magnetic Resonance Imaging 
(MRI) imaging artifacts is unknown.

• Avance Solo Pump shall not be used in oxygen rich 
environments where there is a danger of explosion e.g.  
a hyperbaric oxygen unit or in therapy/investigations  
involving microwaves. For the dressing, static electricity  
may be created when removing the release liner from the 
strips. Consider if the dressing needs to be removed for  
safety reasons.

• Avance Solo Pump is not suitable for use in the presence  
of flammable anesthetics. 

• If the patient experiences sudden elevation in blood pressure 
or heart rate in response to stimulation of the sympathetic 
nervous system, immediately stop the therapy to help 
minimize sensory stimulation and seek emergency medical 
attention.

• To minimize the risk of bradycardia, do not place the dressing 
close to the vagus nerve.

• Do not use oxidizing agents such as hypochlorite solutions or 
hydrogen peroxide prior to use of the Avance Solo Foam.

• Products in Avance Solo NPWT System contain small parts 
which could be a potential choking hazard. Keep this device 
out of the reach of children.

• Keep this device out of the reach of pets.
• If canister or pump is broken, pause the pump, replace with 

new product and restart therapy.

5. Precautions
• Before starting therapy, evaluate the patient’s nutritional 

status and address severe malnutrition.
• Signs of possible infection or complications must be 

addressed immediately. Monitor the device, wound, 
surrounding skin, and patient status accordingly to ensure 
effective and safe treatment and patient comfort.

• For patients with ischemic condition or at application of a 
circumferential dressing, extra monitoring of wound status  
is required to avoid risk of compromised circulation.

• Avance Solo Pump is equipped with visual and audible 
notifications and alarms. Ensure that carrying or placement 
of the pump allows the user to detect audible and visual 
notifications and alarms.

• When Avance Solo Pump battery low alarm is triggered, 
replace the batteries in the pump. Only use the type and 
model of lithium batteries specified for this product by 
Mölnlycke Health Care, see section 8. 

• Fixation strips provided with the dressing shall only be 
applied on dressing borders. Do not apply fixation strips, or 
other occlusive dressings, across the dressing wound pad  
due to the risk of low breathability leading to maceration.

• Application of certain skin protection products or using 
cleansing products prior to the application of the dressing, 
can affect the ability of the dressing and fixation strips to 
adhere securely and create sufficient sealing.

• Do not use the products on patient and/or user with known 
hypersensitivity to the ingoing materials/components of the 
products.

• Ingrowth of tissue may occur if the dressing or wound filler 
is not changed in accordance with recommendations or as 
appropriate for the wound condition of the individual patient 
(See Section 6.6).

• Consider use of non-adherent wound contact layer (Mepitel) 
to protect fragile tissue.

• Do not place the pump with canister in water or other liquids. 
Disconnect the pump and canister if the ingress of water is 
observed.

• For daily hygiene routines do not expose the pump with 
canister or dressing to extensive contact with water. 

• Avance Solo Border Dressing should only be applied and 
changed by healthcare professional.

• No modification of this device (pump, canister, tubing, 
dressing, foam) is allowed as modifications may significantly 
compromise the ability of the system to deliver therapy.

• Do not disassemble the pump. 
• Products in Avance Solo NPWT System should not be used 

with products from other NPWT systems. 
• Do not cut the tubing or detach tubing from the canister.
• Do not cut the dressing.
• For CT scans and X-ray investigations, keep the pump out 

of the X-ray or scanner range. In the event that the pump is 
within a CT-scan or X-ray range, ensure to check that the 
pump functions correctly after the procedure.

• Avance Solo Pump is not intended for use aboard aircraft. 
Remove batteries during air travel.

• Avance Solo NPWT System products are provided sterile. Do 
not use if the sterile barrier is damaged or has been opened 
prior to use. Do not re-sterilize. 

• Avance Solo Pump is for single patient use.
• Avance Solo Border Dressing, Avance Solo Foam and Avance 

Solo Canister 50 ml are single use.
• Do not reuse Avance Solo NPWT System products. If 

reused, performance of the product may deteriorate, cross 
contamination may occur.

• Ensure that the battery lid on the Avance Solo Pump is closed 
during therapy.

6.  Instructions for use
6.1.  To consider before use
Avance Solo NPWT System is indicated for removal of low to 
moderate amounts of exudates. 
As a guidance: 
Low exuding wounds are considered to be up to 0.6 g/cm2 
wound area/24 hours (0.6 g/0.16 in2 wound area/24 hours). 
Moderate exuding wounds are considered to be up to 1.1 g/cm2 
wound area/24 hours (1.1 g/0.16 in2 wound area/24 hours).  
1 g exudate is considered equal to 1 ml.
When Avance Solo NPWT System is applied on moderately 
exuding wounds, the size of the wound should not be more than 
25% of the dressing wound pad area. Ensure that the wound pad 
overlaps the edges of the wound by at least 1.5 cm (0.6 inches).
Select Avance Solo Border Dressing to ensure that the wound 
is sufficiently covered by the wound pad. Depending on the 
patient’s primary position the transfer port on the dressing shall 
be placed upmost from the wound. The tubing should be laid to 
prevent bends and kinks of the tubing and to avoid discomfort 
to the patient. 
Wounds deeper than 0.5 cm (0.2 inches) are likely to require 
Avance Solo Foam as wound filler, to ensure dressing to 
establish intimate contact with all areas of the wound bed. 
For dressing applications with the larger sizes of dressing, the 
wound should not generally be deeper than 2 cm (0.8 inches).
If excessive exudate is present, consider the use of traditional 
NPWT until the level of exudate is low to moderate and then 
transition the patient to Avance Solo NPWT System.
Avance Solo NPWT System may be applied in conjunction with 
compression therapy. Make sure not to cover the transfer port 
on the dressing to reduce to risk of imprints.

6.2. Pump Set up
1. Attach the canister to the pump by pushing the canister until 

it clicks on both sides.
2. Fit the canister tubing into the holder on the back of the 

pump.
3. Insert the batteries into the pump battery compartment. 

Ensure that the positive terminal (marked +) and negative 
terminal (marked -) of each battery matches the +/- label in 
the battery compartment. Close the battery compartment by 
sliding the lid back in place.

4. When the batteries are correctly inserted, the pump 
performs automatic self-check.

5. After completed self-check, the pump will remain paused 
until started. Audible notification is repeated every 15 
minutes as long as the therapy is paused. To start therapy 
press and hold the green pump start button, release after 
two (2) seconds. 

If not started directly, the pump will start automatically after 
60 min.
When batteries are inserted into the pump for the first time, 
an internal timer starts. Document date and time for start of 
therapy in the patient’s notes. Avance Solo Pump has a lifetime 
of 14 days from the first insertion of the batteries. It is not 
possible to restart the pump after therapy time has ended.

6.3. Dressing Application Procedure
To apply, use clean/aseptic or sterile techniques in accordance 
with local protocol. 
6. Cleanse and debride the wound bed as instructed by 

healthcare professional. 
7. Cleanse the peri wound skin and pat dry.
8. Eliminate or cover sharp edges and bone fragments with 

non-adherent wound contact layer due to risk of puncturing 
organs or blood vessels while under negative pressure. 
Document the use of wound contact layer in the patient’s 
notes.

9. If a wound filler is used, see Section 6.5 Application with 
wound filler.

10. Decide in which direction the dressing should be placed to 
avoid bends and kinks of the tubing and to avoid discomfort 
to the patient. Depending on the patient’s primary position 
the transfer port on the dressing shall be placed upmost 
from the wound.

11. Grip the center part of the release film of the dressing and 
pull to expose the adhesive surface.

12. Without stretching, position the dressing centrally over the 
wound and ensure that dressing borders are placed on intact 
skin. 

13. Gently remove the remaining release films of the dressing. 
Start with the longer portion of the release film, away from 
the tubing. Do not stretch the product during application. 
Smooth down the dressing to remove any creases and press 
gently to ensure contact between the dressing and wound 
bed. 

14. Connect the canister tubing to the dressing tubing using 
the connectors on the end of each tubing. Ensure that the 
tubings are not clamped.

15. To start therapy, press and hold the green pump start button, 
release after two (2) seconds so that the pump activates and 
the green start button flashes. Negative pressure shall be 
achieved within two (2) minutes after pump start. 

16. Once the negative pressure is applied, the dressing will 
contract and be firm to the touch. A wrinkled appearance 
of the dressing indicates that negative pressure has been 
achieved and maintained.

17. If negative pressure is hard to achieve, adjust dressing or 
press around the dressing edges to improve contact with the 
skin. Take care to avoid wrinkles and gaps in the dressing 
border. 

6.4. Fixation strips
18. Start to apply fixations strips once negative pressure has 

been achieved. Fixation Strips are provided in two different 
widths to be applied based on dressing requirements. 
Separate the strips and apply one at the time to secure and 
maintain a tight seal.

19. For each fixation strip, grip the center part of the release 
film (marked “1”) and pull to expose the adhesive surface.

20. Without stretching, position the fixation strip along the 
dressing border overlapping the skin to fixate the dressing 
borders. Gently remove the remaining release films while 
avoiding wrinkles. Smooth down the fixation strips to remove 
any creases. 

21. Remove the support film (marked “2”). 
If the dressing does not appear contracted and firm to the 
touch, inspect the dressing and reseal if necessary. 

6.5. Application with wound filler
22. Cut the foam into an appropriate size corresponding to the 

dimensions of the wound cavity. 
23. Do not cut the foam above the wound site as fragments may 

fall into the wound. Make sure that no fragments are left in 
the wound or on wound edges when the dressing is applied. 

24. Sufficiently fill the wound cavity without overpacking, as 
this could damage tissue, affect exudate removal, or affect 
delivery of negative pressure. Ensure contact between all 
pieces of foam placed in the wound. Consider use of a non-
adherent wound contact layer (Mepitel) to protect fragile 
tissue.

25. Do not place wound filler onto intact skin or non-protected 
superficial or retention sutures. 

26. Document the number of pieces of wound filler material 
used in the patient’s notes.

Proceed with the application of Avance Solo Border Dressing 
as instructed in Section 6.3 Dressing Application Procedure. 
Ensure that the dressing is in contact with the foam.

6.6. Frequency of dressing change 
Avance Border Dressing may be left in place for up to 7 days 
depending on the condition of the wound and the surrounding 
skin, or as indicated by accepted clinical practice.
If Avance Solo Foam is used as a complement to the dressing, 
the dressing and foam should be changed every 48 to 72 hours, 
but no less than 3 times a week, or as instructed by healthcare 
professional. 
NOTE: Ingrowth of tissue may occur if the dressing or wound 
filler is not changed in accordance with recommendations or as 
appropriate for the wound condition of the individual patient.

6.7. Dressing removal procedure
To remove the dressing, perform the following steps:
27. If the pump is active, pause therapy by pressing down the 

green start button, release after two (2) seconds.
28. Block both the canister tubing and dressing tubing by 

positioning the slide clamps next to the connector and slide 
across the tubings until secured.

29. Disconnect the canister tubing from the dressing tubing by 
squeezing the connector from both sides and pull apart.

30. Gently peel back one corner of the film of fixation strips 
and dressing and stretch to facilitate breakage of the seal. 
Proceed with this technique (in the direction of hair growth) 
until the film is completely removed.

31. Remove the dressing by pulling it in the direction of 
the wound, not across the wound. Pull off the dressing 
following the surface all the way, without lifting the dressing 
perpendicular to the wound.

32. If wound filler is used, remove the wound filler gently. If 
adherence of wound filler to wound bed is observed, consider 
moistening the filler material. Make sure no fragments are 
left in the wound when the dressing is changed. 

If the patient experiences pain during dressing removal, 
consider the use of pain relief medication, as instructed by 
healthcare professional, when changing dressings. Consult 
patient’s notes to ensure that all materials used have been 
removed.

6.8. Changing the Canister
The need to change canister is detected either by visual 
inspection of canister fill level through the transparent window 
on the back of the canister or by pump blockage alarm. 
To replace the canister, perform the following steps:
33. If the pump is active, pause therapy by pressing down the 

green start button, release after (2) seconds.
34. Clamp the canister tubing and dressing tubing by positioning 

the slide clamps next to the connector and slide across the 
tubings until secured. Blocking the tubings minimizes fluid 
leakage when disconnecting the dressing from the canister. 

35. Disconnect the canister tubing from the dressing tubing by 
squeezing the connector from both sides and pull apart.

36. Remove the canister by pushing the spring buttons on both 
sides and pull.

37. Attach a new canister to the pump by pushing the canister 
until it clicks on both sides. To continue therapy, connect the 
canister tubing to the dressing tubing, release the clamp on 
the dressing tubing and restart the pump by pressing down 
the green start button, release after two (2) seconds.

6.9. Changing the batteries
The pump indicates when the batteries are low, as described 
in Section 7. Avance Solo NPWT System Indicators, Alarms and 
Trouble shooting. Batteries shall be replaced once pump alarms 
for Low battery or after 7 days. Only use the type and model of 
lithium batteries specified for this product by Mölnlycke Health 
Care, see section 8.
To replace the batteries, perform the following steps:
38. If pump is still active, pause the pump by pressing down the 

green start button, release after two (2) seconds.
39. Open the battery compartment by sliding the lid. Remove 

the batteries. Insert new batteries, ensuring that the 
positive terminal (marked +) and negative terminal (marked 
-) of each battery matches the +/- label in the battery 
compartment. Close the battery compartment lid. 

6.10. Daily use 
To pause therapy, press and hold the green start button, 
release after two (2) seconds. When paused, the pump will 
automatically start after 60 min.
To restart therapy, press and hold the green start button, 
release after two (2) seconds until the pump activates and the 
start button flash. 
Regularly check that negative pressure is active by monitoring 
visual and audible notifications and alarms from the pump.  
The dressing should be contracted and firm to the touch.
If skin is at risk of imprints from tubings and quick connectors, 
place a soft silicone dressing between skin and tubing for 
protection.
Place the pump in a safe position and ensure to take notice of 
visual and audible notifications and alarms from the pump.
For daily hygiene routines, do not expose the dressing or pump 
with canister and tubing to jets of water. For light showering, 
pause therapy by pressing and holding the green start button, 
release after two (2) seconds, clamp the canister tubing and 
dressing tubing and disconnect the pump with canister from 
the dressing. Ensure that the dressing tubing is not submerged 
into water.
Occasional cleaning of the pump can be performed by wiping 
with a damp cloth or with a non-abrasive detergent. Do not put 
the pump under running water.
Avance Solo Pump is intended for single patient use during a 
14-day continuous period. 

6.11. Disposal
Avance Solo Pump is for single patient use and battery powered. 
After use, the batteries should be detached from the pump. 
Dispose the pump and batteries according to local regulations, 
relevant state laws and in accordance with the Waste Electrical 
and Electronic Equipment Directive (WEEE). Consider wiping 
the pump with non-abrasive detergent if decontamination would 
be required.
Avance Solo Border Dressing, Avance Solo Canister 50 ml and 
Avance Solo Foam are single use products. After use, dispose 
of the products as clinical waste in accordance with local 
regulations.
For more information about safe disposal, see www.molnlycke.
com/wastehandling or contact your local Mölnlycke Health Care 
representative.

7.  Avance Solo NPWT System Indicators, Alarms and  
Trouble shooting

Avance Solo Pump has auditory and visual notifications and 
alarms to provide information to the user. Position Avance Solo 
Pump to ensure that visual and audible alarms are perceivable 
to the patient and healthcare professional.

7.1.  Avance Solo NPWT System Indicators

DISPLAY  LIGHT INDICATOR

 Leakage

 Blockage

 Low Battery

7.2.  Avance Solo NPWT System – Normal use
Avance Solo Pump displays the following visual and audible signals to inform the user that the Avance Solo NPWT system is 
performing under normal operation. 

Avance® Solo NPWT System

HEALTHCARE PROFESSIONAL INSTRUCTIONS FOR USE

Manufacturer 
Mölnlycke Health Care AB
Gamlestadsvägen 3C, Box 13080, SE-402 52 Göteborg, Sweden www.molnlycke.com

Caution: Federal [US] Law restricts this  
device to sale by or on the order of a physician  
[or properly licensed practitioner].

AUDIBLE AND  
VISUAL DISPLAY DESCRIPTION OPERATION COMMENT

1. The pump activates for a short 
period.

2. All light indicators on the pump 
flash in turn.

3. The pump emits audible 
notifications: medium 
frequency followed by high 
frequency

Automatic self-check

Automatic self-check is performed 
when the batteries are correctly 
inserted in the pump and confirms 
that the pump is ready for use.

1. At start-up of the pump, the 
green start button flashes once 
every second for 15 minutes. 

2. During normal operation the 
green start button flashes two 
times every minute.

Therapy mode

1. To confirm that correct negative 
pressure is reached.

2. To confirm that the pump is 
operating correctly, and that 
therapy is maintained.

1. The pump emits two short 
audible notifications 

2. The audible notifications are 
repeated every 15 minutes as 
long as the therapy is paused. Pause mode

To confirm that the pump and 
therapy have been paused. 
After 60 minutes the pump 
automatically restarts therapy.

1. All light indicators flash with 
high intensity.

2. The pump emits three audible 
notifications: one high, one 
medium followed by one low 
frequency tone. 

End of therapy

The therapy time of 14 days is 
complete.

The pump emits short audible 
notification 

Invalid button press

In case of an invalid button press

7.3. Avance Solo NPWT System – Alarms and trouble shooting
Avance Solo Pump displays the following visual signals and audible alarms to inform the user if risk for loss of therapy. 

AUDIBLE  
AND VISUAL DISPLAY DESCRIPTION POSSIBLE CAUSE COMMENTS  

TROUBLE SHOOTING

1. The indication light for leakage 
flashes once per second.

2. If negative pressure is not 
maintained:
• The light indicator for air 

leakage stays active, flashing 
once every second

• The pump repeatedly emits an 
audible alarm 

• The pump pauses therapy

Leakage Alarm 
Negative pressure is not 
being established due to 
an air leak in the system

To correct a leak, perform one or 
more of the following actions:
Press around the dressing border 
to improve contact with the skin or 
if required add additional fixation 
strips around dressing borders.
Ensure canister is securely attached 
to the pump.
Ensure tubing is securely attached 
to the canister.
Ensure that the dressing tubing is 
securely connected to the canister 
tubing.

1.  The indication light for blockage 
flashes once every second. 

2. If the blockage condition persists 
• the light indicator for blockage 

stays active, flashing once 
every second 

• the pump repeatedly emits an 
audible alarm 

• the pump pauses therapy

Blockage Alarm
Negative pressure is not 
being established due to 

blockage

To correct a blockage, perform one 
or more of the following actions:
Ensure that the tubing is not 
clamped.
Ensure that tubing is not kinked. 
If the canister is full perform a 
canister change according to 
instructions for canister change.

1. The indication light for battery 
flashes once every five (5) 
seconds when up to 24 hours of 
battery time remain. 

2. When less than 4 hours of 
battery time remain 
• the light indicator for battery 

stays active, flashing once 
every second 

• the pump repeatedly emits an 
audible alarm

Low Battery Alarm

To correct a low battery alarm: 
Change the batteries according to 
instructions for battery change. 
Only use the type and model of 
lithium batteries specified for this 
product by Mölnlycke Health Care, 
see section 8. 

1. The indication lights for leakage, 
battery and blockage flash 
simultaneously once every 
second. 

2. The pump repeatedly emits an 
audible alarm.

Internal Failure Alarm 

The pump has an internal fault and 
cannot be started. 
Contact your healthcare 
professional or  
Mölnlycke Health Care.

8.  Specifications Avance Solo Pump

Nominal negative pressure -125 mmHg

Maximum negative pressure -150 mmHg

Mode of Operation Continuous

Dimensions Avance Solo Pump and Canister 50 ml 125x68x30 mm

Weight Avance Solo Pump and Canister 50 ml < 130 g

Applied Part Dressing, type BF

Battery 2x AA 1,5V GP15LF

IP22
Ingress protection effective against fingers and similar objects. 
Protected against dripping water when tilted at 15°. Classification 
only valid when battery lid is closed.

Storage Temperature 5°C/41 F to 25°C/77F, ambient humidity 10% to 75% 
non-condensing, ambient pressure 700 hPa to 1060 hPa

Transport Temperature -35°C/-31 F to 63°C/145 F, ambient humidity 10% to 
90% non-condensing, ambient pressure 700 hPa to 1060 hPa

Operation Temperature 5°C/41 F to 40°C/104 F, ambient humidity 15% to 90%, 
non-condensing, ambient pressure 700 hPa to 1060 hPa

Low priority alarm signal, Alarm Volume 60 dBA Leakage Alarm, Blockage Alarm, Low Battery Alarm, Internal 
Failure Alarm.

Information signals with lower priority than alarm 
signals

Pause mode, Therapy mode, Invalid button press, Pump Self-check, 
End of therapy, Leakage, Blockage, Low Battery.

Essential Performance
Activation of low priority alarms within two hours if degradation 
of Nominal negative pressure. Negative pressure not exceeding 
Maximum negative pressure longer than five minutes.

9.  Safety
Avance Solo NPWT System complies with the General Requirements for Safety of Medical Electrical Equipment (IEC 60601-1). 
Avance Solo NPWT System is intended for home care use (IEC 60601-1-11).

10.  Electromagnetic compatibility
Avance Solo Pump is tested in accordance with the requirements of IEC 60601-1-2. Exceeding test levels can cause failure to 
maintain Essential Performance.
WARNING: Use of this equipment adjacent to or stacked with other equipment should be avoided because it could result in 
improper operation. If such use is necessary, this equipment and the other equipment should be observed to verify that they  
are operating normally.
WARNING: Portable RF communications equipment (including peripherals such as antenna cables and external antennas)  
should be used no closer than 30 cm (12 inches) to Avance Solo Pump. Otherwise, degradation of the performance of this 
equipment could result.
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Electromagnetic Emissions 
Avance Solo Pump is intended for use in the electromagnetic environment specified below.

EMISSION TESTS COMPLIANCE ELECTROMAGNETIC ENVIRONMENT - GUIDANCE

RF emissions CISPR 11 Group 1 Avance Solo Pump uses RF energy only for its internal function

RF emissions CISPR 11 Class B

Battery operated device
Harmonic emissions  
IEC 61000-3-2 Not applicable

Voltage fluctuations /  
flicker emissions IEC 61000-3-3 Not applicable

Electromagnetic Immunity 
Avance Solo Pump is intended for use in the electromagnetic environment specified below.

IMMUNITY TESTS
BASIC EMC 
STANDARD OR  
TEST METHOD

IMMUNITY TEST LEVELS

Professional healthcare facility 
environment Home healthcare environment

Electrostatic Discharge 61000-4-2 ± 8 kV contact 
± 2 kV, ± 4 kV, ± 8 kV, ± 15 kV air

Radiated RF EM fields 61000-4-3 3 V/m 
80 MHz - 2.7 GHz
80 % AM at 1 kHz

10 V/m 
80 MHz - 2.7 GHz
80 % AM at 1 kHz

Proximity fields from RF wireless 
communications equipment

61000-4-3 30 cm minimum separation distance from radio transmitter

Rated power frequency magnetic 
fields

61000-4-8 30 A/m
50 Hz or 60 Hz

11.  Caution
Avance Solo NPWT System must be used in accordance with these Instructions for Use. Read these instructions before using the 
system and have them available during use. Failure to read and understand these instructions may lead to misuse of the system 
and improper performance. These instructions are a general guide for the use of the product. Specific medical situations must be 
addressed by a clinician.

12.  Other information
If any serious incident has occurred in relation to Avance Solo NPWT System, it should be reported to Mölnlycke Health Care.
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Toll free number:
USA 1-800-882-4582 
Canada 1-800-494-5134

Australian sponsor address :
Mölnlycke Health Care Pty. Ltd 
12 Narabang Way, Belrose, NSW 2085, AUSTRALIA

Do not reuse

MRI unsafe

ETL Listed Marking

Follow instructions for use

Do not use if package is damaged

The device is sterilized using ethylene 
oxide

Caution, see instructions for use

Keep dry
Keep away from rain

Temperature limitation

Humidity limitation

Atmospheric pressure limitation

Keep away from sunlight
Keep away from heat

Ingress Protection

Applied part type BF

System lasts up to 14 days

Separate collection of Waste Electrical and 
Electronic Equipment (WEEE) 

Manufacturer

Medical Device

Only use the type and model of lithium 
batteries specified for this product by 
Mölnlycke Health Care, see section 8.

Use by date / Expiry date

Batch code

Catalogue number

Serial number Low battery

Leakage

Blockage

www.molnlycke.com/symbols

Issued 2020-02 40669-01
Master PD-557909 rev. 09  PD-565591 rev. 01

Avance Solo NPWT System is intended to be used by healthcare 
professionals by directions of these instructions for use. 
Information for patient or lay person is provided in a separate 
patient user manual provided by Mölnlycke Health Care.  
The healthcare professional shall ensure that the patient user 
manual is handed to the patient or lay person as appropriate. 
For prescription of therapy to home care, the prescribing 
healthcare professional should confirm that the patient or lay 
caregiver understands how the pump and canister works and 
how to operate on a daily basis. The prescribing healthcare 
professional should ensure that the patient or lay caregiver 
is able to perceive audible and visual notifications and alarms 
from the pump and to trouble shoot by guidance in Patient User 
Manual. The patient or lay person should be advised to contact 
prescribing healthcare professional if any concern on safe use 
of Avance Solo NPWT System.

1. Product description
Avance Solo Negative Pressure Wound Therapy (NPWT) 
System consists of Avance Solo Pump, Avance Solo Canister 
50 ml, Avance Solo Border Dressing and Avance Solo Foam 
which together form a system for wound management via the 
application of negative pressure. 
 Avance Solo Pump, a battery powered single patient use 

pump with a 14 day lifespan, single button operated with 
visual and audible alarms and notifications

 Avance Solo Canister 50 ml, a single use canister attached  
to the pump for collection of wound fluid and exudate

 Avance Solo Border Dressing, a single use breathable soft 
silicone absorbent dressing with acrylic fixation strips

 Avance Solo Foam, a single use polyurethane foam wound 
filler for cavity wounds

Avance Solo NPWT System maintains negative pressure 
nominally at -125 mmHg to the wound and enables  
exudate management by absorption and evaporation in  
Avance Solo Border Dressing. Excess exudate is collected  
in Avance Solo Canister 50 ml. 
Avance Solo NPWT System is applicable on wound sizes 
(surface area x depth) of up to 400 cm3/24 in3 on low and 
moderately exuding wounds. 
Avance Solo NPWT System is intended for use by healthcare 
professionals for therapy on patients in healthcare facilities  
and home care settings.
Avance Solo NPWT System is intended for adults. 

Material content
Dressing, fixation strips: polyethylene, polyurethane, polyester, 
super-absorbent particles, viscose fiber, soft silicone, 
polyacrylate adhesive
Foam: polyurethane
Canister: polycarbonate, polyurethane
Pump: polycarbonate, acrylonitrile butadiene styrene, 
thermoplastic elastomer
Tubing with clamp: polyolefin based thermoplastic elastomer, 
polyethylene 
Connectors: acrylonitrile butadiene styrene, thermoplastic 
olefin, polyethylene

2. Indications for use 
Avance Solo NPWT System is indicated for patients who would 
benefit from wound management via the application of negative 
pressure, particularly as the device may promote wound healing 
through the removal of exudate, infectious material.
Avance Solo NPWT System is indicated for removal of low to 
moderate amounts of exudates from chronic, acute, traumatic, 
subacute and dehisced wounds, ulcers (such as diabetic, venous 
or pressure), surgically closed incisions, flaps, and grafts.

3. Contraindications
Avance Solo NPWT System is contraindicated for patients with 
the following conditions:
• Malignancy in the wound or margins of the wound
• Untreated and previously confirmed osteomyelitis
• Non-enteric and unexplored fistulas
• Necrotic tissue with eschar present
• Exposed nerves, arteries, veins or organs 
• Exposed anastomotic site

4. Warnings
• Application of NPWT may increase the risk of bleeding. If 

sudden or increased bleeding is observed, immediately take 
appropriate action to stop bleeding and seek emergency 
medical attention.

• Patients at high risk of bleeding, such as patients receiving 
anticoagulant therapy or with altered haemostasis, must 
be monitored closely during therapy. Ensure to establish 
haemostasis before applying therapy.

• Patients at risk of bleeding complications due to e.g. a history 
of vascular anastomosis or friable, irradiated, sutured or 
infected blood vessels, should be monitored carefully during 
therapy.

• Patients undergoing NPWT need frequent supervision. 
Routinely check that the negative pressure therapy is active, 
the dressing should be contracted and firm to the touch. 
If it is necessary to discontinue therapy, the time elapsed 
without negative pressure must comply with instructions from 
healthcare professional.

• During therapy, make sure that the pump and tubings  
from the dressing and canister are positioned to eliminate 
the risk of
- imprints
- contamination
- entrapment or strangulation 
- kinking or blocking of tubing
- being exposed to sources of heat

• Cover or remove sharp edges or bones in the wound prior to 
the application of the dressing due to the risk of puncturing of 
organs and blood vessels.

• If defibrillation is required, disconnect the pump and remove 
the dressing if dressing positioning interferes.

• Avance Solo Pump is Magnetic Resonance (MR) unsafe, do not 
take into a Magnetic Resonance Imaging (MRI) environment. 
Avance Solo Border Dressings and Avance Solo Foam are 
MR safe. The impact of the dressing and foam on Magnetic 
Resonance Tomography (MRT)/Magnetic Resonance Imaging 
(MRI) imaging artifacts is unknown.

• Avance Solo Pump shall not be used in oxygen rich 
environments where there is a danger of explosion e.g.  
a hyperbaric oxygen unit or in therapy/investigations  
involving microwaves. For the dressing, static electricity  
may be created when removing the release liner from the 
strips. Consider if the dressing needs to be removed for  
safety reasons.

• Avance Solo Pump is not suitable for use in the presence  
of flammable anesthetics. 

• If the patient experiences sudden elevation in blood pressure 
or heart rate in response to stimulation of the sympathetic 
nervous system, immediately stop the therapy to help 
minimize sensory stimulation and seek emergency medical 
attention.

• To minimize the risk of bradycardia, do not place the dressing 
close to the vagus nerve.

• Do not use oxidizing agents such as hypochlorite solutions or 
hydrogen peroxide prior to use of the Avance Solo Foam.

• Products in Avance Solo NPWT System contain small parts 
which could be a potential choking hazard. Keep this device 
out of the reach of children.

• Keep this device out of the reach of pets.
• If canister or pump is broken, pause the pump, replace with 

new product and restart therapy.

5. Precautions
• Before starting therapy, evaluate the patient’s nutritional 

status and address severe malnutrition.
• Signs of possible infection or complications must be 

addressed immediately. Monitor the device, wound, 
surrounding skin, and patient status accordingly to ensure 
effective and safe treatment and patient comfort.

• For patients with ischemic condition or at application of a 
circumferential dressing, extra monitoring of wound status  
is required to avoid risk of compromised circulation.

• Avance Solo Pump is equipped with visual and audible 
notifications and alarms. Ensure that carrying or placement 
of the pump allows the user to detect audible and visual 
notifications and alarms.

• When Avance Solo Pump battery low alarm is triggered, 
replace the batteries in the pump. Only use the type and 
model of lithium batteries specified for this product by 
Mölnlycke Health Care, see section 8. 

• Fixation strips provided with the dressing shall only be 
applied on dressing borders. Do not apply fixation strips, or 
other occlusive dressings, across the dressing wound pad  
due to the risk of low breathability leading to maceration.

• Application of certain skin protection products or using 
cleansing products prior to the application of the dressing, 
can affect the ability of the dressing and fixation strips to 
adhere securely and create sufficient sealing.

• Do not use the products on patient and/or user with known 
hypersensitivity to the ingoing materials/components of the 
products.

• Ingrowth of tissue may occur if the dressing or wound filler 
is not changed in accordance with recommendations or as 
appropriate for the wound condition of the individual patient 
(See Section 6.6).

• Consider use of non-adherent wound contact layer (Mepitel) 
to protect fragile tissue.

• Do not place the pump with canister in water or other liquids. 
Disconnect the pump and canister if the ingress of water is 
observed.

• For daily hygiene routines do not expose the pump with 
canister or dressing to extensive contact with water. 

• Avance Solo Border Dressing should only be applied and 
changed by healthcare professional.

• No modification of this device (pump, canister, tubing, 
dressing, foam) is allowed as modifications may significantly 
compromise the ability of the system to deliver therapy.

• Do not disassemble the pump. 
• Products in Avance Solo NPWT System should not be used 

with products from other NPWT systems. 
• Do not cut the tubing or detach tubing from the canister.
• Do not cut the dressing.
• For CT scans and X-ray investigations, keep the pump out 

of the X-ray or scanner range. In the event that the pump is 
within a CT-scan or X-ray range, ensure to check that the 
pump functions correctly after the procedure.

• Avance Solo Pump is not intended for use aboard aircraft. 
Remove batteries during air travel.

• Avance Solo NPWT System products are provided sterile. Do 
not use if the sterile barrier is damaged or has been opened 
prior to use. Do not re-sterilize. 

• Avance Solo Pump is for single patient use.
• Avance Solo Border Dressing, Avance Solo Foam and Avance 

Solo Canister 50 ml are single use.
• Do not reuse Avance Solo NPWT System products. If 

reused, performance of the product may deteriorate, cross 
contamination may occur.

• Ensure that the battery lid on the Avance Solo Pump is closed 
during therapy.

6.  Instructions for use
6.1.  To consider before use
Avance Solo NPWT System is indicated for removal of low to 
moderate amounts of exudates. 
As a guidance: 
Low exuding wounds are considered to be up to 0.6 g/cm2 
wound area/24 hours (0.6 g/0.16 in2 wound area/24 hours). 
Moderate exuding wounds are considered to be up to 1.1 g/cm2 
wound area/24 hours (1.1 g/0.16 in2 wound area/24 hours).  
1 g exudate is considered equal to 1 ml.
When Avance Solo NPWT System is applied on moderately 
exuding wounds, the size of the wound should not be more than 
25% of the dressing wound pad area. Ensure that the wound pad 
overlaps the edges of the wound by at least 1.5 cm (0.6 inches).
Select Avance Solo Border Dressing to ensure that the wound 
is sufficiently covered by the wound pad. Depending on the 
patient’s primary position the transfer port on the dressing shall 
be placed upmost from the wound. The tubing should be laid to 
prevent bends and kinks of the tubing and to avoid discomfort 
to the patient. 
Wounds deeper than 0.5 cm (0.2 inches) are likely to require 
Avance Solo Foam as wound filler, to ensure dressing to 
establish intimate contact with all areas of the wound bed. 
For dressing applications with the larger sizes of dressing, the 
wound should not generally be deeper than 2 cm (0.8 inches).
If excessive exudate is present, consider the use of traditional 
NPWT until the level of exudate is low to moderate and then 
transition the patient to Avance Solo NPWT System.
Avance Solo NPWT System may be applied in conjunction with 
compression therapy. Make sure not to cover the transfer port 
on the dressing to reduce to risk of imprints.

6.2. Pump Set up
1. Attach the canister to the pump by pushing the canister until 

it clicks on both sides.
2. Fit the canister tubing into the holder on the back of the 

pump.
3. Insert the batteries into the pump battery compartment. 

Ensure that the positive terminal (marked +) and negative 
terminal (marked -) of each battery matches the +/- label in 
the battery compartment. Close the battery compartment by 
sliding the lid back in place.

4. When the batteries are correctly inserted, the pump 
performs automatic self-check.

5. After completed self-check, the pump will remain paused 
until started. Audible notification is repeated every 15 
minutes as long as the therapy is paused. To start therapy 
press and hold the green pump start button, release after 
two (2) seconds. 

If not started directly, the pump will start automatically after 
60 min.
When batteries are inserted into the pump for the first time, 
an internal timer starts. Document date and time for start of 
therapy in the patient’s notes. Avance Solo Pump has a lifetime 
of 14 days from the first insertion of the batteries. It is not 
possible to restart the pump after therapy time has ended.

6.3. Dressing Application Procedure
To apply, use clean/aseptic or sterile techniques in accordance 
with local protocol. 
6. Cleanse and debride the wound bed as instructed by 

healthcare professional. 
7. Cleanse the peri wound skin and pat dry.
8. Eliminate or cover sharp edges and bone fragments with 

non-adherent wound contact layer due to risk of puncturing 
organs or blood vessels while under negative pressure. 
Document the use of wound contact layer in the patient’s 
notes.

9. If a wound filler is used, see Section 6.5 Application with 
wound filler.

10. Decide in which direction the dressing should be placed to 
avoid bends and kinks of the tubing and to avoid discomfort 
to the patient. Depending on the patient’s primary position 
the transfer port on the dressing shall be placed upmost 
from the wound.

11. Grip the center part of the release film of the dressing and 
pull to expose the adhesive surface.

12. Without stretching, position the dressing centrally over the 
wound and ensure that dressing borders are placed on intact 
skin. 

13. Gently remove the remaining release films of the dressing. 
Start with the longer portion of the release film, away from 
the tubing. Do not stretch the product during application. 
Smooth down the dressing to remove any creases and press 
gently to ensure contact between the dressing and wound 
bed. 

14. Connect the canister tubing to the dressing tubing using 
the connectors on the end of each tubing. Ensure that the 
tubings are not clamped.

15. To start therapy, press and hold the green pump start button, 
release after two (2) seconds so that the pump activates and 
the green start button flashes. Negative pressure shall be 
achieved within two (2) minutes after pump start. 

16. Once the negative pressure is applied, the dressing will 
contract and be firm to the touch. A wrinkled appearance 
of the dressing indicates that negative pressure has been 
achieved and maintained.

17. If negative pressure is hard to achieve, adjust dressing or 
press around the dressing edges to improve contact with the 
skin. Take care to avoid wrinkles and gaps in the dressing 
border. 

6.4. Fixation strips
18. Start to apply fixations strips once negative pressure has 

been achieved. Fixation Strips are provided in two different 
widths to be applied based on dressing requirements. 
Separate the strips and apply one at the time to secure and 
maintain a tight seal.

19. For each fixation strip, grip the center part of the release 
film (marked “1”) and pull to expose the adhesive surface.

20. Without stretching, position the fixation strip along the 
dressing border overlapping the skin to fixate the dressing 
borders. Gently remove the remaining release films while 
avoiding wrinkles. Smooth down the fixation strips to remove 
any creases. 

21. Remove the support film (marked “2”). 
If the dressing does not appear contracted and firm to the 
touch, inspect the dressing and reseal if necessary. 

6.5. Application with wound filler
22. Cut the foam into an appropriate size corresponding to the 

dimensions of the wound cavity. 
23. Do not cut the foam above the wound site as fragments may 

fall into the wound. Make sure that no fragments are left in 
the wound or on wound edges when the dressing is applied. 

24. Sufficiently fill the wound cavity without overpacking, as 
this could damage tissue, affect exudate removal, or affect 
delivery of negative pressure. Ensure contact between all 
pieces of foam placed in the wound. Consider use of a non-
adherent wound contact layer (Mepitel) to protect fragile 
tissue.

25. Do not place wound filler onto intact skin or non-protected 
superficial or retention sutures. 

26. Document the number of pieces of wound filler material 
used in the patient’s notes.

Proceed with the application of Avance Solo Border Dressing 
as instructed in Section 6.3 Dressing Application Procedure. 
Ensure that the dressing is in contact with the foam.

6.6. Frequency of dressing change 
Avance Border Dressing may be left in place for up to 7 days 
depending on the condition of the wound and the surrounding 
skin, or as indicated by accepted clinical practice.
If Avance Solo Foam is used as a complement to the dressing, 
the dressing and foam should be changed every 48 to 72 hours, 
but no less than 3 times a week, or as instructed by healthcare 
professional. 
NOTE: Ingrowth of tissue may occur if the dressing or wound 
filler is not changed in accordance with recommendations or as 
appropriate for the wound condition of the individual patient.

6.7. Dressing removal procedure
To remove the dressing, perform the following steps:
27. If the pump is active, pause therapy by pressing down the 

green start button, release after two (2) seconds.
28. Block both the canister tubing and dressing tubing by 

positioning the slide clamps next to the connector and slide 
across the tubings until secured.

29. Disconnect the canister tubing from the dressing tubing by 
squeezing the connector from both sides and pull apart.

30. Gently peel back one corner of the film of fixation strips 
and dressing and stretch to facilitate breakage of the seal. 
Proceed with this technique (in the direction of hair growth) 
until the film is completely removed.

31. Remove the dressing by pulling it in the direction of 
the wound, not across the wound. Pull off the dressing 
following the surface all the way, without lifting the dressing 
perpendicular to the wound.

32. If wound filler is used, remove the wound filler gently. If 
adherence of wound filler to wound bed is observed, consider 
moistening the filler material. Make sure no fragments are 
left in the wound when the dressing is changed. 

If the patient experiences pain during dressing removal, 
consider the use of pain relief medication, as instructed by 
healthcare professional, when changing dressings. Consult 
patient’s notes to ensure that all materials used have been 
removed.

6.8. Changing the Canister
The need to change canister is detected either by visual 
inspection of canister fill level through the transparent window 
on the back of the canister or by pump blockage alarm. 
To replace the canister, perform the following steps:
33. If the pump is active, pause therapy by pressing down the 

green start button, release after (2) seconds.
34. Clamp the canister tubing and dressing tubing by positioning 

the slide clamps next to the connector and slide across the 
tubings until secured. Blocking the tubings minimizes fluid 
leakage when disconnecting the dressing from the canister. 

35. Disconnect the canister tubing from the dressing tubing by 
squeezing the connector from both sides and pull apart.

36. Remove the canister by pushing the spring buttons on both 
sides and pull.

37. Attach a new canister to the pump by pushing the canister 
until it clicks on both sides. To continue therapy, connect the 
canister tubing to the dressing tubing, release the clamp on 
the dressing tubing and restart the pump by pressing down 
the green start button, release after two (2) seconds.

6.9. Changing the batteries
The pump indicates when the batteries are low, as described 
in Section 7. Avance Solo NPWT System Indicators, Alarms and 
Trouble shooting. Batteries shall be replaced once pump alarms 
for Low battery or after 7 days. Only use the type and model of 
lithium batteries specified for this product by Mölnlycke Health 
Care, see section 8.
To replace the batteries, perform the following steps:
38. If pump is still active, pause the pump by pressing down the 

green start button, release after two (2) seconds.
39. Open the battery compartment by sliding the lid. Remove 

the batteries. Insert new batteries, ensuring that the 
positive terminal (marked +) and negative terminal (marked 
-) of each battery matches the +/- label in the battery 
compartment. Close the battery compartment lid. 

6.10. Daily use 
To pause therapy, press and hold the green start button, 
release after two (2) seconds. When paused, the pump will 
automatically start after 60 min.
To restart therapy, press and hold the green start button, 
release after two (2) seconds until the pump activates and the 
start button flash. 
Regularly check that negative pressure is active by monitoring 
visual and audible notifications and alarms from the pump.  
The dressing should be contracted and firm to the touch.
If skin is at risk of imprints from tubings and quick connectors, 
place a soft silicone dressing between skin and tubing for 
protection.
Place the pump in a safe position and ensure to take notice of 
visual and audible notifications and alarms from the pump.
For daily hygiene routines, do not expose the dressing or pump 
with canister and tubing to jets of water. For light showering, 
pause therapy by pressing and holding the green start button, 
release after two (2) seconds, clamp the canister tubing and 
dressing tubing and disconnect the pump with canister from 
the dressing. Ensure that the dressing tubing is not submerged 
into water.
Occasional cleaning of the pump can be performed by wiping 
with a damp cloth or with a non-abrasive detergent. Do not put 
the pump under running water.
Avance Solo Pump is intended for single patient use during a 
14-day continuous period. 

6.11. Disposal
Avance Solo Pump is for single patient use and battery powered. 
After use, the batteries should be detached from the pump. 
Dispose the pump and batteries according to local regulations, 
relevant state laws and in accordance with the Waste Electrical 
and Electronic Equipment Directive (WEEE). Consider wiping 
the pump with non-abrasive detergent if decontamination would 
be required.
Avance Solo Border Dressing, Avance Solo Canister 50 ml and 
Avance Solo Foam are single use products. After use, dispose 
of the products as clinical waste in accordance with local 
regulations.
For more information about safe disposal, see www.molnlycke.
com/wastehandling or contact your local Mölnlycke Health Care 
representative.

7.  Avance Solo NPWT System Indicators, Alarms and  
Trouble shooting

Avance Solo Pump has auditory and visual notifications and 
alarms to provide information to the user. Position Avance Solo 
Pump to ensure that visual and audible alarms are perceivable 
to the patient and healthcare professional.

7.1.  Avance Solo NPWT System Indicators

DISPLAY  LIGHT INDICATOR

 Leakage

 Blockage

 Low Battery

7.2.  Avance Solo NPWT System – Normal use
Avance Solo Pump displays the following visual and audible signals to inform the user that the Avance Solo NPWT system is 
performing under normal operation. 

Avance® Solo NPWT System

HEALTHCARE PROFESSIONAL INSTRUCTIONS FOR USE

Manufacturer 
Mölnlycke Health Care AB
Gamlestadsvägen 3C, Box 13080, SE-402 52 Göteborg, Sweden www.molnlycke.com

Caution: Federal [US] Law restricts this  
device to sale by or on the order of a physician  
[or properly licensed practitioner].

AUDIBLE AND  
VISUAL DISPLAY DESCRIPTION OPERATION COMMENT

1. The pump activates for a short 
period.

2. All light indicators on the pump 
flash in turn.

3. The pump emits audible 
notifications: medium 
frequency followed by high 
frequency

Automatic self-check

Automatic self-check is performed 
when the batteries are correctly 
inserted in the pump and confirms 
that the pump is ready for use.

1. At start-up of the pump, the 
green start button flashes once 
every second for 15 minutes. 

2. During normal operation the 
green start button flashes two 
times every minute.

Therapy mode

1. To confirm that correct negative 
pressure is reached.

2. To confirm that the pump is 
operating correctly, and that 
therapy is maintained.

1. The pump emits two short 
audible notifications 

2. The audible notifications are 
repeated every 15 minutes as 
long as the therapy is paused. Pause mode

To confirm that the pump and 
therapy have been paused. 
After 60 minutes the pump 
automatically restarts therapy.

1. All light indicators flash with 
high intensity.

2. The pump emits three audible 
notifications: one high, one 
medium followed by one low 
frequency tone. 

End of therapy

The therapy time of 14 days is 
complete.

The pump emits short audible 
notification 

Invalid button press

In case of an invalid button press

7.3. Avance Solo NPWT System – Alarms and trouble shooting
Avance Solo Pump displays the following visual signals and audible alarms to inform the user if risk for loss of therapy. 

AUDIBLE  
AND VISUAL DISPLAY DESCRIPTION POSSIBLE CAUSE COMMENTS  

TROUBLE SHOOTING

1. The indication light for leakage 
flashes once per second.

2. If negative pressure is not 
maintained:
• The light indicator for air 

leakage stays active, flashing 
once every second

• The pump repeatedly emits an 
audible alarm 

• The pump pauses therapy

Leakage Alarm 
Negative pressure is not 
being established due to 
an air leak in the system

To correct a leak, perform one or 
more of the following actions:
Press around the dressing border 
to improve contact with the skin or 
if required add additional fixation 
strips around dressing borders.
Ensure canister is securely attached 
to the pump.
Ensure tubing is securely attached 
to the canister.
Ensure that the dressing tubing is 
securely connected to the canister 
tubing.

1.  The indication light for blockage 
flashes once every second. 

2. If the blockage condition persists 
• the light indicator for blockage 

stays active, flashing once 
every second 

• the pump repeatedly emits an 
audible alarm 

• the pump pauses therapy

Blockage Alarm
Negative pressure is not 
being established due to 

blockage

To correct a blockage, perform one 
or more of the following actions:
Ensure that the tubing is not 
clamped.
Ensure that tubing is not kinked. 
If the canister is full perform a 
canister change according to 
instructions for canister change.

1. The indication light for battery 
flashes once every five (5) 
seconds when up to 24 hours of 
battery time remain. 

2. When less than 4 hours of 
battery time remain 
• the light indicator for battery 

stays active, flashing once 
every second 

• the pump repeatedly emits an 
audible alarm

Low Battery Alarm

To correct a low battery alarm: 
Change the batteries according to 
instructions for battery change. 
Only use the type and model of 
lithium batteries specified for this 
product by Mölnlycke Health Care, 
see section 8. 

1. The indication lights for leakage, 
battery and blockage flash 
simultaneously once every 
second. 

2. The pump repeatedly emits an 
audible alarm.

Internal Failure Alarm 

The pump has an internal fault and 
cannot be started. 
Contact your healthcare 
professional or  
Mölnlycke Health Care.

8.  Specifications Avance Solo Pump

Nominal negative pressure -125 mmHg

Maximum negative pressure -150 mmHg

Mode of Operation Continuous

Dimensions Avance Solo Pump and Canister 50 ml 125x68x30 mm

Weight Avance Solo Pump and Canister 50 ml < 130 g

Applied Part Dressing, type BF

Battery 2x AA 1,5V GP15LF

IP22
Ingress protection effective against fingers and similar objects. 
Protected against dripping water when tilted at 15°. Classification 
only valid when battery lid is closed.

Storage Temperature 5°C/41 F to 25°C/77F, ambient humidity 10% to 75% 
non-condensing, ambient pressure 700 hPa to 1060 hPa

Transport Temperature -35°C/-31 F to 63°C/145 F, ambient humidity 10% to 
90% non-condensing, ambient pressure 700 hPa to 1060 hPa

Operation Temperature 5°C/41 F to 40°C/104 F, ambient humidity 15% to 90%, 
non-condensing, ambient pressure 700 hPa to 1060 hPa

Low priority alarm signal, Alarm Volume 60 dBA Leakage Alarm, Blockage Alarm, Low Battery Alarm, Internal 
Failure Alarm.

Information signals with lower priority than alarm 
signals

Pause mode, Therapy mode, Invalid button press, Pump Self-check, 
End of therapy, Leakage, Blockage, Low Battery.

Essential Performance
Activation of low priority alarms within two hours if degradation 
of Nominal negative pressure. Negative pressure not exceeding 
Maximum negative pressure longer than five minutes.

9.  Safety
Avance Solo NPWT System complies with the General Requirements for Safety of Medical Electrical Equipment (IEC 60601-1). 
Avance Solo NPWT System is intended for home care use (IEC 60601-1-11).

10.  Electromagnetic compatibility
Avance Solo Pump is tested in accordance with the requirements of IEC 60601-1-2. Exceeding test levels can cause failure to 
maintain Essential Performance.
WARNING: Use of this equipment adjacent to or stacked with other equipment should be avoided because it could result in 
improper operation. If such use is necessary, this equipment and the other equipment should be observed to verify that they  
are operating normally.
WARNING: Portable RF communications equipment (including peripherals such as antenna cables and external antennas)  
should be used no closer than 30 cm (12 inches) to Avance Solo Pump. Otherwise, degradation of the performance of this 
equipment could result.
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Electromagnetic Emissions 
Avance Solo Pump is intended for use in the electromagnetic environment specified below.

EMISSION TESTS COMPLIANCE ELECTROMAGNETIC ENVIRONMENT - GUIDANCE

RF emissions CISPR 11 Group 1 Avance Solo Pump uses RF energy only for its internal function

RF emissions CISPR 11 Class B

Battery operated device
Harmonic emissions  
IEC 61000-3-2 Not applicable

Voltage fluctuations /  
flicker emissions IEC 61000-3-3 Not applicable

Electromagnetic Immunity 
Avance Solo Pump is intended for use in the electromagnetic environment specified below.

IMMUNITY TESTS
BASIC EMC 
STANDARD OR  
TEST METHOD

IMMUNITY TEST LEVELS

Professional healthcare facility 
environment Home healthcare environment

Electrostatic Discharge 61000-4-2 ± 8 kV contact 
± 2 kV, ± 4 kV, ± 8 kV, ± 15 kV air

Radiated RF EM fields 61000-4-3 3 V/m 
80 MHz - 2.7 GHz
80 % AM at 1 kHz

10 V/m 
80 MHz - 2.7 GHz
80 % AM at 1 kHz

Proximity fields from RF wireless 
communications equipment

61000-4-3 30 cm minimum separation distance from radio transmitter

Rated power frequency magnetic 
fields

61000-4-8 30 A/m
50 Hz or 60 Hz

11.  Caution
Avance Solo NPWT System must be used in accordance with these Instructions for Use. Read these instructions before using the 
system and have them available during use. Failure to read and understand these instructions may lead to misuse of the system 
and improper performance. These instructions are a general guide for the use of the product. Specific medical situations must be 
addressed by a clinician.

12.  Other information
If any serious incident has occurred in relation to Avance Solo NPWT System, it should be reported to Mölnlycke Health Care.
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Toll free number:
USA 1-800-882-4582 
Canada 1-800-494-5134

Australian sponsor address :
Mölnlycke Health Care Pty. Ltd 
12 Narabang Way, Belrose, NSW 2085, AUSTRALIA

Do not reuse

MRI unsafe

ETL Listed Marking

Follow instructions for use

Do not use if package is damaged

The device is sterilized using ethylene 
oxide

Caution, see instructions for use

Keep dry
Keep away from rain

Temperature limitation

Humidity limitation

Atmospheric pressure limitation

Keep away from sunlight
Keep away from heat

Ingress Protection

Applied part type BF

System lasts up to 14 days

Separate collection of Waste Electrical and 
Electronic Equipment (WEEE) 

Manufacturer

Medical Device

Only use the type and model of lithium 
batteries specified for this product by 
Mölnlycke Health Care, see section 8.

Use by date / Expiry date

Batch code

Catalogue number

Serial number Low battery

Leakage

Blockage

www.molnlycke.com/symbols

Issued 2020-02 40669-01
Master PD-557909 rev. 09  PD-565591 rev. 01

Normal bruk



Visuelt display  
med lyd

Mulig årsak Beskrivelse Kommentarer feilsøking

Lekkasjealarm
Undertrykk 
kunne ikke 
etableres,  
på grunn av  
en luftlekkasje  
i systemet

1. Indikatorlyset for lekkasje 
blinker én gang i sekundet

2. Hvis undertrykk ikke 
opprettholdes:

• lysindikatoren for luftlekkasje 
er aktiv og blinker én gang  
i sekundet

• pumpen avgir gjentatte 
lydalarmer

• pumpen stopper 
behandlingen midlertidig

Utfør én eller flere av følgende 
handlinger for å korrigere 
en lekkasje: Trykk rundt 
bandasjekanten for å forbedre 
kontakten med huden, 
eller fest om nødvendig 
ekstra fikseringsstrips rundt 
bandasjekantene. Sørg for  
at beholderen er godt festet  
til pumpen. Sørg for at slangen 
er godt festet til beholderen. 
Kontroller at bandasjeslangen  
er godt festet til beholderslangen.

Blokkerings-
alarm
Undertrykk 
kunne ikke 
opprettes 
på grunn av 
blokkering

1. Indikasjonslampen  
for blokkering blinker  
én gang i sekundet

2. Hvis blokkeringen vedvarer
• forblir lysindikatoren  

for blokkering aktiv og  
blinker én gang i sekundet

• pumpen avgir gjentatte 
lydalarmer

• pumpen setter behandlingen 
på pause

Korriger en blokkering  
ved å utføre én eller flere  
av følgende handlinger: 
Kontroller at slangen ikke  
er klemt. Kontroller at det  
ikke er knekk på slangen.  
Hvis beholderen er full,  
skal den skiftes i henhold  
til instruksjonene for bytte  
av beholder.

Alarm for lavt 
batterinivå

1. Indikatorlampen for batteriet 
blinker hvert femte sekund 
når det gjenstår opptil  
24 timers batteritid

2. Når det er mindre enn  
4 timers batteritid igjen

• forblir lysindikatoren for 
batteri aktiv og blinker  
én gang i sekundet

• pumpen avgir gjentatte 
lydalarmer

Slik korrigerer du en  
alarm for lavt batterinivå: 
Skift batteriene i henhold til 
instruksjonene for batteriskift. 
Bruk kun litiumbatterier av 
samme type og modell som  
er spesifisert av Mölnlycke 
Health Care for dette produktet.  
Se avsnitt 8 i bruksanvisningen 
for helsepersonell, som følger 
med i esken til produktet.

Intern 
feilalarm

1. Indikatorlysene for lekkasje, 
batteri og blokkering blinker 
samtidig én gang i sekundet

2. Pumpen avgir gjentatte 
lydalarmer

Pumpen har en intern feil og  
kan ikke startes. Kontakt lege 
eller Mölnlycke Health Care.

Avance Solo NPWT System is intended to be used by healthcare 
professionals by directions of these instructions for use. 
Information for patient or lay person is provided in a separate 
patient user manual provided by Mölnlycke Health Care.  
The healthcare professional shall ensure that the patient user 
manual is handed to the patient or lay person as appropriate. 
For prescription of therapy to home care, the prescribing 
healthcare professional should confirm that the patient or lay 
caregiver understands how the pump and canister works and 
how to operate on a daily basis. The prescribing healthcare 
professional should ensure that the patient or lay caregiver 
is able to perceive audible and visual notifications and alarms 
from the pump and to trouble shoot by guidance in Patient User 
Manual. The patient or lay person should be advised to contact 
prescribing healthcare professional if any concern on safe use 
of Avance Solo NPWT System.

1. Product description
Avance Solo Negative Pressure Wound Therapy (NPWT) 
System consists of Avance Solo Pump, Avance Solo Canister 
50 ml, Avance Solo Border Dressing and Avance Solo Foam 
which together form a system for wound management via the 
application of negative pressure. 
 Avance Solo Pump, a battery powered single patient use 

pump with a 14 day lifespan, single button operated with 
visual and audible alarms and notifications

 Avance Solo Canister 50 ml, a single use canister attached  
to the pump for collection of wound fluid and exudate

 Avance Solo Border Dressing, a single use breathable soft 
silicone absorbent dressing with acrylic fixation strips

 Avance Solo Foam, a single use polyurethane foam wound 
filler for cavity wounds

Avance Solo NPWT System maintains negative pressure 
nominally at -125 mmHg to the wound and enables  
exudate management by absorption and evaporation in  
Avance Solo Border Dressing. Excess exudate is collected  
in Avance Solo Canister 50 ml. 
Avance Solo NPWT System is applicable on wound sizes 
(surface area x depth) of up to 400 cm3/24 in3 on low and 
moderately exuding wounds. 
Avance Solo NPWT System is intended for use by healthcare 
professionals for therapy on patients in healthcare facilities  
and home care settings.
Avance Solo NPWT System is intended for adults. 

Material content
Dressing, fixation strips: polyethylene, polyurethane, polyester, 
super-absorbent particles, viscose fiber, soft silicone, 
polyacrylate adhesive
Foam: polyurethane
Canister: polycarbonate, polyurethane
Pump: polycarbonate, acrylonitrile butadiene styrene, 
thermoplastic elastomer
Tubing with clamp: polyolefin based thermoplastic elastomer, 
polyethylene 
Connectors: acrylonitrile butadiene styrene, thermoplastic 
olefin, polyethylene

2. Indications for use 
Avance Solo NPWT System is indicated for patients who would 
benefit from wound management via the application of negative 
pressure, particularly as the device may promote wound healing 
through the removal of exudate, infectious material.
Avance Solo NPWT System is indicated for removal of low to 
moderate amounts of exudates from chronic, acute, traumatic, 
subacute and dehisced wounds, ulcers (such as diabetic, venous 
or pressure), surgically closed incisions, flaps, and grafts.

3. Contraindications
Avance Solo NPWT System is contraindicated for patients with 
the following conditions:
• Malignancy in the wound or margins of the wound
• Untreated and previously confirmed osteomyelitis
• Non-enteric and unexplored fistulas
• Necrotic tissue with eschar present
• Exposed nerves, arteries, veins or organs 
• Exposed anastomotic site

4. Warnings
• Application of NPWT may increase the risk of bleeding. If 

sudden or increased bleeding is observed, immediately take 
appropriate action to stop bleeding and seek emergency 
medical attention.

• Patients at high risk of bleeding, such as patients receiving 
anticoagulant therapy or with altered haemostasis, must 
be monitored closely during therapy. Ensure to establish 
haemostasis before applying therapy.

• Patients at risk of bleeding complications due to e.g. a history 
of vascular anastomosis or friable, irradiated, sutured or 
infected blood vessels, should be monitored carefully during 
therapy.

• Patients undergoing NPWT need frequent supervision. 
Routinely check that the negative pressure therapy is active, 
the dressing should be contracted and firm to the touch. 
If it is necessary to discontinue therapy, the time elapsed 
without negative pressure must comply with instructions from 
healthcare professional.

• During therapy, make sure that the pump and tubings  
from the dressing and canister are positioned to eliminate 
the risk of
- imprints
- contamination
- entrapment or strangulation 
- kinking or blocking of tubing
- being exposed to sources of heat

• Cover or remove sharp edges or bones in the wound prior to 
the application of the dressing due to the risk of puncturing of 
organs and blood vessels.

• If defibrillation is required, disconnect the pump and remove 
the dressing if dressing positioning interferes.

• Avance Solo Pump is Magnetic Resonance (MR) unsafe, do not 
take into a Magnetic Resonance Imaging (MRI) environment. 
Avance Solo Border Dressings and Avance Solo Foam are 
MR safe. The impact of the dressing and foam on Magnetic 
Resonance Tomography (MRT)/Magnetic Resonance Imaging 
(MRI) imaging artifacts is unknown.

• Avance Solo Pump shall not be used in oxygen rich 
environments where there is a danger of explosion e.g.  
a hyperbaric oxygen unit or in therapy/investigations  
involving microwaves. For the dressing, static electricity  
may be created when removing the release liner from the 
strips. Consider if the dressing needs to be removed for  
safety reasons.

• Avance Solo Pump is not suitable for use in the presence  
of flammable anesthetics. 

• If the patient experiences sudden elevation in blood pressure 
or heart rate in response to stimulation of the sympathetic 
nervous system, immediately stop the therapy to help 
minimize sensory stimulation and seek emergency medical 
attention.

• To minimize the risk of bradycardia, do not place the dressing 
close to the vagus nerve.

• Do not use oxidizing agents such as hypochlorite solutions or 
hydrogen peroxide prior to use of the Avance Solo Foam.

• Products in Avance Solo NPWT System contain small parts 
which could be a potential choking hazard. Keep this device 
out of the reach of children.

• Keep this device out of the reach of pets.
• If canister or pump is broken, pause the pump, replace with 

new product and restart therapy.

5. Precautions
• Before starting therapy, evaluate the patient’s nutritional 

status and address severe malnutrition.
• Signs of possible infection or complications must be 

addressed immediately. Monitor the device, wound, 
surrounding skin, and patient status accordingly to ensure 
effective and safe treatment and patient comfort.

• For patients with ischemic condition or at application of a 
circumferential dressing, extra monitoring of wound status  
is required to avoid risk of compromised circulation.

• Avance Solo Pump is equipped with visual and audible 
notifications and alarms. Ensure that carrying or placement 
of the pump allows the user to detect audible and visual 
notifications and alarms.

• When Avance Solo Pump battery low alarm is triggered, 
replace the batteries in the pump. Only use the type and 
model of lithium batteries specified for this product by 
Mölnlycke Health Care, see section 8. 

• Fixation strips provided with the dressing shall only be 
applied on dressing borders. Do not apply fixation strips, or 
other occlusive dressings, across the dressing wound pad  
due to the risk of low breathability leading to maceration.

• Application of certain skin protection products or using 
cleansing products prior to the application of the dressing, 
can affect the ability of the dressing and fixation strips to 
adhere securely and create sufficient sealing.

• Do not use the products on patient and/or user with known 
hypersensitivity to the ingoing materials/components of the 
products.

• Ingrowth of tissue may occur if the dressing or wound filler 
is not changed in accordance with recommendations or as 
appropriate for the wound condition of the individual patient 
(See Section 6.6).

• Consider use of non-adherent wound contact layer (Mepitel) 
to protect fragile tissue.

• Do not place the pump with canister in water or other liquids. 
Disconnect the pump and canister if the ingress of water is 
observed.

• For daily hygiene routines do not expose the pump with 
canister or dressing to extensive contact with water. 

• Avance Solo Border Dressing should only be applied and 
changed by healthcare professional.

• No modification of this device (pump, canister, tubing, 
dressing, foam) is allowed as modifications may significantly 
compromise the ability of the system to deliver therapy.

• Do not disassemble the pump. 
• Products in Avance Solo NPWT System should not be used 

with products from other NPWT systems. 
• Do not cut the tubing or detach tubing from the canister.
• Do not cut the dressing.
• For CT scans and X-ray investigations, keep the pump out 

of the X-ray or scanner range. In the event that the pump is 
within a CT-scan or X-ray range, ensure to check that the 
pump functions correctly after the procedure.

• Avance Solo Pump is not intended for use aboard aircraft. 
Remove batteries during air travel.

• Avance Solo NPWT System products are provided sterile. Do 
not use if the sterile barrier is damaged or has been opened 
prior to use. Do not re-sterilize. 

• Avance Solo Pump is for single patient use.
• Avance Solo Border Dressing, Avance Solo Foam and Avance 

Solo Canister 50 ml are single use.
• Do not reuse Avance Solo NPWT System products. If 

reused, performance of the product may deteriorate, cross 
contamination may occur.

• Ensure that the battery lid on the Avance Solo Pump is closed 
during therapy.

6.  Instructions for use
6.1.  To consider before use
Avance Solo NPWT System is indicated for removal of low to 
moderate amounts of exudates. 
As a guidance: 
Low exuding wounds are considered to be up to 0.6 g/cm2 
wound area/24 hours (0.6 g/0.16 in2 wound area/24 hours). 
Moderate exuding wounds are considered to be up to 1.1 g/cm2 
wound area/24 hours (1.1 g/0.16 in2 wound area/24 hours).  
1 g exudate is considered equal to 1 ml.
When Avance Solo NPWT System is applied on moderately 
exuding wounds, the size of the wound should not be more than 
25% of the dressing wound pad area. Ensure that the wound pad 
overlaps the edges of the wound by at least 1.5 cm (0.6 inches).
Select Avance Solo Border Dressing to ensure that the wound 
is sufficiently covered by the wound pad. Depending on the 
patient’s primary position the transfer port on the dressing shall 
be placed upmost from the wound. The tubing should be laid to 
prevent bends and kinks of the tubing and to avoid discomfort 
to the patient. 
Wounds deeper than 0.5 cm (0.2 inches) are likely to require 
Avance Solo Foam as wound filler, to ensure dressing to 
establish intimate contact with all areas of the wound bed. 
For dressing applications with the larger sizes of dressing, the 
wound should not generally be deeper than 2 cm (0.8 inches).
If excessive exudate is present, consider the use of traditional 
NPWT until the level of exudate is low to moderate and then 
transition the patient to Avance Solo NPWT System.
Avance Solo NPWT System may be applied in conjunction with 
compression therapy. Make sure not to cover the transfer port 
on the dressing to reduce to risk of imprints.

6.2. Pump Set up
1. Attach the canister to the pump by pushing the canister until 

it clicks on both sides.
2. Fit the canister tubing into the holder on the back of the 

pump.
3. Insert the batteries into the pump battery compartment. 

Ensure that the positive terminal (marked +) and negative 
terminal (marked -) of each battery matches the +/- label in 
the battery compartment. Close the battery compartment by 
sliding the lid back in place.

4. When the batteries are correctly inserted, the pump 
performs automatic self-check.

5. After completed self-check, the pump will remain paused 
until started. Audible notification is repeated every 15 
minutes as long as the therapy is paused. To start therapy 
press and hold the green pump start button, release after 
two (2) seconds. 

If not started directly, the pump will start automatically after 
60 min.
When batteries are inserted into the pump for the first time, 
an internal timer starts. Document date and time for start of 
therapy in the patient’s notes. Avance Solo Pump has a lifetime 
of 14 days from the first insertion of the batteries. It is not 
possible to restart the pump after therapy time has ended.

6.3. Dressing Application Procedure
To apply, use clean/aseptic or sterile techniques in accordance 
with local protocol. 
6. Cleanse and debride the wound bed as instructed by 

healthcare professional. 
7. Cleanse the peri wound skin and pat dry.
8. Eliminate or cover sharp edges and bone fragments with 

non-adherent wound contact layer due to risk of puncturing 
organs or blood vessels while under negative pressure. 
Document the use of wound contact layer in the patient’s 
notes.

9. If a wound filler is used, see Section 6.5 Application with 
wound filler.

10. Decide in which direction the dressing should be placed to 
avoid bends and kinks of the tubing and to avoid discomfort 
to the patient. Depending on the patient’s primary position 
the transfer port on the dressing shall be placed upmost 
from the wound.

11. Grip the center part of the release film of the dressing and 
pull to expose the adhesive surface.

12. Without stretching, position the dressing centrally over the 
wound and ensure that dressing borders are placed on intact 
skin. 

13. Gently remove the remaining release films of the dressing. 
Start with the longer portion of the release film, away from 
the tubing. Do not stretch the product during application. 
Smooth down the dressing to remove any creases and press 
gently to ensure contact between the dressing and wound 
bed. 

14. Connect the canister tubing to the dressing tubing using 
the connectors on the end of each tubing. Ensure that the 
tubings are not clamped.

15. To start therapy, press and hold the green pump start button, 
release after two (2) seconds so that the pump activates and 
the green start button flashes. Negative pressure shall be 
achieved within two (2) minutes after pump start. 

16. Once the negative pressure is applied, the dressing will 
contract and be firm to the touch. A wrinkled appearance 
of the dressing indicates that negative pressure has been 
achieved and maintained.

17. If negative pressure is hard to achieve, adjust dressing or 
press around the dressing edges to improve contact with the 
skin. Take care to avoid wrinkles and gaps in the dressing 
border. 

6.4. Fixation strips
18. Start to apply fixations strips once negative pressure has 

been achieved. Fixation Strips are provided in two different 
widths to be applied based on dressing requirements. 
Separate the strips and apply one at the time to secure and 
maintain a tight seal.

19. For each fixation strip, grip the center part of the release 
film (marked “1”) and pull to expose the adhesive surface.

20. Without stretching, position the fixation strip along the 
dressing border overlapping the skin to fixate the dressing 
borders. Gently remove the remaining release films while 
avoiding wrinkles. Smooth down the fixation strips to remove 
any creases. 

21. Remove the support film (marked “2”). 
If the dressing does not appear contracted and firm to the 
touch, inspect the dressing and reseal if necessary. 

6.5. Application with wound filler
22. Cut the foam into an appropriate size corresponding to the 

dimensions of the wound cavity. 
23. Do not cut the foam above the wound site as fragments may 

fall into the wound. Make sure that no fragments are left in 
the wound or on wound edges when the dressing is applied. 

24. Sufficiently fill the wound cavity without overpacking, as 
this could damage tissue, affect exudate removal, or affect 
delivery of negative pressure. Ensure contact between all 
pieces of foam placed in the wound. Consider use of a non-
adherent wound contact layer (Mepitel) to protect fragile 
tissue.

25. Do not place wound filler onto intact skin or non-protected 
superficial or retention sutures. 

26. Document the number of pieces of wound filler material 
used in the patient’s notes.

Proceed with the application of Avance Solo Border Dressing 
as instructed in Section 6.3 Dressing Application Procedure. 
Ensure that the dressing is in contact with the foam.

6.6. Frequency of dressing change 
Avance Border Dressing may be left in place for up to 7 days 
depending on the condition of the wound and the surrounding 
skin, or as indicated by accepted clinical practice.
If Avance Solo Foam is used as a complement to the dressing, 
the dressing and foam should be changed every 48 to 72 hours, 
but no less than 3 times a week, or as instructed by healthcare 
professional. 
NOTE: Ingrowth of tissue may occur if the dressing or wound 
filler is not changed in accordance with recommendations or as 
appropriate for the wound condition of the individual patient.

6.7. Dressing removal procedure
To remove the dressing, perform the following steps:
27. If the pump is active, pause therapy by pressing down the 

green start button, release after two (2) seconds.
28. Block both the canister tubing and dressing tubing by 

positioning the slide clamps next to the connector and slide 
across the tubings until secured.

29. Disconnect the canister tubing from the dressing tubing by 
squeezing the connector from both sides and pull apart.

30. Gently peel back one corner of the film of fixation strips 
and dressing and stretch to facilitate breakage of the seal. 
Proceed with this technique (in the direction of hair growth) 
until the film is completely removed.

31. Remove the dressing by pulling it in the direction of 
the wound, not across the wound. Pull off the dressing 
following the surface all the way, without lifting the dressing 
perpendicular to the wound.

32. If wound filler is used, remove the wound filler gently. If 
adherence of wound filler to wound bed is observed, consider 
moistening the filler material. Make sure no fragments are 
left in the wound when the dressing is changed. 

If the patient experiences pain during dressing removal, 
consider the use of pain relief medication, as instructed by 
healthcare professional, when changing dressings. Consult 
patient’s notes to ensure that all materials used have been 
removed.

6.8. Changing the Canister
The need to change canister is detected either by visual 
inspection of canister fill level through the transparent window 
on the back of the canister or by pump blockage alarm. 
To replace the canister, perform the following steps:
33. If the pump is active, pause therapy by pressing down the 

green start button, release after (2) seconds.
34. Clamp the canister tubing and dressing tubing by positioning 

the slide clamps next to the connector and slide across the 
tubings until secured. Blocking the tubings minimizes fluid 
leakage when disconnecting the dressing from the canister. 

35. Disconnect the canister tubing from the dressing tubing by 
squeezing the connector from both sides and pull apart.

36. Remove the canister by pushing the spring buttons on both 
sides and pull.

37. Attach a new canister to the pump by pushing the canister 
until it clicks on both sides. To continue therapy, connect the 
canister tubing to the dressing tubing, release the clamp on 
the dressing tubing and restart the pump by pressing down 
the green start button, release after two (2) seconds.

6.9. Changing the batteries
The pump indicates when the batteries are low, as described 
in Section 7. Avance Solo NPWT System Indicators, Alarms and 
Trouble shooting. Batteries shall be replaced once pump alarms 
for Low battery or after 7 days. Only use the type and model of 
lithium batteries specified for this product by Mölnlycke Health 
Care, see section 8.
To replace the batteries, perform the following steps:
38. If pump is still active, pause the pump by pressing down the 

green start button, release after two (2) seconds.
39. Open the battery compartment by sliding the lid. Remove 

the batteries. Insert new batteries, ensuring that the 
positive terminal (marked +) and negative terminal (marked 
-) of each battery matches the +/- label in the battery 
compartment. Close the battery compartment lid. 

6.10. Daily use 
To pause therapy, press and hold the green start button, 
release after two (2) seconds. When paused, the pump will 
automatically start after 60 min.
To restart therapy, press and hold the green start button, 
release after two (2) seconds until the pump activates and the 
start button flash. 
Regularly check that negative pressure is active by monitoring 
visual and audible notifications and alarms from the pump.  
The dressing should be contracted and firm to the touch.
If skin is at risk of imprints from tubings and quick connectors, 
place a soft silicone dressing between skin and tubing for 
protection.
Place the pump in a safe position and ensure to take notice of 
visual and audible notifications and alarms from the pump.
For daily hygiene routines, do not expose the dressing or pump 
with canister and tubing to jets of water. For light showering, 
pause therapy by pressing and holding the green start button, 
release after two (2) seconds, clamp the canister tubing and 
dressing tubing and disconnect the pump with canister from 
the dressing. Ensure that the dressing tubing is not submerged 
into water.
Occasional cleaning of the pump can be performed by wiping 
with a damp cloth or with a non-abrasive detergent. Do not put 
the pump under running water.
Avance Solo Pump is intended for single patient use during a 
14-day continuous period. 

6.11. Disposal
Avance Solo Pump is for single patient use and battery powered. 
After use, the batteries should be detached from the pump. 
Dispose the pump and batteries according to local regulations, 
relevant state laws and in accordance with the Waste Electrical 
and Electronic Equipment Directive (WEEE). Consider wiping 
the pump with non-abrasive detergent if decontamination would 
be required.
Avance Solo Border Dressing, Avance Solo Canister 50 ml and 
Avance Solo Foam are single use products. After use, dispose 
of the products as clinical waste in accordance with local 
regulations.
For more information about safe disposal, see www.molnlycke.
com/wastehandling or contact your local Mölnlycke Health Care 
representative.

7.  Avance Solo NPWT System Indicators, Alarms and  
Trouble shooting

Avance Solo Pump has auditory and visual notifications and 
alarms to provide information to the user. Position Avance Solo 
Pump to ensure that visual and audible alarms are perceivable 
to the patient and healthcare professional.

7.1.  Avance Solo NPWT System Indicators

DISPLAY  LIGHT INDICATOR

 Leakage

 Blockage

 Low Battery

7.2.  Avance Solo NPWT System – Normal use
Avance Solo Pump displays the following visual and audible signals to inform the user that the Avance Solo NPWT system is 
performing under normal operation. 

Avance® Solo NPWT System

HEALTHCARE PROFESSIONAL INSTRUCTIONS FOR USE

Manufacturer 
Mölnlycke Health Care AB
Gamlestadsvägen 3C, Box 13080, SE-402 52 Göteborg, Sweden www.molnlycke.com

Caution: Federal [US] Law restricts this  
device to sale by or on the order of a physician  
[or properly licensed practitioner].

AUDIBLE AND  
VISUAL DISPLAY DESCRIPTION OPERATION COMMENT

1. The pump activates for a short 
period.

2. All light indicators on the pump 
flash in turn.

3. The pump emits audible 
notifications: medium 
frequency followed by high 
frequency

Automatic self-check

Automatic self-check is performed 
when the batteries are correctly 
inserted in the pump and confirms 
that the pump is ready for use.

1. At start-up of the pump, the 
green start button flashes once 
every second for 15 minutes. 

2. During normal operation the 
green start button flashes two 
times every minute.

Therapy mode

1. To confirm that correct negative 
pressure is reached.

2. To confirm that the pump is 
operating correctly, and that 
therapy is maintained.

1. The pump emits two short 
audible notifications 

2. The audible notifications are 
repeated every 15 minutes as 
long as the therapy is paused. Pause mode

To confirm that the pump and 
therapy have been paused. 
After 60 minutes the pump 
automatically restarts therapy.

1. All light indicators flash with 
high intensity.

2. The pump emits three audible 
notifications: one high, one 
medium followed by one low 
frequency tone. 

End of therapy

The therapy time of 14 days is 
complete.

The pump emits short audible 
notification 

Invalid button press

In case of an invalid button press

7.3. Avance Solo NPWT System – Alarms and trouble shooting
Avance Solo Pump displays the following visual signals and audible alarms to inform the user if risk for loss of therapy. 

AUDIBLE  
AND VISUAL DISPLAY DESCRIPTION POSSIBLE CAUSE COMMENTS  

TROUBLE SHOOTING

1. The indication light for leakage 
flashes once per second.

2. If negative pressure is not 
maintained:
• The light indicator for air 

leakage stays active, flashing 
once every second

• The pump repeatedly emits an 
audible alarm 

• The pump pauses therapy

Leakage Alarm 
Negative pressure is not 
being established due to 
an air leak in the system

To correct a leak, perform one or 
more of the following actions:
Press around the dressing border 
to improve contact with the skin or 
if required add additional fixation 
strips around dressing borders.
Ensure canister is securely attached 
to the pump.
Ensure tubing is securely attached 
to the canister.
Ensure that the dressing tubing is 
securely connected to the canister 
tubing.

1.  The indication light for blockage 
flashes once every second. 

2. If the blockage condition persists 
• the light indicator for blockage 

stays active, flashing once 
every second 

• the pump repeatedly emits an 
audible alarm 

• the pump pauses therapy

Blockage Alarm
Negative pressure is not 
being established due to 

blockage

To correct a blockage, perform one 
or more of the following actions:
Ensure that the tubing is not 
clamped.
Ensure that tubing is not kinked. 
If the canister is full perform a 
canister change according to 
instructions for canister change.

1. The indication light for battery 
flashes once every five (5) 
seconds when up to 24 hours of 
battery time remain. 

2. When less than 4 hours of 
battery time remain 
• the light indicator for battery 

stays active, flashing once 
every second 

• the pump repeatedly emits an 
audible alarm

Low Battery Alarm

To correct a low battery alarm: 
Change the batteries according to 
instructions for battery change. 
Only use the type and model of 
lithium batteries specified for this 
product by Mölnlycke Health Care, 
see section 8. 

1. The indication lights for leakage, 
battery and blockage flash 
simultaneously once every 
second. 

2. The pump repeatedly emits an 
audible alarm.

Internal Failure Alarm 

The pump has an internal fault and 
cannot be started. 
Contact your healthcare 
professional or  
Mölnlycke Health Care.

8.  Specifications Avance Solo Pump

Nominal negative pressure -125 mmHg

Maximum negative pressure -150 mmHg

Mode of Operation Continuous

Dimensions Avance Solo Pump and Canister 50 ml 125x68x30 mm

Weight Avance Solo Pump and Canister 50 ml < 130 g

Applied Part Dressing, type BF

Battery 2x AA 1,5V GP15LF

IP22
Ingress protection effective against fingers and similar objects. 
Protected against dripping water when tilted at 15°. Classification 
only valid when battery lid is closed.

Storage Temperature 5°C/41 F to 25°C/77F, ambient humidity 10% to 75% 
non-condensing, ambient pressure 700 hPa to 1060 hPa

Transport Temperature -35°C/-31 F to 63°C/145 F, ambient humidity 10% to 
90% non-condensing, ambient pressure 700 hPa to 1060 hPa

Operation Temperature 5°C/41 F to 40°C/104 F, ambient humidity 15% to 90%, 
non-condensing, ambient pressure 700 hPa to 1060 hPa

Low priority alarm signal, Alarm Volume 60 dBA Leakage Alarm, Blockage Alarm, Low Battery Alarm, Internal 
Failure Alarm.

Information signals with lower priority than alarm 
signals

Pause mode, Therapy mode, Invalid button press, Pump Self-check, 
End of therapy, Leakage, Blockage, Low Battery.

Essential Performance
Activation of low priority alarms within two hours if degradation 
of Nominal negative pressure. Negative pressure not exceeding 
Maximum negative pressure longer than five minutes.

9.  Safety
Avance Solo NPWT System complies with the General Requirements for Safety of Medical Electrical Equipment (IEC 60601-1). 
Avance Solo NPWT System is intended for home care use (IEC 60601-1-11).

10.  Electromagnetic compatibility
Avance Solo Pump is tested in accordance with the requirements of IEC 60601-1-2. Exceeding test levels can cause failure to 
maintain Essential Performance.
WARNING: Use of this equipment adjacent to or stacked with other equipment should be avoided because it could result in 
improper operation. If such use is necessary, this equipment and the other equipment should be observed to verify that they  
are operating normally.
WARNING: Portable RF communications equipment (including peripherals such as antenna cables and external antennas)  
should be used no closer than 30 cm (12 inches) to Avance Solo Pump. Otherwise, degradation of the performance of this 
equipment could result.
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Electromagnetic Emissions 
Avance Solo Pump is intended for use in the electromagnetic environment specified below.

EMISSION TESTS COMPLIANCE ELECTROMAGNETIC ENVIRONMENT - GUIDANCE

RF emissions CISPR 11 Group 1 Avance Solo Pump uses RF energy only for its internal function

RF emissions CISPR 11 Class B

Battery operated device
Harmonic emissions  
IEC 61000-3-2 Not applicable

Voltage fluctuations /  
flicker emissions IEC 61000-3-3 Not applicable

Electromagnetic Immunity 
Avance Solo Pump is intended for use in the electromagnetic environment specified below.

IMMUNITY TESTS
BASIC EMC 
STANDARD OR  
TEST METHOD

IMMUNITY TEST LEVELS

Professional healthcare facility 
environment Home healthcare environment

Electrostatic Discharge 61000-4-2 ± 8 kV contact 
± 2 kV, ± 4 kV, ± 8 kV, ± 15 kV air

Radiated RF EM fields 61000-4-3 3 V/m 
80 MHz - 2.7 GHz
80 % AM at 1 kHz

10 V/m 
80 MHz - 2.7 GHz
80 % AM at 1 kHz

Proximity fields from RF wireless 
communications equipment

61000-4-3 30 cm minimum separation distance from radio transmitter

Rated power frequency magnetic 
fields

61000-4-8 30 A/m
50 Hz or 60 Hz

11.  Caution
Avance Solo NPWT System must be used in accordance with these Instructions for Use. Read these instructions before using the 
system and have them available during use. Failure to read and understand these instructions may lead to misuse of the system 
and improper performance. These instructions are a general guide for the use of the product. Specific medical situations must be 
addressed by a clinician.

12.  Other information
If any serious incident has occurred in relation to Avance Solo NPWT System, it should be reported to Mölnlycke Health Care.
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Toll free number:
USA 1-800-882-4582 
Canada 1-800-494-5134

Australian sponsor address :
Mölnlycke Health Care Pty. Ltd 
12 Narabang Way, Belrose, NSW 2085, AUSTRALIA

Do not reuse

MRI unsafe

ETL Listed Marking

Follow instructions for use

Do not use if package is damaged

The device is sterilized using ethylene 
oxide

Caution, see instructions for use

Keep dry
Keep away from rain

Temperature limitation

Humidity limitation

Atmospheric pressure limitation

Keep away from sunlight
Keep away from heat

Ingress Protection

Applied part type BF

System lasts up to 14 days

Separate collection of Waste Electrical and 
Electronic Equipment (WEEE) 

Manufacturer

Medical Device

Only use the type and model of lithium 
batteries specified for this product by 
Mölnlycke Health Care, see section 8.

Use by date / Expiry date

Batch code

Catalogue number

Serial number Low battery

Leakage

Blockage

www.molnlycke.com/symbols

Issued 2020-02 40669-01
Master PD-557909 rev. 09  PD-565591 rev. 01

Avance Solo NPWT System is intended to be used by healthcare 
professionals by directions of these instructions for use. 
Information for patient or lay person is provided in a separate 
patient user manual provided by Mölnlycke Health Care.  
The healthcare professional shall ensure that the patient user 
manual is handed to the patient or lay person as appropriate. 
For prescription of therapy to home care, the prescribing 
healthcare professional should confirm that the patient or lay 
caregiver understands how the pump and canister works and 
how to operate on a daily basis. The prescribing healthcare 
professional should ensure that the patient or lay caregiver 
is able to perceive audible and visual notifications and alarms 
from the pump and to trouble shoot by guidance in Patient User 
Manual. The patient or lay person should be advised to contact 
prescribing healthcare professional if any concern on safe use 
of Avance Solo NPWT System.

1. Product description
Avance Solo Negative Pressure Wound Therapy (NPWT) 
System consists of Avance Solo Pump, Avance Solo Canister 
50 ml, Avance Solo Border Dressing and Avance Solo Foam 
which together form a system for wound management via the 
application of negative pressure. 
 Avance Solo Pump, a battery powered single patient use 

pump with a 14 day lifespan, single button operated with 
visual and audible alarms and notifications

 Avance Solo Canister 50 ml, a single use canister attached  
to the pump for collection of wound fluid and exudate

 Avance Solo Border Dressing, a single use breathable soft 
silicone absorbent dressing with acrylic fixation strips

 Avance Solo Foam, a single use polyurethane foam wound 
filler for cavity wounds

Avance Solo NPWT System maintains negative pressure 
nominally at -125 mmHg to the wound and enables  
exudate management by absorption and evaporation in  
Avance Solo Border Dressing. Excess exudate is collected  
in Avance Solo Canister 50 ml. 
Avance Solo NPWT System is applicable on wound sizes 
(surface area x depth) of up to 400 cm3/24 in3 on low and 
moderately exuding wounds. 
Avance Solo NPWT System is intended for use by healthcare 
professionals for therapy on patients in healthcare facilities  
and home care settings.
Avance Solo NPWT System is intended for adults. 

Material content
Dressing, fixation strips: polyethylene, polyurethane, polyester, 
super-absorbent particles, viscose fiber, soft silicone, 
polyacrylate adhesive
Foam: polyurethane
Canister: polycarbonate, polyurethane
Pump: polycarbonate, acrylonitrile butadiene styrene, 
thermoplastic elastomer
Tubing with clamp: polyolefin based thermoplastic elastomer, 
polyethylene 
Connectors: acrylonitrile butadiene styrene, thermoplastic 
olefin, polyethylene

2. Indications for use 
Avance Solo NPWT System is indicated for patients who would 
benefit from wound management via the application of negative 
pressure, particularly as the device may promote wound healing 
through the removal of exudate, infectious material.
Avance Solo NPWT System is indicated for removal of low to 
moderate amounts of exudates from chronic, acute, traumatic, 
subacute and dehisced wounds, ulcers (such as diabetic, venous 
or pressure), surgically closed incisions, flaps, and grafts.

3. Contraindications
Avance Solo NPWT System is contraindicated for patients with 
the following conditions:
• Malignancy in the wound or margins of the wound
• Untreated and previously confirmed osteomyelitis
• Non-enteric and unexplored fistulas
• Necrotic tissue with eschar present
• Exposed nerves, arteries, veins or organs 
• Exposed anastomotic site

4. Warnings
• Application of NPWT may increase the risk of bleeding. If 

sudden or increased bleeding is observed, immediately take 
appropriate action to stop bleeding and seek emergency 
medical attention.

• Patients at high risk of bleeding, such as patients receiving 
anticoagulant therapy or with altered haemostasis, must 
be monitored closely during therapy. Ensure to establish 
haemostasis before applying therapy.

• Patients at risk of bleeding complications due to e.g. a history 
of vascular anastomosis or friable, irradiated, sutured or 
infected blood vessels, should be monitored carefully during 
therapy.

• Patients undergoing NPWT need frequent supervision. 
Routinely check that the negative pressure therapy is active, 
the dressing should be contracted and firm to the touch. 
If it is necessary to discontinue therapy, the time elapsed 
without negative pressure must comply with instructions from 
healthcare professional.

• During therapy, make sure that the pump and tubings  
from the dressing and canister are positioned to eliminate 
the risk of
- imprints
- contamination
- entrapment or strangulation 
- kinking or blocking of tubing
- being exposed to sources of heat

• Cover or remove sharp edges or bones in the wound prior to 
the application of the dressing due to the risk of puncturing of 
organs and blood vessels.

• If defibrillation is required, disconnect the pump and remove 
the dressing if dressing positioning interferes.

• Avance Solo Pump is Magnetic Resonance (MR) unsafe, do not 
take into a Magnetic Resonance Imaging (MRI) environment. 
Avance Solo Border Dressings and Avance Solo Foam are 
MR safe. The impact of the dressing and foam on Magnetic 
Resonance Tomography (MRT)/Magnetic Resonance Imaging 
(MRI) imaging artifacts is unknown.

• Avance Solo Pump shall not be used in oxygen rich 
environments where there is a danger of explosion e.g.  
a hyperbaric oxygen unit or in therapy/investigations  
involving microwaves. For the dressing, static electricity  
may be created when removing the release liner from the 
strips. Consider if the dressing needs to be removed for  
safety reasons.

• Avance Solo Pump is not suitable for use in the presence  
of flammable anesthetics. 

• If the patient experiences sudden elevation in blood pressure 
or heart rate in response to stimulation of the sympathetic 
nervous system, immediately stop the therapy to help 
minimize sensory stimulation and seek emergency medical 
attention.

• To minimize the risk of bradycardia, do not place the dressing 
close to the vagus nerve.

• Do not use oxidizing agents such as hypochlorite solutions or 
hydrogen peroxide prior to use of the Avance Solo Foam.

• Products in Avance Solo NPWT System contain small parts 
which could be a potential choking hazard. Keep this device 
out of the reach of children.

• Keep this device out of the reach of pets.
• If canister or pump is broken, pause the pump, replace with 

new product and restart therapy.

5. Precautions
• Before starting therapy, evaluate the patient’s nutritional 

status and address severe malnutrition.
• Signs of possible infection or complications must be 

addressed immediately. Monitor the device, wound, 
surrounding skin, and patient status accordingly to ensure 
effective and safe treatment and patient comfort.

• For patients with ischemic condition or at application of a 
circumferential dressing, extra monitoring of wound status  
is required to avoid risk of compromised circulation.

• Avance Solo Pump is equipped with visual and audible 
notifications and alarms. Ensure that carrying or placement 
of the pump allows the user to detect audible and visual 
notifications and alarms.

• When Avance Solo Pump battery low alarm is triggered, 
replace the batteries in the pump. Only use the type and 
model of lithium batteries specified for this product by 
Mölnlycke Health Care, see section 8. 

• Fixation strips provided with the dressing shall only be 
applied on dressing borders. Do not apply fixation strips, or 
other occlusive dressings, across the dressing wound pad  
due to the risk of low breathability leading to maceration.

• Application of certain skin protection products or using 
cleansing products prior to the application of the dressing, 
can affect the ability of the dressing and fixation strips to 
adhere securely and create sufficient sealing.

• Do not use the products on patient and/or user with known 
hypersensitivity to the ingoing materials/components of the 
products.

• Ingrowth of tissue may occur if the dressing or wound filler 
is not changed in accordance with recommendations or as 
appropriate for the wound condition of the individual patient 
(See Section 6.6).

• Consider use of non-adherent wound contact layer (Mepitel) 
to protect fragile tissue.

• Do not place the pump with canister in water or other liquids. 
Disconnect the pump and canister if the ingress of water is 
observed.

• For daily hygiene routines do not expose the pump with 
canister or dressing to extensive contact with water. 

• Avance Solo Border Dressing should only be applied and 
changed by healthcare professional.

• No modification of this device (pump, canister, tubing, 
dressing, foam) is allowed as modifications may significantly 
compromise the ability of the system to deliver therapy.

• Do not disassemble the pump. 
• Products in Avance Solo NPWT System should not be used 

with products from other NPWT systems. 
• Do not cut the tubing or detach tubing from the canister.
• Do not cut the dressing.
• For CT scans and X-ray investigations, keep the pump out 

of the X-ray or scanner range. In the event that the pump is 
within a CT-scan or X-ray range, ensure to check that the 
pump functions correctly after the procedure.

• Avance Solo Pump is not intended for use aboard aircraft. 
Remove batteries during air travel.

• Avance Solo NPWT System products are provided sterile. Do 
not use if the sterile barrier is damaged or has been opened 
prior to use. Do not re-sterilize. 

• Avance Solo Pump is for single patient use.
• Avance Solo Border Dressing, Avance Solo Foam and Avance 

Solo Canister 50 ml are single use.
• Do not reuse Avance Solo NPWT System products. If 

reused, performance of the product may deteriorate, cross 
contamination may occur.

• Ensure that the battery lid on the Avance Solo Pump is closed 
during therapy.

6.  Instructions for use
6.1.  To consider before use
Avance Solo NPWT System is indicated for removal of low to 
moderate amounts of exudates. 
As a guidance: 
Low exuding wounds are considered to be up to 0.6 g/cm2 
wound area/24 hours (0.6 g/0.16 in2 wound area/24 hours). 
Moderate exuding wounds are considered to be up to 1.1 g/cm2 
wound area/24 hours (1.1 g/0.16 in2 wound area/24 hours).  
1 g exudate is considered equal to 1 ml.
When Avance Solo NPWT System is applied on moderately 
exuding wounds, the size of the wound should not be more than 
25% of the dressing wound pad area. Ensure that the wound pad 
overlaps the edges of the wound by at least 1.5 cm (0.6 inches).
Select Avance Solo Border Dressing to ensure that the wound 
is sufficiently covered by the wound pad. Depending on the 
patient’s primary position the transfer port on the dressing shall 
be placed upmost from the wound. The tubing should be laid to 
prevent bends and kinks of the tubing and to avoid discomfort 
to the patient. 
Wounds deeper than 0.5 cm (0.2 inches) are likely to require 
Avance Solo Foam as wound filler, to ensure dressing to 
establish intimate contact with all areas of the wound bed. 
For dressing applications with the larger sizes of dressing, the 
wound should not generally be deeper than 2 cm (0.8 inches).
If excessive exudate is present, consider the use of traditional 
NPWT until the level of exudate is low to moderate and then 
transition the patient to Avance Solo NPWT System.
Avance Solo NPWT System may be applied in conjunction with 
compression therapy. Make sure not to cover the transfer port 
on the dressing to reduce to risk of imprints.

6.2. Pump Set up
1. Attach the canister to the pump by pushing the canister until 

it clicks on both sides.
2. Fit the canister tubing into the holder on the back of the 

pump.
3. Insert the batteries into the pump battery compartment. 

Ensure that the positive terminal (marked +) and negative 
terminal (marked -) of each battery matches the +/- label in 
the battery compartment. Close the battery compartment by 
sliding the lid back in place.

4. When the batteries are correctly inserted, the pump 
performs automatic self-check.

5. After completed self-check, the pump will remain paused 
until started. Audible notification is repeated every 15 
minutes as long as the therapy is paused. To start therapy 
press and hold the green pump start button, release after 
two (2) seconds. 

If not started directly, the pump will start automatically after 
60 min.
When batteries are inserted into the pump for the first time, 
an internal timer starts. Document date and time for start of 
therapy in the patient’s notes. Avance Solo Pump has a lifetime 
of 14 days from the first insertion of the batteries. It is not 
possible to restart the pump after therapy time has ended.

6.3. Dressing Application Procedure
To apply, use clean/aseptic or sterile techniques in accordance 
with local protocol. 
6. Cleanse and debride the wound bed as instructed by 

healthcare professional. 
7. Cleanse the peri wound skin and pat dry.
8. Eliminate or cover sharp edges and bone fragments with 

non-adherent wound contact layer due to risk of puncturing 
organs or blood vessels while under negative pressure. 
Document the use of wound contact layer in the patient’s 
notes.

9. If a wound filler is used, see Section 6.5 Application with 
wound filler.

10. Decide in which direction the dressing should be placed to 
avoid bends and kinks of the tubing and to avoid discomfort 
to the patient. Depending on the patient’s primary position 
the transfer port on the dressing shall be placed upmost 
from the wound.

11. Grip the center part of the release film of the dressing and 
pull to expose the adhesive surface.

12. Without stretching, position the dressing centrally over the 
wound and ensure that dressing borders are placed on intact 
skin. 

13. Gently remove the remaining release films of the dressing. 
Start with the longer portion of the release film, away from 
the tubing. Do not stretch the product during application. 
Smooth down the dressing to remove any creases and press 
gently to ensure contact between the dressing and wound 
bed. 

14. Connect the canister tubing to the dressing tubing using 
the connectors on the end of each tubing. Ensure that the 
tubings are not clamped.

15. To start therapy, press and hold the green pump start button, 
release after two (2) seconds so that the pump activates and 
the green start button flashes. Negative pressure shall be 
achieved within two (2) minutes after pump start. 

16. Once the negative pressure is applied, the dressing will 
contract and be firm to the touch. A wrinkled appearance 
of the dressing indicates that negative pressure has been 
achieved and maintained.

17. If negative pressure is hard to achieve, adjust dressing or 
press around the dressing edges to improve contact with the 
skin. Take care to avoid wrinkles and gaps in the dressing 
border. 

6.4. Fixation strips
18. Start to apply fixations strips once negative pressure has 

been achieved. Fixation Strips are provided in two different 
widths to be applied based on dressing requirements. 
Separate the strips and apply one at the time to secure and 
maintain a tight seal.

19. For each fixation strip, grip the center part of the release 
film (marked “1”) and pull to expose the adhesive surface.

20. Without stretching, position the fixation strip along the 
dressing border overlapping the skin to fixate the dressing 
borders. Gently remove the remaining release films while 
avoiding wrinkles. Smooth down the fixation strips to remove 
any creases. 

21. Remove the support film (marked “2”). 
If the dressing does not appear contracted and firm to the 
touch, inspect the dressing and reseal if necessary. 

6.5. Application with wound filler
22. Cut the foam into an appropriate size corresponding to the 

dimensions of the wound cavity. 
23. Do not cut the foam above the wound site as fragments may 

fall into the wound. Make sure that no fragments are left in 
the wound or on wound edges when the dressing is applied. 

24. Sufficiently fill the wound cavity without overpacking, as 
this could damage tissue, affect exudate removal, or affect 
delivery of negative pressure. Ensure contact between all 
pieces of foam placed in the wound. Consider use of a non-
adherent wound contact layer (Mepitel) to protect fragile 
tissue.

25. Do not place wound filler onto intact skin or non-protected 
superficial or retention sutures. 

26. Document the number of pieces of wound filler material 
used in the patient’s notes.

Proceed with the application of Avance Solo Border Dressing 
as instructed in Section 6.3 Dressing Application Procedure. 
Ensure that the dressing is in contact with the foam.

6.6. Frequency of dressing change 
Avance Border Dressing may be left in place for up to 7 days 
depending on the condition of the wound and the surrounding 
skin, or as indicated by accepted clinical practice.
If Avance Solo Foam is used as a complement to the dressing, 
the dressing and foam should be changed every 48 to 72 hours, 
but no less than 3 times a week, or as instructed by healthcare 
professional. 
NOTE: Ingrowth of tissue may occur if the dressing or wound 
filler is not changed in accordance with recommendations or as 
appropriate for the wound condition of the individual patient.

6.7. Dressing removal procedure
To remove the dressing, perform the following steps:
27. If the pump is active, pause therapy by pressing down the 

green start button, release after two (2) seconds.
28. Block both the canister tubing and dressing tubing by 

positioning the slide clamps next to the connector and slide 
across the tubings until secured.

29. Disconnect the canister tubing from the dressing tubing by 
squeezing the connector from both sides and pull apart.

30. Gently peel back one corner of the film of fixation strips 
and dressing and stretch to facilitate breakage of the seal. 
Proceed with this technique (in the direction of hair growth) 
until the film is completely removed.

31. Remove the dressing by pulling it in the direction of 
the wound, not across the wound. Pull off the dressing 
following the surface all the way, without lifting the dressing 
perpendicular to the wound.

32. If wound filler is used, remove the wound filler gently. If 
adherence of wound filler to wound bed is observed, consider 
moistening the filler material. Make sure no fragments are 
left in the wound when the dressing is changed. 

If the patient experiences pain during dressing removal, 
consider the use of pain relief medication, as instructed by 
healthcare professional, when changing dressings. Consult 
patient’s notes to ensure that all materials used have been 
removed.

6.8. Changing the Canister
The need to change canister is detected either by visual 
inspection of canister fill level through the transparent window 
on the back of the canister or by pump blockage alarm. 
To replace the canister, perform the following steps:
33. If the pump is active, pause therapy by pressing down the 

green start button, release after (2) seconds.
34. Clamp the canister tubing and dressing tubing by positioning 

the slide clamps next to the connector and slide across the 
tubings until secured. Blocking the tubings minimizes fluid 
leakage when disconnecting the dressing from the canister. 

35. Disconnect the canister tubing from the dressing tubing by 
squeezing the connector from both sides and pull apart.

36. Remove the canister by pushing the spring buttons on both 
sides and pull.

37. Attach a new canister to the pump by pushing the canister 
until it clicks on both sides. To continue therapy, connect the 
canister tubing to the dressing tubing, release the clamp on 
the dressing tubing and restart the pump by pressing down 
the green start button, release after two (2) seconds.

6.9. Changing the batteries
The pump indicates when the batteries are low, as described 
in Section 7. Avance Solo NPWT System Indicators, Alarms and 
Trouble shooting. Batteries shall be replaced once pump alarms 
for Low battery or after 7 days. Only use the type and model of 
lithium batteries specified for this product by Mölnlycke Health 
Care, see section 8.
To replace the batteries, perform the following steps:
38. If pump is still active, pause the pump by pressing down the 

green start button, release after two (2) seconds.
39. Open the battery compartment by sliding the lid. Remove 

the batteries. Insert new batteries, ensuring that the 
positive terminal (marked +) and negative terminal (marked 
-) of each battery matches the +/- label in the battery 
compartment. Close the battery compartment lid. 

6.10. Daily use 
To pause therapy, press and hold the green start button, 
release after two (2) seconds. When paused, the pump will 
automatically start after 60 min.
To restart therapy, press and hold the green start button, 
release after two (2) seconds until the pump activates and the 
start button flash. 
Regularly check that negative pressure is active by monitoring 
visual and audible notifications and alarms from the pump.  
The dressing should be contracted and firm to the touch.
If skin is at risk of imprints from tubings and quick connectors, 
place a soft silicone dressing between skin and tubing for 
protection.
Place the pump in a safe position and ensure to take notice of 
visual and audible notifications and alarms from the pump.
For daily hygiene routines, do not expose the dressing or pump 
with canister and tubing to jets of water. For light showering, 
pause therapy by pressing and holding the green start button, 
release after two (2) seconds, clamp the canister tubing and 
dressing tubing and disconnect the pump with canister from 
the dressing. Ensure that the dressing tubing is not submerged 
into water.
Occasional cleaning of the pump can be performed by wiping 
with a damp cloth or with a non-abrasive detergent. Do not put 
the pump under running water.
Avance Solo Pump is intended for single patient use during a 
14-day continuous period. 

6.11. Disposal
Avance Solo Pump is for single patient use and battery powered. 
After use, the batteries should be detached from the pump. 
Dispose the pump and batteries according to local regulations, 
relevant state laws and in accordance with the Waste Electrical 
and Electronic Equipment Directive (WEEE). Consider wiping 
the pump with non-abrasive detergent if decontamination would 
be required.
Avance Solo Border Dressing, Avance Solo Canister 50 ml and 
Avance Solo Foam are single use products. After use, dispose 
of the products as clinical waste in accordance with local 
regulations.
For more information about safe disposal, see www.molnlycke.
com/wastehandling or contact your local Mölnlycke Health Care 
representative.

7.  Avance Solo NPWT System Indicators, Alarms and  
Trouble shooting

Avance Solo Pump has auditory and visual notifications and 
alarms to provide information to the user. Position Avance Solo 
Pump to ensure that visual and audible alarms are perceivable 
to the patient and healthcare professional.

7.1.  Avance Solo NPWT System Indicators

DISPLAY  LIGHT INDICATOR

 Leakage

 Blockage

 Low Battery

7.2.  Avance Solo NPWT System – Normal use
Avance Solo Pump displays the following visual and audible signals to inform the user that the Avance Solo NPWT system is 
performing under normal operation. 

Avance® Solo NPWT System

HEALTHCARE PROFESSIONAL INSTRUCTIONS FOR USE

Manufacturer 
Mölnlycke Health Care AB
Gamlestadsvägen 3C, Box 13080, SE-402 52 Göteborg, Sweden www.molnlycke.com

Caution: Federal [US] Law restricts this  
device to sale by or on the order of a physician  
[or properly licensed practitioner].

AUDIBLE AND  
VISUAL DISPLAY DESCRIPTION OPERATION COMMENT

1. The pump activates for a short 
period.

2. All light indicators on the pump 
flash in turn.

3. The pump emits audible 
notifications: medium 
frequency followed by high 
frequency

Automatic self-check

Automatic self-check is performed 
when the batteries are correctly 
inserted in the pump and confirms 
that the pump is ready for use.

1. At start-up of the pump, the 
green start button flashes once 
every second for 15 minutes. 

2. During normal operation the 
green start button flashes two 
times every minute.

Therapy mode

1. To confirm that correct negative 
pressure is reached.

2. To confirm that the pump is 
operating correctly, and that 
therapy is maintained.

1. The pump emits two short 
audible notifications 

2. The audible notifications are 
repeated every 15 minutes as 
long as the therapy is paused. Pause mode

To confirm that the pump and 
therapy have been paused. 
After 60 minutes the pump 
automatically restarts therapy.

1. All light indicators flash with 
high intensity.

2. The pump emits three audible 
notifications: one high, one 
medium followed by one low 
frequency tone. 

End of therapy

The therapy time of 14 days is 
complete.

The pump emits short audible 
notification 

Invalid button press

In case of an invalid button press

7.3. Avance Solo NPWT System – Alarms and trouble shooting
Avance Solo Pump displays the following visual signals and audible alarms to inform the user if risk for loss of therapy. 

AUDIBLE  
AND VISUAL DISPLAY DESCRIPTION POSSIBLE CAUSE COMMENTS  

TROUBLE SHOOTING

1. The indication light for leakage 
flashes once per second.

2. If negative pressure is not 
maintained:
• The light indicator for air 

leakage stays active, flashing 
once every second

• The pump repeatedly emits an 
audible alarm 

• The pump pauses therapy

Leakage Alarm 
Negative pressure is not 
being established due to 
an air leak in the system

To correct a leak, perform one or 
more of the following actions:
Press around the dressing border 
to improve contact with the skin or 
if required add additional fixation 
strips around dressing borders.
Ensure canister is securely attached 
to the pump.
Ensure tubing is securely attached 
to the canister.
Ensure that the dressing tubing is 
securely connected to the canister 
tubing.

1.  The indication light for blockage 
flashes once every second. 

2. If the blockage condition persists 
• the light indicator for blockage 

stays active, flashing once 
every second 

• the pump repeatedly emits an 
audible alarm 

• the pump pauses therapy

Blockage Alarm
Negative pressure is not 
being established due to 

blockage

To correct a blockage, perform one 
or more of the following actions:
Ensure that the tubing is not 
clamped.
Ensure that tubing is not kinked. 
If the canister is full perform a 
canister change according to 
instructions for canister change.

1. The indication light for battery 
flashes once every five (5) 
seconds when up to 24 hours of 
battery time remain. 

2. When less than 4 hours of 
battery time remain 
• the light indicator for battery 

stays active, flashing once 
every second 

• the pump repeatedly emits an 
audible alarm

Low Battery Alarm

To correct a low battery alarm: 
Change the batteries according to 
instructions for battery change. 
Only use the type and model of 
lithium batteries specified for this 
product by Mölnlycke Health Care, 
see section 8. 

1. The indication lights for leakage, 
battery and blockage flash 
simultaneously once every 
second. 

2. The pump repeatedly emits an 
audible alarm.

Internal Failure Alarm 

The pump has an internal fault and 
cannot be started. 
Contact your healthcare 
professional or  
Mölnlycke Health Care.

8.  Specifications Avance Solo Pump

Nominal negative pressure -125 mmHg

Maximum negative pressure -150 mmHg

Mode of Operation Continuous

Dimensions Avance Solo Pump and Canister 50 ml 125x68x30 mm

Weight Avance Solo Pump and Canister 50 ml < 130 g

Applied Part Dressing, type BF

Battery 2x AA 1,5V GP15LF

IP22
Ingress protection effective against fingers and similar objects. 
Protected against dripping water when tilted at 15°. Classification 
only valid when battery lid is closed.

Storage Temperature 5°C/41 F to 25°C/77F, ambient humidity 10% to 75% 
non-condensing, ambient pressure 700 hPa to 1060 hPa

Transport Temperature -35°C/-31 F to 63°C/145 F, ambient humidity 10% to 
90% non-condensing, ambient pressure 700 hPa to 1060 hPa

Operation Temperature 5°C/41 F to 40°C/104 F, ambient humidity 15% to 90%, 
non-condensing, ambient pressure 700 hPa to 1060 hPa

Low priority alarm signal, Alarm Volume 60 dBA Leakage Alarm, Blockage Alarm, Low Battery Alarm, Internal 
Failure Alarm.

Information signals with lower priority than alarm 
signals

Pause mode, Therapy mode, Invalid button press, Pump Self-check, 
End of therapy, Leakage, Blockage, Low Battery.

Essential Performance
Activation of low priority alarms within two hours if degradation 
of Nominal negative pressure. Negative pressure not exceeding 
Maximum negative pressure longer than five minutes.

9.  Safety
Avance Solo NPWT System complies with the General Requirements for Safety of Medical Electrical Equipment (IEC 60601-1). 
Avance Solo NPWT System is intended for home care use (IEC 60601-1-11).

10.  Electromagnetic compatibility
Avance Solo Pump is tested in accordance with the requirements of IEC 60601-1-2. Exceeding test levels can cause failure to 
maintain Essential Performance.
WARNING: Use of this equipment adjacent to or stacked with other equipment should be avoided because it could result in 
improper operation. If such use is necessary, this equipment and the other equipment should be observed to verify that they  
are operating normally.
WARNING: Portable RF communications equipment (including peripherals such as antenna cables and external antennas)  
should be used no closer than 30 cm (12 inches) to Avance Solo Pump. Otherwise, degradation of the performance of this 
equipment could result.
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Electromagnetic Emissions 
Avance Solo Pump is intended for use in the electromagnetic environment specified below.

EMISSION TESTS COMPLIANCE ELECTROMAGNETIC ENVIRONMENT - GUIDANCE

RF emissions CISPR 11 Group 1 Avance Solo Pump uses RF energy only for its internal function

RF emissions CISPR 11 Class B

Battery operated device
Harmonic emissions  
IEC 61000-3-2 Not applicable

Voltage fluctuations /  
flicker emissions IEC 61000-3-3 Not applicable

Electromagnetic Immunity 
Avance Solo Pump is intended for use in the electromagnetic environment specified below.

IMMUNITY TESTS
BASIC EMC 
STANDARD OR  
TEST METHOD

IMMUNITY TEST LEVELS

Professional healthcare facility 
environment Home healthcare environment

Electrostatic Discharge 61000-4-2 ± 8 kV contact 
± 2 kV, ± 4 kV, ± 8 kV, ± 15 kV air

Radiated RF EM fields 61000-4-3 3 V/m 
80 MHz - 2.7 GHz
80 % AM at 1 kHz

10 V/m 
80 MHz - 2.7 GHz
80 % AM at 1 kHz

Proximity fields from RF wireless 
communications equipment

61000-4-3 30 cm minimum separation distance from radio transmitter

Rated power frequency magnetic 
fields

61000-4-8 30 A/m
50 Hz or 60 Hz

11.  Caution
Avance Solo NPWT System must be used in accordance with these Instructions for Use. Read these instructions before using the 
system and have them available during use. Failure to read and understand these instructions may lead to misuse of the system 
and improper performance. These instructions are a general guide for the use of the product. Specific medical situations must be 
addressed by a clinician.

12.  Other information
If any serious incident has occurred in relation to Avance Solo NPWT System, it should be reported to Mölnlycke Health Care.
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Toll free number:
USA 1-800-882-4582 
Canada 1-800-494-5134

Australian sponsor address :
Mölnlycke Health Care Pty. Ltd 
12 Narabang Way, Belrose, NSW 2085, AUSTRALIA

Do not reuse

MRI unsafe

ETL Listed Marking

Follow instructions for use

Do not use if package is damaged

The device is sterilized using ethylene 
oxide

Caution, see instructions for use

Keep dry
Keep away from rain

Temperature limitation

Humidity limitation

Atmospheric pressure limitation

Keep away from sunlight
Keep away from heat

Ingress Protection

Applied part type BF

System lasts up to 14 days

Separate collection of Waste Electrical and 
Electronic Equipment (WEEE) 

Manufacturer

Medical Device

Only use the type and model of lithium 
batteries specified for this product by 
Mölnlycke Health Care, see section 8.

Use by date / Expiry date

Batch code

Catalogue number

Serial number Low battery

Leakage

Blockage

www.molnlycke.com/symbols

Issued 2020-02 40669-01
Master PD-557909 rev. 09  PD-565591 rev. 01

Avance Solo NPWT System is intended to be used by healthcare 
professionals by directions of these instructions for use. 
Information for patient or lay person is provided in a separate 
patient user manual provided by Mölnlycke Health Care.  
The healthcare professional shall ensure that the patient user 
manual is handed to the patient or lay person as appropriate. 
For prescription of therapy to home care, the prescribing 
healthcare professional should confirm that the patient or lay 
caregiver understands how the pump and canister works and 
how to operate on a daily basis. The prescribing healthcare 
professional should ensure that the patient or lay caregiver 
is able to perceive audible and visual notifications and alarms 
from the pump and to trouble shoot by guidance in Patient User 
Manual. The patient or lay person should be advised to contact 
prescribing healthcare professional if any concern on safe use 
of Avance Solo NPWT System.

1. Product description
Avance Solo Negative Pressure Wound Therapy (NPWT) 
System consists of Avance Solo Pump, Avance Solo Canister 
50 ml, Avance Solo Border Dressing and Avance Solo Foam 
which together form a system for wound management via the 
application of negative pressure. 
 Avance Solo Pump, a battery powered single patient use 

pump with a 14 day lifespan, single button operated with 
visual and audible alarms and notifications

 Avance Solo Canister 50 ml, a single use canister attached  
to the pump for collection of wound fluid and exudate

 Avance Solo Border Dressing, a single use breathable soft 
silicone absorbent dressing with acrylic fixation strips

 Avance Solo Foam, a single use polyurethane foam wound 
filler for cavity wounds

Avance Solo NPWT System maintains negative pressure 
nominally at -125 mmHg to the wound and enables  
exudate management by absorption and evaporation in  
Avance Solo Border Dressing. Excess exudate is collected  
in Avance Solo Canister 50 ml. 
Avance Solo NPWT System is applicable on wound sizes 
(surface area x depth) of up to 400 cm3/24 in3 on low and 
moderately exuding wounds. 
Avance Solo NPWT System is intended for use by healthcare 
professionals for therapy on patients in healthcare facilities  
and home care settings.
Avance Solo NPWT System is intended for adults. 

Material content
Dressing, fixation strips: polyethylene, polyurethane, polyester, 
super-absorbent particles, viscose fiber, soft silicone, 
polyacrylate adhesive
Foam: polyurethane
Canister: polycarbonate, polyurethane
Pump: polycarbonate, acrylonitrile butadiene styrene, 
thermoplastic elastomer
Tubing with clamp: polyolefin based thermoplastic elastomer, 
polyethylene 
Connectors: acrylonitrile butadiene styrene, thermoplastic 
olefin, polyethylene

2. Indications for use 
Avance Solo NPWT System is indicated for patients who would 
benefit from wound management via the application of negative 
pressure, particularly as the device may promote wound healing 
through the removal of exudate, infectious material.
Avance Solo NPWT System is indicated for removal of low to 
moderate amounts of exudates from chronic, acute, traumatic, 
subacute and dehisced wounds, ulcers (such as diabetic, venous 
or pressure), surgically closed incisions, flaps, and grafts.

3. Contraindications
Avance Solo NPWT System is contraindicated for patients with 
the following conditions:
• Malignancy in the wound or margins of the wound
• Untreated and previously confirmed osteomyelitis
• Non-enteric and unexplored fistulas
• Necrotic tissue with eschar present
• Exposed nerves, arteries, veins or organs 
• Exposed anastomotic site

4. Warnings
• Application of NPWT may increase the risk of bleeding. If 

sudden or increased bleeding is observed, immediately take 
appropriate action to stop bleeding and seek emergency 
medical attention.

• Patients at high risk of bleeding, such as patients receiving 
anticoagulant therapy or with altered haemostasis, must 
be monitored closely during therapy. Ensure to establish 
haemostasis before applying therapy.

• Patients at risk of bleeding complications due to e.g. a history 
of vascular anastomosis or friable, irradiated, sutured or 
infected blood vessels, should be monitored carefully during 
therapy.

• Patients undergoing NPWT need frequent supervision. 
Routinely check that the negative pressure therapy is active, 
the dressing should be contracted and firm to the touch. 
If it is necessary to discontinue therapy, the time elapsed 
without negative pressure must comply with instructions from 
healthcare professional.

• During therapy, make sure that the pump and tubings  
from the dressing and canister are positioned to eliminate 
the risk of
- imprints
- contamination
- entrapment or strangulation 
- kinking or blocking of tubing
- being exposed to sources of heat

• Cover or remove sharp edges or bones in the wound prior to 
the application of the dressing due to the risk of puncturing of 
organs and blood vessels.

• If defibrillation is required, disconnect the pump and remove 
the dressing if dressing positioning interferes.

• Avance Solo Pump is Magnetic Resonance (MR) unsafe, do not 
take into a Magnetic Resonance Imaging (MRI) environment. 
Avance Solo Border Dressings and Avance Solo Foam are 
MR safe. The impact of the dressing and foam on Magnetic 
Resonance Tomography (MRT)/Magnetic Resonance Imaging 
(MRI) imaging artifacts is unknown.

• Avance Solo Pump shall not be used in oxygen rich 
environments where there is a danger of explosion e.g.  
a hyperbaric oxygen unit or in therapy/investigations  
involving microwaves. For the dressing, static electricity  
may be created when removing the release liner from the 
strips. Consider if the dressing needs to be removed for  
safety reasons.

• Avance Solo Pump is not suitable for use in the presence  
of flammable anesthetics. 

• If the patient experiences sudden elevation in blood pressure 
or heart rate in response to stimulation of the sympathetic 
nervous system, immediately stop the therapy to help 
minimize sensory stimulation and seek emergency medical 
attention.

• To minimize the risk of bradycardia, do not place the dressing 
close to the vagus nerve.

• Do not use oxidizing agents such as hypochlorite solutions or 
hydrogen peroxide prior to use of the Avance Solo Foam.

• Products in Avance Solo NPWT System contain small parts 
which could be a potential choking hazard. Keep this device 
out of the reach of children.

• Keep this device out of the reach of pets.
• If canister or pump is broken, pause the pump, replace with 

new product and restart therapy.

5. Precautions
• Before starting therapy, evaluate the patient’s nutritional 

status and address severe malnutrition.
• Signs of possible infection or complications must be 

addressed immediately. Monitor the device, wound, 
surrounding skin, and patient status accordingly to ensure 
effective and safe treatment and patient comfort.

• For patients with ischemic condition or at application of a 
circumferential dressing, extra monitoring of wound status  
is required to avoid risk of compromised circulation.

• Avance Solo Pump is equipped with visual and audible 
notifications and alarms. Ensure that carrying or placement 
of the pump allows the user to detect audible and visual 
notifications and alarms.

• When Avance Solo Pump battery low alarm is triggered, 
replace the batteries in the pump. Only use the type and 
model of lithium batteries specified for this product by 
Mölnlycke Health Care, see section 8. 

• Fixation strips provided with the dressing shall only be 
applied on dressing borders. Do not apply fixation strips, or 
other occlusive dressings, across the dressing wound pad  
due to the risk of low breathability leading to maceration.

• Application of certain skin protection products or using 
cleansing products prior to the application of the dressing, 
can affect the ability of the dressing and fixation strips to 
adhere securely and create sufficient sealing.

• Do not use the products on patient and/or user with known 
hypersensitivity to the ingoing materials/components of the 
products.

• Ingrowth of tissue may occur if the dressing or wound filler 
is not changed in accordance with recommendations or as 
appropriate for the wound condition of the individual patient 
(See Section 6.6).

• Consider use of non-adherent wound contact layer (Mepitel) 
to protect fragile tissue.

• Do not place the pump with canister in water or other liquids. 
Disconnect the pump and canister if the ingress of water is 
observed.

• For daily hygiene routines do not expose the pump with 
canister or dressing to extensive contact with water. 

• Avance Solo Border Dressing should only be applied and 
changed by healthcare professional.

• No modification of this device (pump, canister, tubing, 
dressing, foam) is allowed as modifications may significantly 
compromise the ability of the system to deliver therapy.

• Do not disassemble the pump. 
• Products in Avance Solo NPWT System should not be used 

with products from other NPWT systems. 
• Do not cut the tubing or detach tubing from the canister.
• Do not cut the dressing.
• For CT scans and X-ray investigations, keep the pump out 

of the X-ray or scanner range. In the event that the pump is 
within a CT-scan or X-ray range, ensure to check that the 
pump functions correctly after the procedure.

• Avance Solo Pump is not intended for use aboard aircraft. 
Remove batteries during air travel.

• Avance Solo NPWT System products are provided sterile. Do 
not use if the sterile barrier is damaged or has been opened 
prior to use. Do not re-sterilize. 

• Avance Solo Pump is for single patient use.
• Avance Solo Border Dressing, Avance Solo Foam and Avance 

Solo Canister 50 ml are single use.
• Do not reuse Avance Solo NPWT System products. If 

reused, performance of the product may deteriorate, cross 
contamination may occur.

• Ensure that the battery lid on the Avance Solo Pump is closed 
during therapy.

6.  Instructions for use
6.1.  To consider before use
Avance Solo NPWT System is indicated for removal of low to 
moderate amounts of exudates. 
As a guidance: 
Low exuding wounds are considered to be up to 0.6 g/cm2 
wound area/24 hours (0.6 g/0.16 in2 wound area/24 hours). 
Moderate exuding wounds are considered to be up to 1.1 g/cm2 
wound area/24 hours (1.1 g/0.16 in2 wound area/24 hours).  
1 g exudate is considered equal to 1 ml.
When Avance Solo NPWT System is applied on moderately 
exuding wounds, the size of the wound should not be more than 
25% of the dressing wound pad area. Ensure that the wound pad 
overlaps the edges of the wound by at least 1.5 cm (0.6 inches).
Select Avance Solo Border Dressing to ensure that the wound 
is sufficiently covered by the wound pad. Depending on the 
patient’s primary position the transfer port on the dressing shall 
be placed upmost from the wound. The tubing should be laid to 
prevent bends and kinks of the tubing and to avoid discomfort 
to the patient. 
Wounds deeper than 0.5 cm (0.2 inches) are likely to require 
Avance Solo Foam as wound filler, to ensure dressing to 
establish intimate contact with all areas of the wound bed. 
For dressing applications with the larger sizes of dressing, the 
wound should not generally be deeper than 2 cm (0.8 inches).
If excessive exudate is present, consider the use of traditional 
NPWT until the level of exudate is low to moderate and then 
transition the patient to Avance Solo NPWT System.
Avance Solo NPWT System may be applied in conjunction with 
compression therapy. Make sure not to cover the transfer port 
on the dressing to reduce to risk of imprints.

6.2. Pump Set up
1. Attach the canister to the pump by pushing the canister until 

it clicks on both sides.
2. Fit the canister tubing into the holder on the back of the 

pump.
3. Insert the batteries into the pump battery compartment. 

Ensure that the positive terminal (marked +) and negative 
terminal (marked -) of each battery matches the +/- label in 
the battery compartment. Close the battery compartment by 
sliding the lid back in place.

4. When the batteries are correctly inserted, the pump 
performs automatic self-check.

5. After completed self-check, the pump will remain paused 
until started. Audible notification is repeated every 15 
minutes as long as the therapy is paused. To start therapy 
press and hold the green pump start button, release after 
two (2) seconds. 

If not started directly, the pump will start automatically after 
60 min.
When batteries are inserted into the pump for the first time, 
an internal timer starts. Document date and time for start of 
therapy in the patient’s notes. Avance Solo Pump has a lifetime 
of 14 days from the first insertion of the batteries. It is not 
possible to restart the pump after therapy time has ended.

6.3. Dressing Application Procedure
To apply, use clean/aseptic or sterile techniques in accordance 
with local protocol. 
6. Cleanse and debride the wound bed as instructed by 

healthcare professional. 
7. Cleanse the peri wound skin and pat dry.
8. Eliminate or cover sharp edges and bone fragments with 

non-adherent wound contact layer due to risk of puncturing 
organs or blood vessels while under negative pressure. 
Document the use of wound contact layer in the patient’s 
notes.

9. If a wound filler is used, see Section 6.5 Application with 
wound filler.

10. Decide in which direction the dressing should be placed to 
avoid bends and kinks of the tubing and to avoid discomfort 
to the patient. Depending on the patient’s primary position 
the transfer port on the dressing shall be placed upmost 
from the wound.

11. Grip the center part of the release film of the dressing and 
pull to expose the adhesive surface.

12. Without stretching, position the dressing centrally over the 
wound and ensure that dressing borders are placed on intact 
skin. 

13. Gently remove the remaining release films of the dressing. 
Start with the longer portion of the release film, away from 
the tubing. Do not stretch the product during application. 
Smooth down the dressing to remove any creases and press 
gently to ensure contact between the dressing and wound 
bed. 

14. Connect the canister tubing to the dressing tubing using 
the connectors on the end of each tubing. Ensure that the 
tubings are not clamped.

15. To start therapy, press and hold the green pump start button, 
release after two (2) seconds so that the pump activates and 
the green start button flashes. Negative pressure shall be 
achieved within two (2) minutes after pump start. 

16. Once the negative pressure is applied, the dressing will 
contract and be firm to the touch. A wrinkled appearance 
of the dressing indicates that negative pressure has been 
achieved and maintained.

17. If negative pressure is hard to achieve, adjust dressing or 
press around the dressing edges to improve contact with the 
skin. Take care to avoid wrinkles and gaps in the dressing 
border. 

6.4. Fixation strips
18. Start to apply fixations strips once negative pressure has 

been achieved. Fixation Strips are provided in two different 
widths to be applied based on dressing requirements. 
Separate the strips and apply one at the time to secure and 
maintain a tight seal.

19. For each fixation strip, grip the center part of the release 
film (marked “1”) and pull to expose the adhesive surface.

20. Without stretching, position the fixation strip along the 
dressing border overlapping the skin to fixate the dressing 
borders. Gently remove the remaining release films while 
avoiding wrinkles. Smooth down the fixation strips to remove 
any creases. 

21. Remove the support film (marked “2”). 
If the dressing does not appear contracted and firm to the 
touch, inspect the dressing and reseal if necessary. 

6.5. Application with wound filler
22. Cut the foam into an appropriate size corresponding to the 

dimensions of the wound cavity. 
23. Do not cut the foam above the wound site as fragments may 

fall into the wound. Make sure that no fragments are left in 
the wound or on wound edges when the dressing is applied. 

24. Sufficiently fill the wound cavity without overpacking, as 
this could damage tissue, affect exudate removal, or affect 
delivery of negative pressure. Ensure contact between all 
pieces of foam placed in the wound. Consider use of a non-
adherent wound contact layer (Mepitel) to protect fragile 
tissue.

25. Do not place wound filler onto intact skin or non-protected 
superficial or retention sutures. 

26. Document the number of pieces of wound filler material 
used in the patient’s notes.

Proceed with the application of Avance Solo Border Dressing 
as instructed in Section 6.3 Dressing Application Procedure. 
Ensure that the dressing is in contact with the foam.

6.6. Frequency of dressing change 
Avance Border Dressing may be left in place for up to 7 days 
depending on the condition of the wound and the surrounding 
skin, or as indicated by accepted clinical practice.
If Avance Solo Foam is used as a complement to the dressing, 
the dressing and foam should be changed every 48 to 72 hours, 
but no less than 3 times a week, or as instructed by healthcare 
professional. 
NOTE: Ingrowth of tissue may occur if the dressing or wound 
filler is not changed in accordance with recommendations or as 
appropriate for the wound condition of the individual patient.

6.7. Dressing removal procedure
To remove the dressing, perform the following steps:
27. If the pump is active, pause therapy by pressing down the 

green start button, release after two (2) seconds.
28. Block both the canister tubing and dressing tubing by 

positioning the slide clamps next to the connector and slide 
across the tubings until secured.

29. Disconnect the canister tubing from the dressing tubing by 
squeezing the connector from both sides and pull apart.

30. Gently peel back one corner of the film of fixation strips 
and dressing and stretch to facilitate breakage of the seal. 
Proceed with this technique (in the direction of hair growth) 
until the film is completely removed.

31. Remove the dressing by pulling it in the direction of 
the wound, not across the wound. Pull off the dressing 
following the surface all the way, without lifting the dressing 
perpendicular to the wound.

32. If wound filler is used, remove the wound filler gently. If 
adherence of wound filler to wound bed is observed, consider 
moistening the filler material. Make sure no fragments are 
left in the wound when the dressing is changed. 

If the patient experiences pain during dressing removal, 
consider the use of pain relief medication, as instructed by 
healthcare professional, when changing dressings. Consult 
patient’s notes to ensure that all materials used have been 
removed.

6.8. Changing the Canister
The need to change canister is detected either by visual 
inspection of canister fill level through the transparent window 
on the back of the canister or by pump blockage alarm. 
To replace the canister, perform the following steps:
33. If the pump is active, pause therapy by pressing down the 

green start button, release after (2) seconds.
34. Clamp the canister tubing and dressing tubing by positioning 

the slide clamps next to the connector and slide across the 
tubings until secured. Blocking the tubings minimizes fluid 
leakage when disconnecting the dressing from the canister. 

35. Disconnect the canister tubing from the dressing tubing by 
squeezing the connector from both sides and pull apart.

36. Remove the canister by pushing the spring buttons on both 
sides and pull.

37. Attach a new canister to the pump by pushing the canister 
until it clicks on both sides. To continue therapy, connect the 
canister tubing to the dressing tubing, release the clamp on 
the dressing tubing and restart the pump by pressing down 
the green start button, release after two (2) seconds.

6.9. Changing the batteries
The pump indicates when the batteries are low, as described 
in Section 7. Avance Solo NPWT System Indicators, Alarms and 
Trouble shooting. Batteries shall be replaced once pump alarms 
for Low battery or after 7 days. Only use the type and model of 
lithium batteries specified for this product by Mölnlycke Health 
Care, see section 8.
To replace the batteries, perform the following steps:
38. If pump is still active, pause the pump by pressing down the 

green start button, release after two (2) seconds.
39. Open the battery compartment by sliding the lid. Remove 

the batteries. Insert new batteries, ensuring that the 
positive terminal (marked +) and negative terminal (marked 
-) of each battery matches the +/- label in the battery 
compartment. Close the battery compartment lid. 

6.10. Daily use 
To pause therapy, press and hold the green start button, 
release after two (2) seconds. When paused, the pump will 
automatically start after 60 min.
To restart therapy, press and hold the green start button, 
release after two (2) seconds until the pump activates and the 
start button flash. 
Regularly check that negative pressure is active by monitoring 
visual and audible notifications and alarms from the pump.  
The dressing should be contracted and firm to the touch.
If skin is at risk of imprints from tubings and quick connectors, 
place a soft silicone dressing between skin and tubing for 
protection.
Place the pump in a safe position and ensure to take notice of 
visual and audible notifications and alarms from the pump.
For daily hygiene routines, do not expose the dressing or pump 
with canister and tubing to jets of water. For light showering, 
pause therapy by pressing and holding the green start button, 
release after two (2) seconds, clamp the canister tubing and 
dressing tubing and disconnect the pump with canister from 
the dressing. Ensure that the dressing tubing is not submerged 
into water.
Occasional cleaning of the pump can be performed by wiping 
with a damp cloth or with a non-abrasive detergent. Do not put 
the pump under running water.
Avance Solo Pump is intended for single patient use during a 
14-day continuous period. 

6.11. Disposal
Avance Solo Pump is for single patient use and battery powered. 
After use, the batteries should be detached from the pump. 
Dispose the pump and batteries according to local regulations, 
relevant state laws and in accordance with the Waste Electrical 
and Electronic Equipment Directive (WEEE). Consider wiping 
the pump with non-abrasive detergent if decontamination would 
be required.
Avance Solo Border Dressing, Avance Solo Canister 50 ml and 
Avance Solo Foam are single use products. After use, dispose 
of the products as clinical waste in accordance with local 
regulations.
For more information about safe disposal, see www.molnlycke.
com/wastehandling or contact your local Mölnlycke Health Care 
representative.

7.  Avance Solo NPWT System Indicators, Alarms and  
Trouble shooting

Avance Solo Pump has auditory and visual notifications and 
alarms to provide information to the user. Position Avance Solo 
Pump to ensure that visual and audible alarms are perceivable 
to the patient and healthcare professional.

7.1.  Avance Solo NPWT System Indicators

DISPLAY  LIGHT INDICATOR

 Leakage

 Blockage

 Low Battery

7.2.  Avance Solo NPWT System – Normal use
Avance Solo Pump displays the following visual and audible signals to inform the user that the Avance Solo NPWT system is 
performing under normal operation. 

Avance® Solo NPWT System

HEALTHCARE PROFESSIONAL INSTRUCTIONS FOR USE

Manufacturer 
Mölnlycke Health Care AB
Gamlestadsvägen 3C, Box 13080, SE-402 52 Göteborg, Sweden www.molnlycke.com

Caution: Federal [US] Law restricts this  
device to sale by or on the order of a physician  
[or properly licensed practitioner].

AUDIBLE AND  
VISUAL DISPLAY DESCRIPTION OPERATION COMMENT

1. The pump activates for a short 
period.

2. All light indicators on the pump 
flash in turn.

3. The pump emits audible 
notifications: medium 
frequency followed by high 
frequency

Automatic self-check

Automatic self-check is performed 
when the batteries are correctly 
inserted in the pump and confirms 
that the pump is ready for use.

1. At start-up of the pump, the 
green start button flashes once 
every second for 15 minutes. 

2. During normal operation the 
green start button flashes two 
times every minute.

Therapy mode

1. To confirm that correct negative 
pressure is reached.

2. To confirm that the pump is 
operating correctly, and that 
therapy is maintained.

1. The pump emits two short 
audible notifications 

2. The audible notifications are 
repeated every 15 minutes as 
long as the therapy is paused. Pause mode

To confirm that the pump and 
therapy have been paused. 
After 60 minutes the pump 
automatically restarts therapy.

1. All light indicators flash with 
high intensity.

2. The pump emits three audible 
notifications: one high, one 
medium followed by one low 
frequency tone. 

End of therapy

The therapy time of 14 days is 
complete.

The pump emits short audible 
notification 

Invalid button press

In case of an invalid button press

7.3. Avance Solo NPWT System – Alarms and trouble shooting
Avance Solo Pump displays the following visual signals and audible alarms to inform the user if risk for loss of therapy. 

AUDIBLE  
AND VISUAL DISPLAY DESCRIPTION POSSIBLE CAUSE COMMENTS  

TROUBLE SHOOTING

1. The indication light for leakage 
flashes once per second.

2. If negative pressure is not 
maintained:
• The light indicator for air 

leakage stays active, flashing 
once every second

• The pump repeatedly emits an 
audible alarm 

• The pump pauses therapy

Leakage Alarm 
Negative pressure is not 
being established due to 
an air leak in the system

To correct a leak, perform one or 
more of the following actions:
Press around the dressing border 
to improve contact with the skin or 
if required add additional fixation 
strips around dressing borders.
Ensure canister is securely attached 
to the pump.
Ensure tubing is securely attached 
to the canister.
Ensure that the dressing tubing is 
securely connected to the canister 
tubing.

1.  The indication light for blockage 
flashes once every second. 

2. If the blockage condition persists 
• the light indicator for blockage 

stays active, flashing once 
every second 

• the pump repeatedly emits an 
audible alarm 

• the pump pauses therapy

Blockage Alarm
Negative pressure is not 
being established due to 

blockage

To correct a blockage, perform one 
or more of the following actions:
Ensure that the tubing is not 
clamped.
Ensure that tubing is not kinked. 
If the canister is full perform a 
canister change according to 
instructions for canister change.

1. The indication light for battery 
flashes once every five (5) 
seconds when up to 24 hours of 
battery time remain. 

2. When less than 4 hours of 
battery time remain 
• the light indicator for battery 

stays active, flashing once 
every second 

• the pump repeatedly emits an 
audible alarm

Low Battery Alarm

To correct a low battery alarm: 
Change the batteries according to 
instructions for battery change. 
Only use the type and model of 
lithium batteries specified for this 
product by Mölnlycke Health Care, 
see section 8. 

1. The indication lights for leakage, 
battery and blockage flash 
simultaneously once every 
second. 

2. The pump repeatedly emits an 
audible alarm.

Internal Failure Alarm 

The pump has an internal fault and 
cannot be started. 
Contact your healthcare 
professional or  
Mölnlycke Health Care.

8.  Specifications Avance Solo Pump

Nominal negative pressure -125 mmHg

Maximum negative pressure -150 mmHg

Mode of Operation Continuous

Dimensions Avance Solo Pump and Canister 50 ml 125x68x30 mm

Weight Avance Solo Pump and Canister 50 ml < 130 g

Applied Part Dressing, type BF

Battery 2x AA 1,5V GP15LF

IP22
Ingress protection effective against fingers and similar objects. 
Protected against dripping water when tilted at 15°. Classification 
only valid when battery lid is closed.

Storage Temperature 5°C/41 F to 25°C/77F, ambient humidity 10% to 75% 
non-condensing, ambient pressure 700 hPa to 1060 hPa

Transport Temperature -35°C/-31 F to 63°C/145 F, ambient humidity 10% to 
90% non-condensing, ambient pressure 700 hPa to 1060 hPa

Operation Temperature 5°C/41 F to 40°C/104 F, ambient humidity 15% to 90%, 
non-condensing, ambient pressure 700 hPa to 1060 hPa

Low priority alarm signal, Alarm Volume 60 dBA Leakage Alarm, Blockage Alarm, Low Battery Alarm, Internal 
Failure Alarm.

Information signals with lower priority than alarm 
signals

Pause mode, Therapy mode, Invalid button press, Pump Self-check, 
End of therapy, Leakage, Blockage, Low Battery.

Essential Performance
Activation of low priority alarms within two hours if degradation 
of Nominal negative pressure. Negative pressure not exceeding 
Maximum negative pressure longer than five minutes.

9.  Safety
Avance Solo NPWT System complies with the General Requirements for Safety of Medical Electrical Equipment (IEC 60601-1). 
Avance Solo NPWT System is intended for home care use (IEC 60601-1-11).

10.  Electromagnetic compatibility
Avance Solo Pump is tested in accordance with the requirements of IEC 60601-1-2. Exceeding test levels can cause failure to 
maintain Essential Performance.
WARNING: Use of this equipment adjacent to or stacked with other equipment should be avoided because it could result in 
improper operation. If such use is necessary, this equipment and the other equipment should be observed to verify that they  
are operating normally.
WARNING: Portable RF communications equipment (including peripherals such as antenna cables and external antennas)  
should be used no closer than 30 cm (12 inches) to Avance Solo Pump. Otherwise, degradation of the performance of this 
equipment could result.
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Electromagnetic Emissions 
Avance Solo Pump is intended for use in the electromagnetic environment specified below.

EMISSION TESTS COMPLIANCE ELECTROMAGNETIC ENVIRONMENT - GUIDANCE

RF emissions CISPR 11 Group 1 Avance Solo Pump uses RF energy only for its internal function

RF emissions CISPR 11 Class B

Battery operated device
Harmonic emissions  
IEC 61000-3-2 Not applicable

Voltage fluctuations /  
flicker emissions IEC 61000-3-3 Not applicable

Electromagnetic Immunity 
Avance Solo Pump is intended for use in the electromagnetic environment specified below.

IMMUNITY TESTS
BASIC EMC 
STANDARD OR  
TEST METHOD

IMMUNITY TEST LEVELS

Professional healthcare facility 
environment Home healthcare environment

Electrostatic Discharge 61000-4-2 ± 8 kV contact 
± 2 kV, ± 4 kV, ± 8 kV, ± 15 kV air

Radiated RF EM fields 61000-4-3 3 V/m 
80 MHz - 2.7 GHz
80 % AM at 1 kHz

10 V/m 
80 MHz - 2.7 GHz
80 % AM at 1 kHz

Proximity fields from RF wireless 
communications equipment

61000-4-3 30 cm minimum separation distance from radio transmitter

Rated power frequency magnetic 
fields

61000-4-8 30 A/m
50 Hz or 60 Hz

11.  Caution
Avance Solo NPWT System must be used in accordance with these Instructions for Use. Read these instructions before using the 
system and have them available during use. Failure to read and understand these instructions may lead to misuse of the system 
and improper performance. These instructions are a general guide for the use of the product. Specific medical situations must be 
addressed by a clinician.

12.  Other information
If any serious incident has occurred in relation to Avance Solo NPWT System, it should be reported to Mölnlycke Health Care.
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Toll free number:
USA 1-800-882-4582 
Canada 1-800-494-5134

Australian sponsor address :
Mölnlycke Health Care Pty. Ltd 
12 Narabang Way, Belrose, NSW 2085, AUSTRALIA

Do not reuse

MRI unsafe

ETL Listed Marking

Follow instructions for use

Do not use if package is damaged

The device is sterilized using ethylene 
oxide

Caution, see instructions for use

Keep dry
Keep away from rain

Temperature limitation

Humidity limitation

Atmospheric pressure limitation

Keep away from sunlight
Keep away from heat

Ingress Protection

Applied part type BF

System lasts up to 14 days

Separate collection of Waste Electrical and 
Electronic Equipment (WEEE) 

Manufacturer

Medical Device

Only use the type and model of lithium 
batteries specified for this product by 
Mölnlycke Health Care, see section 8.

Use by date / Expiry date

Batch code

Catalogue number

Serial number Low battery

Leakage

Blockage

www.molnlycke.com/symbols

Issued 2020-02 40669-01
Master PD-557909 rev. 09  PD-565591 rev. 01

Avance Solo NPWT System is intended to be used by healthcare 
professionals by directions of these instructions for use. 
Information for patient or lay person is provided in a separate 
patient user manual provided by Mölnlycke Health Care.  
The healthcare professional shall ensure that the patient user 
manual is handed to the patient or lay person as appropriate. 
For prescription of therapy to home care, the prescribing 
healthcare professional should confirm that the patient or lay 
caregiver understands how the pump and canister works and 
how to operate on a daily basis. The prescribing healthcare 
professional should ensure that the patient or lay caregiver 
is able to perceive audible and visual notifications and alarms 
from the pump and to trouble shoot by guidance in Patient User 
Manual. The patient or lay person should be advised to contact 
prescribing healthcare professional if any concern on safe use 
of Avance Solo NPWT System.

1. Product description
Avance Solo Negative Pressure Wound Therapy (NPWT) 
System consists of Avance Solo Pump, Avance Solo Canister 
50 ml, Avance Solo Border Dressing and Avance Solo Foam 
which together form a system for wound management via the 
application of negative pressure. 
 Avance Solo Pump, a battery powered single patient use 

pump with a 14 day lifespan, single button operated with 
visual and audible alarms and notifications

 Avance Solo Canister 50 ml, a single use canister attached  
to the pump for collection of wound fluid and exudate

 Avance Solo Border Dressing, a single use breathable soft 
silicone absorbent dressing with acrylic fixation strips

 Avance Solo Foam, a single use polyurethane foam wound 
filler for cavity wounds

Avance Solo NPWT System maintains negative pressure 
nominally at -125 mmHg to the wound and enables  
exudate management by absorption and evaporation in  
Avance Solo Border Dressing. Excess exudate is collected  
in Avance Solo Canister 50 ml. 
Avance Solo NPWT System is applicable on wound sizes 
(surface area x depth) of up to 400 cm3/24 in3 on low and 
moderately exuding wounds. 
Avance Solo NPWT System is intended for use by healthcare 
professionals for therapy on patients in healthcare facilities  
and home care settings.
Avance Solo NPWT System is intended for adults. 

Material content
Dressing, fixation strips: polyethylene, polyurethane, polyester, 
super-absorbent particles, viscose fiber, soft silicone, 
polyacrylate adhesive
Foam: polyurethane
Canister: polycarbonate, polyurethane
Pump: polycarbonate, acrylonitrile butadiene styrene, 
thermoplastic elastomer
Tubing with clamp: polyolefin based thermoplastic elastomer, 
polyethylene 
Connectors: acrylonitrile butadiene styrene, thermoplastic 
olefin, polyethylene

2. Indications for use 
Avance Solo NPWT System is indicated for patients who would 
benefit from wound management via the application of negative 
pressure, particularly as the device may promote wound healing 
through the removal of exudate, infectious material.
Avance Solo NPWT System is indicated for removal of low to 
moderate amounts of exudates from chronic, acute, traumatic, 
subacute and dehisced wounds, ulcers (such as diabetic, venous 
or pressure), surgically closed incisions, flaps, and grafts.

3. Contraindications
Avance Solo NPWT System is contraindicated for patients with 
the following conditions:
• Malignancy in the wound or margins of the wound
• Untreated and previously confirmed osteomyelitis
• Non-enteric and unexplored fistulas
• Necrotic tissue with eschar present
• Exposed nerves, arteries, veins or organs 
• Exposed anastomotic site

4. Warnings
• Application of NPWT may increase the risk of bleeding. If 

sudden or increased bleeding is observed, immediately take 
appropriate action to stop bleeding and seek emergency 
medical attention.

• Patients at high risk of bleeding, such as patients receiving 
anticoagulant therapy or with altered haemostasis, must 
be monitored closely during therapy. Ensure to establish 
haemostasis before applying therapy.

• Patients at risk of bleeding complications due to e.g. a history 
of vascular anastomosis or friable, irradiated, sutured or 
infected blood vessels, should be monitored carefully during 
therapy.

• Patients undergoing NPWT need frequent supervision. 
Routinely check that the negative pressure therapy is active, 
the dressing should be contracted and firm to the touch. 
If it is necessary to discontinue therapy, the time elapsed 
without negative pressure must comply with instructions from 
healthcare professional.

• During therapy, make sure that the pump and tubings  
from the dressing and canister are positioned to eliminate 
the risk of
- imprints
- contamination
- entrapment or strangulation 
- kinking or blocking of tubing
- being exposed to sources of heat

• Cover or remove sharp edges or bones in the wound prior to 
the application of the dressing due to the risk of puncturing of 
organs and blood vessels.

• If defibrillation is required, disconnect the pump and remove 
the dressing if dressing positioning interferes.

• Avance Solo Pump is Magnetic Resonance (MR) unsafe, do not 
take into a Magnetic Resonance Imaging (MRI) environment. 
Avance Solo Border Dressings and Avance Solo Foam are 
MR safe. The impact of the dressing and foam on Magnetic 
Resonance Tomography (MRT)/Magnetic Resonance Imaging 
(MRI) imaging artifacts is unknown.

• Avance Solo Pump shall not be used in oxygen rich 
environments where there is a danger of explosion e.g.  
a hyperbaric oxygen unit or in therapy/investigations  
involving microwaves. For the dressing, static electricity  
may be created when removing the release liner from the 
strips. Consider if the dressing needs to be removed for  
safety reasons.

• Avance Solo Pump is not suitable for use in the presence  
of flammable anesthetics. 

• If the patient experiences sudden elevation in blood pressure 
or heart rate in response to stimulation of the sympathetic 
nervous system, immediately stop the therapy to help 
minimize sensory stimulation and seek emergency medical 
attention.

• To minimize the risk of bradycardia, do not place the dressing 
close to the vagus nerve.

• Do not use oxidizing agents such as hypochlorite solutions or 
hydrogen peroxide prior to use of the Avance Solo Foam.

• Products in Avance Solo NPWT System contain small parts 
which could be a potential choking hazard. Keep this device 
out of the reach of children.

• Keep this device out of the reach of pets.
• If canister or pump is broken, pause the pump, replace with 

new product and restart therapy.

5. Precautions
• Before starting therapy, evaluate the patient’s nutritional 

status and address severe malnutrition.
• Signs of possible infection or complications must be 

addressed immediately. Monitor the device, wound, 
surrounding skin, and patient status accordingly to ensure 
effective and safe treatment and patient comfort.

• For patients with ischemic condition or at application of a 
circumferential dressing, extra monitoring of wound status  
is required to avoid risk of compromised circulation.

• Avance Solo Pump is equipped with visual and audible 
notifications and alarms. Ensure that carrying or placement 
of the pump allows the user to detect audible and visual 
notifications and alarms.

• When Avance Solo Pump battery low alarm is triggered, 
replace the batteries in the pump. Only use the type and 
model of lithium batteries specified for this product by 
Mölnlycke Health Care, see section 8. 

• Fixation strips provided with the dressing shall only be 
applied on dressing borders. Do not apply fixation strips, or 
other occlusive dressings, across the dressing wound pad  
due to the risk of low breathability leading to maceration.

• Application of certain skin protection products or using 
cleansing products prior to the application of the dressing, 
can affect the ability of the dressing and fixation strips to 
adhere securely and create sufficient sealing.

• Do not use the products on patient and/or user with known 
hypersensitivity to the ingoing materials/components of the 
products.

• Ingrowth of tissue may occur if the dressing or wound filler 
is not changed in accordance with recommendations or as 
appropriate for the wound condition of the individual patient 
(See Section 6.6).

• Consider use of non-adherent wound contact layer (Mepitel) 
to protect fragile tissue.

• Do not place the pump with canister in water or other liquids. 
Disconnect the pump and canister if the ingress of water is 
observed.

• For daily hygiene routines do not expose the pump with 
canister or dressing to extensive contact with water. 

• Avance Solo Border Dressing should only be applied and 
changed by healthcare professional.

• No modification of this device (pump, canister, tubing, 
dressing, foam) is allowed as modifications may significantly 
compromise the ability of the system to deliver therapy.

• Do not disassemble the pump. 
• Products in Avance Solo NPWT System should not be used 

with products from other NPWT systems. 
• Do not cut the tubing or detach tubing from the canister.
• Do not cut the dressing.
• For CT scans and X-ray investigations, keep the pump out 

of the X-ray or scanner range. In the event that the pump is 
within a CT-scan or X-ray range, ensure to check that the 
pump functions correctly after the procedure.

• Avance Solo Pump is not intended for use aboard aircraft. 
Remove batteries during air travel.

• Avance Solo NPWT System products are provided sterile. Do 
not use if the sterile barrier is damaged or has been opened 
prior to use. Do not re-sterilize. 

• Avance Solo Pump is for single patient use.
• Avance Solo Border Dressing, Avance Solo Foam and Avance 

Solo Canister 50 ml are single use.
• Do not reuse Avance Solo NPWT System products. If 

reused, performance of the product may deteriorate, cross 
contamination may occur.

• Ensure that the battery lid on the Avance Solo Pump is closed 
during therapy.

6.  Instructions for use
6.1.  To consider before use
Avance Solo NPWT System is indicated for removal of low to 
moderate amounts of exudates. 
As a guidance: 
Low exuding wounds are considered to be up to 0.6 g/cm2 
wound area/24 hours (0.6 g/0.16 in2 wound area/24 hours). 
Moderate exuding wounds are considered to be up to 1.1 g/cm2 
wound area/24 hours (1.1 g/0.16 in2 wound area/24 hours).  
1 g exudate is considered equal to 1 ml.
When Avance Solo NPWT System is applied on moderately 
exuding wounds, the size of the wound should not be more than 
25% of the dressing wound pad area. Ensure that the wound pad 
overlaps the edges of the wound by at least 1.5 cm (0.6 inches).
Select Avance Solo Border Dressing to ensure that the wound 
is sufficiently covered by the wound pad. Depending on the 
patient’s primary position the transfer port on the dressing shall 
be placed upmost from the wound. The tubing should be laid to 
prevent bends and kinks of the tubing and to avoid discomfort 
to the patient. 
Wounds deeper than 0.5 cm (0.2 inches) are likely to require 
Avance Solo Foam as wound filler, to ensure dressing to 
establish intimate contact with all areas of the wound bed. 
For dressing applications with the larger sizes of dressing, the 
wound should not generally be deeper than 2 cm (0.8 inches).
If excessive exudate is present, consider the use of traditional 
NPWT until the level of exudate is low to moderate and then 
transition the patient to Avance Solo NPWT System.
Avance Solo NPWT System may be applied in conjunction with 
compression therapy. Make sure not to cover the transfer port 
on the dressing to reduce to risk of imprints.

6.2. Pump Set up
1. Attach the canister to the pump by pushing the canister until 

it clicks on both sides.
2. Fit the canister tubing into the holder on the back of the 

pump.
3. Insert the batteries into the pump battery compartment. 

Ensure that the positive terminal (marked +) and negative 
terminal (marked -) of each battery matches the +/- label in 
the battery compartment. Close the battery compartment by 
sliding the lid back in place.

4. When the batteries are correctly inserted, the pump 
performs automatic self-check.

5. After completed self-check, the pump will remain paused 
until started. Audible notification is repeated every 15 
minutes as long as the therapy is paused. To start therapy 
press and hold the green pump start button, release after 
two (2) seconds. 

If not started directly, the pump will start automatically after 
60 min.
When batteries are inserted into the pump for the first time, 
an internal timer starts. Document date and time for start of 
therapy in the patient’s notes. Avance Solo Pump has a lifetime 
of 14 days from the first insertion of the batteries. It is not 
possible to restart the pump after therapy time has ended.

6.3. Dressing Application Procedure
To apply, use clean/aseptic or sterile techniques in accordance 
with local protocol. 
6. Cleanse and debride the wound bed as instructed by 

healthcare professional. 
7. Cleanse the peri wound skin and pat dry.
8. Eliminate or cover sharp edges and bone fragments with 

non-adherent wound contact layer due to risk of puncturing 
organs or blood vessels while under negative pressure. 
Document the use of wound contact layer in the patient’s 
notes.

9. If a wound filler is used, see Section 6.5 Application with 
wound filler.

10. Decide in which direction the dressing should be placed to 
avoid bends and kinks of the tubing and to avoid discomfort 
to the patient. Depending on the patient’s primary position 
the transfer port on the dressing shall be placed upmost 
from the wound.

11. Grip the center part of the release film of the dressing and 
pull to expose the adhesive surface.

12. Without stretching, position the dressing centrally over the 
wound and ensure that dressing borders are placed on intact 
skin. 

13. Gently remove the remaining release films of the dressing. 
Start with the longer portion of the release film, away from 
the tubing. Do not stretch the product during application. 
Smooth down the dressing to remove any creases and press 
gently to ensure contact between the dressing and wound 
bed. 

14. Connect the canister tubing to the dressing tubing using 
the connectors on the end of each tubing. Ensure that the 
tubings are not clamped.

15. To start therapy, press and hold the green pump start button, 
release after two (2) seconds so that the pump activates and 
the green start button flashes. Negative pressure shall be 
achieved within two (2) minutes after pump start. 

16. Once the negative pressure is applied, the dressing will 
contract and be firm to the touch. A wrinkled appearance 
of the dressing indicates that negative pressure has been 
achieved and maintained.

17. If negative pressure is hard to achieve, adjust dressing or 
press around the dressing edges to improve contact with the 
skin. Take care to avoid wrinkles and gaps in the dressing 
border. 

6.4. Fixation strips
18. Start to apply fixations strips once negative pressure has 

been achieved. Fixation Strips are provided in two different 
widths to be applied based on dressing requirements. 
Separate the strips and apply one at the time to secure and 
maintain a tight seal.

19. For each fixation strip, grip the center part of the release 
film (marked “1”) and pull to expose the adhesive surface.

20. Without stretching, position the fixation strip along the 
dressing border overlapping the skin to fixate the dressing 
borders. Gently remove the remaining release films while 
avoiding wrinkles. Smooth down the fixation strips to remove 
any creases. 

21. Remove the support film (marked “2”). 
If the dressing does not appear contracted and firm to the 
touch, inspect the dressing and reseal if necessary. 

6.5. Application with wound filler
22. Cut the foam into an appropriate size corresponding to the 

dimensions of the wound cavity. 
23. Do not cut the foam above the wound site as fragments may 

fall into the wound. Make sure that no fragments are left in 
the wound or on wound edges when the dressing is applied. 

24. Sufficiently fill the wound cavity without overpacking, as 
this could damage tissue, affect exudate removal, or affect 
delivery of negative pressure. Ensure contact between all 
pieces of foam placed in the wound. Consider use of a non-
adherent wound contact layer (Mepitel) to protect fragile 
tissue.

25. Do not place wound filler onto intact skin or non-protected 
superficial or retention sutures. 

26. Document the number of pieces of wound filler material 
used in the patient’s notes.

Proceed with the application of Avance Solo Border Dressing 
as instructed in Section 6.3 Dressing Application Procedure. 
Ensure that the dressing is in contact with the foam.

6.6. Frequency of dressing change 
Avance Border Dressing may be left in place for up to 7 days 
depending on the condition of the wound and the surrounding 
skin, or as indicated by accepted clinical practice.
If Avance Solo Foam is used as a complement to the dressing, 
the dressing and foam should be changed every 48 to 72 hours, 
but no less than 3 times a week, or as instructed by healthcare 
professional. 
NOTE: Ingrowth of tissue may occur if the dressing or wound 
filler is not changed in accordance with recommendations or as 
appropriate for the wound condition of the individual patient.

6.7. Dressing removal procedure
To remove the dressing, perform the following steps:
27. If the pump is active, pause therapy by pressing down the 

green start button, release after two (2) seconds.
28. Block both the canister tubing and dressing tubing by 

positioning the slide clamps next to the connector and slide 
across the tubings until secured.

29. Disconnect the canister tubing from the dressing tubing by 
squeezing the connector from both sides and pull apart.

30. Gently peel back one corner of the film of fixation strips 
and dressing and stretch to facilitate breakage of the seal. 
Proceed with this technique (in the direction of hair growth) 
until the film is completely removed.

31. Remove the dressing by pulling it in the direction of 
the wound, not across the wound. Pull off the dressing 
following the surface all the way, without lifting the dressing 
perpendicular to the wound.

32. If wound filler is used, remove the wound filler gently. If 
adherence of wound filler to wound bed is observed, consider 
moistening the filler material. Make sure no fragments are 
left in the wound when the dressing is changed. 

If the patient experiences pain during dressing removal, 
consider the use of pain relief medication, as instructed by 
healthcare professional, when changing dressings. Consult 
patient’s notes to ensure that all materials used have been 
removed.

6.8. Changing the Canister
The need to change canister is detected either by visual 
inspection of canister fill level through the transparent window 
on the back of the canister or by pump blockage alarm. 
To replace the canister, perform the following steps:
33. If the pump is active, pause therapy by pressing down the 

green start button, release after (2) seconds.
34. Clamp the canister tubing and dressing tubing by positioning 

the slide clamps next to the connector and slide across the 
tubings until secured. Blocking the tubings minimizes fluid 
leakage when disconnecting the dressing from the canister. 

35. Disconnect the canister tubing from the dressing tubing by 
squeezing the connector from both sides and pull apart.

36. Remove the canister by pushing the spring buttons on both 
sides and pull.

37. Attach a new canister to the pump by pushing the canister 
until it clicks on both sides. To continue therapy, connect the 
canister tubing to the dressing tubing, release the clamp on 
the dressing tubing and restart the pump by pressing down 
the green start button, release after two (2) seconds.

6.9. Changing the batteries
The pump indicates when the batteries are low, as described 
in Section 7. Avance Solo NPWT System Indicators, Alarms and 
Trouble shooting. Batteries shall be replaced once pump alarms 
for Low battery or after 7 days. Only use the type and model of 
lithium batteries specified for this product by Mölnlycke Health 
Care, see section 8.
To replace the batteries, perform the following steps:
38. If pump is still active, pause the pump by pressing down the 

green start button, release after two (2) seconds.
39. Open the battery compartment by sliding the lid. Remove 

the batteries. Insert new batteries, ensuring that the 
positive terminal (marked +) and negative terminal (marked 
-) of each battery matches the +/- label in the battery 
compartment. Close the battery compartment lid. 

6.10. Daily use 
To pause therapy, press and hold the green start button, 
release after two (2) seconds. When paused, the pump will 
automatically start after 60 min.
To restart therapy, press and hold the green start button, 
release after two (2) seconds until the pump activates and the 
start button flash. 
Regularly check that negative pressure is active by monitoring 
visual and audible notifications and alarms from the pump.  
The dressing should be contracted and firm to the touch.
If skin is at risk of imprints from tubings and quick connectors, 
place a soft silicone dressing between skin and tubing for 
protection.
Place the pump in a safe position and ensure to take notice of 
visual and audible notifications and alarms from the pump.
For daily hygiene routines, do not expose the dressing or pump 
with canister and tubing to jets of water. For light showering, 
pause therapy by pressing and holding the green start button, 
release after two (2) seconds, clamp the canister tubing and 
dressing tubing and disconnect the pump with canister from 
the dressing. Ensure that the dressing tubing is not submerged 
into water.
Occasional cleaning of the pump can be performed by wiping 
with a damp cloth or with a non-abrasive detergent. Do not put 
the pump under running water.
Avance Solo Pump is intended for single patient use during a 
14-day continuous period. 

6.11. Disposal
Avance Solo Pump is for single patient use and battery powered. 
After use, the batteries should be detached from the pump. 
Dispose the pump and batteries according to local regulations, 
relevant state laws and in accordance with the Waste Electrical 
and Electronic Equipment Directive (WEEE). Consider wiping 
the pump with non-abrasive detergent if decontamination would 
be required.
Avance Solo Border Dressing, Avance Solo Canister 50 ml and 
Avance Solo Foam are single use products. After use, dispose 
of the products as clinical waste in accordance with local 
regulations.
For more information about safe disposal, see www.molnlycke.
com/wastehandling or contact your local Mölnlycke Health Care 
representative.

7.  Avance Solo NPWT System Indicators, Alarms and  
Trouble shooting

Avance Solo Pump has auditory and visual notifications and 
alarms to provide information to the user. Position Avance Solo 
Pump to ensure that visual and audible alarms are perceivable 
to the patient and healthcare professional.

7.1.  Avance Solo NPWT System Indicators

DISPLAY  LIGHT INDICATOR

 Leakage

 Blockage

 Low Battery

7.2.  Avance Solo NPWT System – Normal use
Avance Solo Pump displays the following visual and audible signals to inform the user that the Avance Solo NPWT system is 
performing under normal operation. 

Avance® Solo NPWT System

HEALTHCARE PROFESSIONAL INSTRUCTIONS FOR USE

Manufacturer 
Mölnlycke Health Care AB
Gamlestadsvägen 3C, Box 13080, SE-402 52 Göteborg, Sweden www.molnlycke.com

Caution: Federal [US] Law restricts this  
device to sale by or on the order of a physician  
[or properly licensed practitioner].

AUDIBLE AND  
VISUAL DISPLAY DESCRIPTION OPERATION COMMENT

1. The pump activates for a short 
period.

2. All light indicators on the pump 
flash in turn.

3. The pump emits audible 
notifications: medium 
frequency followed by high 
frequency

Automatic self-check

Automatic self-check is performed 
when the batteries are correctly 
inserted in the pump and confirms 
that the pump is ready for use.

1. At start-up of the pump, the 
green start button flashes once 
every second for 15 minutes. 

2. During normal operation the 
green start button flashes two 
times every minute.

Therapy mode

1. To confirm that correct negative 
pressure is reached.

2. To confirm that the pump is 
operating correctly, and that 
therapy is maintained.

1. The pump emits two short 
audible notifications 

2. The audible notifications are 
repeated every 15 minutes as 
long as the therapy is paused. Pause mode

To confirm that the pump and 
therapy have been paused. 
After 60 minutes the pump 
automatically restarts therapy.

1. All light indicators flash with 
high intensity.

2. The pump emits three audible 
notifications: one high, one 
medium followed by one low 
frequency tone. 

End of therapy

The therapy time of 14 days is 
complete.

The pump emits short audible 
notification 

Invalid button press

In case of an invalid button press

7.3. Avance Solo NPWT System – Alarms and trouble shooting
Avance Solo Pump displays the following visual signals and audible alarms to inform the user if risk for loss of therapy. 

AUDIBLE  
AND VISUAL DISPLAY DESCRIPTION POSSIBLE CAUSE COMMENTS  

TROUBLE SHOOTING

1. The indication light for leakage 
flashes once per second.

2. If negative pressure is not 
maintained:
• The light indicator for air 

leakage stays active, flashing 
once every second

• The pump repeatedly emits an 
audible alarm 

• The pump pauses therapy

Leakage Alarm 
Negative pressure is not 
being established due to 
an air leak in the system

To correct a leak, perform one or 
more of the following actions:
Press around the dressing border 
to improve contact with the skin or 
if required add additional fixation 
strips around dressing borders.
Ensure canister is securely attached 
to the pump.
Ensure tubing is securely attached 
to the canister.
Ensure that the dressing tubing is 
securely connected to the canister 
tubing.

1.  The indication light for blockage 
flashes once every second. 

2. If the blockage condition persists 
• the light indicator for blockage 

stays active, flashing once 
every second 

• the pump repeatedly emits an 
audible alarm 

• the pump pauses therapy

Blockage Alarm
Negative pressure is not 
being established due to 

blockage

To correct a blockage, perform one 
or more of the following actions:
Ensure that the tubing is not 
clamped.
Ensure that tubing is not kinked. 
If the canister is full perform a 
canister change according to 
instructions for canister change.

1. The indication light for battery 
flashes once every five (5) 
seconds when up to 24 hours of 
battery time remain. 

2. When less than 4 hours of 
battery time remain 
• the light indicator for battery 

stays active, flashing once 
every second 

• the pump repeatedly emits an 
audible alarm

Low Battery Alarm

To correct a low battery alarm: 
Change the batteries according to 
instructions for battery change. 
Only use the type and model of 
lithium batteries specified for this 
product by Mölnlycke Health Care, 
see section 8. 

1. The indication lights for leakage, 
battery and blockage flash 
simultaneously once every 
second. 

2. The pump repeatedly emits an 
audible alarm.

Internal Failure Alarm 

The pump has an internal fault and 
cannot be started. 
Contact your healthcare 
professional or  
Mölnlycke Health Care.

8.  Specifications Avance Solo Pump

Nominal negative pressure -125 mmHg

Maximum negative pressure -150 mmHg

Mode of Operation Continuous

Dimensions Avance Solo Pump and Canister 50 ml 125x68x30 mm

Weight Avance Solo Pump and Canister 50 ml < 130 g

Applied Part Dressing, type BF

Battery 2x AA 1,5V GP15LF

IP22
Ingress protection effective against fingers and similar objects. 
Protected against dripping water when tilted at 15°. Classification 
only valid when battery lid is closed.

Storage Temperature 5°C/41 F to 25°C/77F, ambient humidity 10% to 75% 
non-condensing, ambient pressure 700 hPa to 1060 hPa

Transport Temperature -35°C/-31 F to 63°C/145 F, ambient humidity 10% to 
90% non-condensing, ambient pressure 700 hPa to 1060 hPa

Operation Temperature 5°C/41 F to 40°C/104 F, ambient humidity 15% to 90%, 
non-condensing, ambient pressure 700 hPa to 1060 hPa

Low priority alarm signal, Alarm Volume 60 dBA Leakage Alarm, Blockage Alarm, Low Battery Alarm, Internal 
Failure Alarm.

Information signals with lower priority than alarm 
signals

Pause mode, Therapy mode, Invalid button press, Pump Self-check, 
End of therapy, Leakage, Blockage, Low Battery.

Essential Performance
Activation of low priority alarms within two hours if degradation 
of Nominal negative pressure. Negative pressure not exceeding 
Maximum negative pressure longer than five minutes.

9.  Safety
Avance Solo NPWT System complies with the General Requirements for Safety of Medical Electrical Equipment (IEC 60601-1). 
Avance Solo NPWT System is intended for home care use (IEC 60601-1-11).

10.  Electromagnetic compatibility
Avance Solo Pump is tested in accordance with the requirements of IEC 60601-1-2. Exceeding test levels can cause failure to 
maintain Essential Performance.
WARNING: Use of this equipment adjacent to or stacked with other equipment should be avoided because it could result in 
improper operation. If such use is necessary, this equipment and the other equipment should be observed to verify that they  
are operating normally.
WARNING: Portable RF communications equipment (including peripherals such as antenna cables and external antennas)  
should be used no closer than 30 cm (12 inches) to Avance Solo Pump. Otherwise, degradation of the performance of this 
equipment could result.
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Electromagnetic Emissions 
Avance Solo Pump is intended for use in the electromagnetic environment specified below.

EMISSION TESTS COMPLIANCE ELECTROMAGNETIC ENVIRONMENT - GUIDANCE

RF emissions CISPR 11 Group 1 Avance Solo Pump uses RF energy only for its internal function

RF emissions CISPR 11 Class B

Battery operated device
Harmonic emissions  
IEC 61000-3-2 Not applicable

Voltage fluctuations /  
flicker emissions IEC 61000-3-3 Not applicable

Electromagnetic Immunity 
Avance Solo Pump is intended for use in the electromagnetic environment specified below.

IMMUNITY TESTS
BASIC EMC 
STANDARD OR  
TEST METHOD

IMMUNITY TEST LEVELS

Professional healthcare facility 
environment Home healthcare environment

Electrostatic Discharge 61000-4-2 ± 8 kV contact 
± 2 kV, ± 4 kV, ± 8 kV, ± 15 kV air

Radiated RF EM fields 61000-4-3 3 V/m 
80 MHz - 2.7 GHz
80 % AM at 1 kHz

10 V/m 
80 MHz - 2.7 GHz
80 % AM at 1 kHz

Proximity fields from RF wireless 
communications equipment

61000-4-3 30 cm minimum separation distance from radio transmitter

Rated power frequency magnetic 
fields

61000-4-8 30 A/m
50 Hz or 60 Hz

11.  Caution
Avance Solo NPWT System must be used in accordance with these Instructions for Use. Read these instructions before using the 
system and have them available during use. Failure to read and understand these instructions may lead to misuse of the system 
and improper performance. These instructions are a general guide for the use of the product. Specific medical situations must be 
addressed by a clinician.

12.  Other information
If any serious incident has occurred in relation to Avance Solo NPWT System, it should be reported to Mölnlycke Health Care.
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Toll free number:
USA 1-800-882-4582 
Canada 1-800-494-5134

Australian sponsor address :
Mölnlycke Health Care Pty. Ltd 
12 Narabang Way, Belrose, NSW 2085, AUSTRALIA

Do not reuse

MRI unsafe

ETL Listed Marking

Follow instructions for use

Do not use if package is damaged

The device is sterilized using ethylene 
oxide

Caution, see instructions for use

Keep dry
Keep away from rain

Temperature limitation

Humidity limitation

Atmospheric pressure limitation

Keep away from sunlight
Keep away from heat

Ingress Protection

Applied part type BF

System lasts up to 14 days

Separate collection of Waste Electrical and 
Electronic Equipment (WEEE) 

Manufacturer

Medical Device

Only use the type and model of lithium 
batteries specified for this product by 
Mölnlycke Health Care, see section 8.

Use by date / Expiry date

Batch code

Catalogue number

Serial number Low battery

Leakage

Blockage

www.molnlycke.com/symbols

Issued 2020-02 40669-01
Master PD-557909 rev. 09  PD-565591 rev. 01

Alarmer og feilsøking



Avance® Solo og Avance® Solo Adapt 
sortiment (sterilt pakket)

Art.nr.
Avance Solo pumpe  
med beholder

Innhold i sterile enhetspakninger
Antall 
pr. eske

Antall  
pr. kartong

8880050
Avance Solo pumpe  
og beholder

Pumpe + beholder 50 ml med slange  
+ 4 x AA-batterier + belteklemme

1 2

Art.nr.
Avance Solo bandasjer 
med heftekant

Innhold i sterile enhetspakninger
Antall 
pr. eske

Antall  
pr. kartong

881020
Avance Solo bandasje 
med heftekant 10 x 20 cm

10 x 20 cm bandasje med heftekant  + 6 sekundære 
fikseringsstrips 6 x 28 cm

2 4

881030
Avance Solo bandasje 
med heftekant 10 x 30 cm

10 x 30 cm bandasje med heftekant  + 6 sekundære 
fikseringsstrips 6 x 28 cm

2 4

881035
Avance Solo bandasje 
med heftekant 10 x 35 cm

10 x 35 cm bandasje med heftekant  + 6 sekundære 
fikseringsstrips 6 x 28 cm

2 4

881515
Avance Solo bandasje 
med heftekant 15 x 15 cm

15 x 15 cm bandasje med heftekant  + 6 sekundære 
fikseringsstrips 6 x 28 cm

2 4

881520
Avance Solo bandasje 
med heftekant 15 x 20 cm

15 x 20 cm bandasje med heftekant  + 6 sekundære 
fikseringsstrips 6 x 28 cm

2 4

881530
Avance Solo bandasje 
med heftekant 15 x 30 cm

15 x 30 cm bandasje med heftekant  + 6 sekundære 
fikseringsstrips 6 x 28 cm

2 4

882020
Avance Solo bandasje 
med heftekant 20 x 20 cm

20 x 20 cm bandasje med heftekant  + 6 sekundære 
fikseringsstrips 6 x 28 cm

2 4

882525
Avance Solo bandasje 
med heftekant 25 x 25 cm

25 x 25 cm bandasje med heftekant  + 6 sekundære 
fikseringsstrips 6 x 28 cm

2 4

Art.nr.
Avance Solo startsett for 
lukkede kirurgiske snitt 
(ciNPT)

Innhold i sterile enhetspakninger
Antall 
pr. eske

Antall  
pr. kartong

8881020
Avance Solo-sett,  
10 cm x 20 cm

Pumpe + beholder på 50 ml med slange + 4 x AA-
batterier + 10 x 20 cm bandasje med heftekant + 
belteklemme + 6 fikseringsstrips 6 x 28 cm

1 2

8881030
Avance Solo-sett,  
10 cm x 30 cm

Pumpe + beholder på 50 ml med slange + 4 x AA-
batterier + 10 x 30 cm bandasje med heftekant + 
belteklemme + 6 fikseringsstrips 6 x 28 cm

1 2

8881035
Avance Solo-sett,  
10 cm x 35 cm

Pumpe + beholder på 50 ml med slange + 4 x AA-
batterier + 10 x 35 cm bandasje med heftekant + 
belteklemme + 6 fikseringsstrips 6 x 28 cm

1 2

Art.nr.
Avance Solo andre 
produkter

Innhold i sterile enhetspakninger
Antall 
pr. eske

Antall  
pr. kartong

880050
Avance Solo beholder 
50 ml

Avance Solo beholder 50 ml med slange 4 8

882000
Avance Solo skum  
1,5 x 10 x 12 cm

4 x skumsårfyller 1,5 x 10 x 12 cm 4 8

Art.nr.
Avance Solo Adapt 
sortiment

Innhold i sterile enhetspakninger
Antall 
pr. eske

Antall  
pr. kartong

9994152
Avance Solo Adapt 
pumpe, beholder, skum, 
film og overføringsport

Pumpe + beholder 50 ml med slange + 4 x AA-
batterier + Safetac filmbandasje 20 x 27 cm +  
skum 3 x 8 x 10 cm + belteklemme

1 2

994152
Avance Solo Adapt skum, 
film og overføringsport

Safetac filmbandasje 20 x 27 cm +  
skum 3 x 8 x 10 cm + overføringsport og slange

5 5

994000
Avance Solo Adapt film 
20 x 27 cm

Safetac heftende filmbandasje 20 x 27 cm 5 10



Engangspumpe for 
undertrykksbehandling av sår 
Les mer om våre undertrykksystemer for engangsbruk, 
Avance® Solo og Avance® Solo Adapt, 
deler og funksjoner på www.AvanceSolo.no



Les mer på www.molnlycke.no 
Mölnlycke Health Care AS, Postboks 6229 Etterstad,  
0603 Oslo, Norge. Tlf.  22 70 63 70. 
The Mölnlycke, Avance and Safetac trademarks, names and logos are registered globally to 
one or more of the Mölnlycke Health Care Group of Companies. ©2021 Mölnlycke Health Care 
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Beviser det hver dag

I Mölnlycke® leverer vi innovative løsninger til 
sårbehandling, forbedrer sikkerheten ved kirurgi, og 
forebygger trykksår, som forbedrer pasientutfall og er 
klinisk og helseøkonomisk dokumentert.
I alt vi gjør, er vi motivert av ett mål: Å hjelpe profesjonelt 
helsepersonell til å yte sitt beste. Vi har forpliktet oss til å 
bevise dette hver dag.
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Randomized controlled trial of three burns dressings for partial thickness burns in children. Burns. 2015;41(5):946-955. 13. David F. et al.  
A randomised, controlled, non-inferiority trial comparing the performance of a soft silicone-coated wound contact layer (Mepitel One) with a 
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Du finner mer informasjon og materiell på: 

www.avancesolo.no


